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GENERAL DESCRIPTION 

The INTELLEC® 8/MOD 80 system (imm8-84A) is 
a low-cost computer system, designed to simplify the 
development of microcomputer systems which employ 
INTEL 8080 microprocessors. 

The INTELLEC 8/MOD 80 system uses the 8080 as its 
central processing unit. The 8080 has a basic cycle time of 
2.0 microseconds. The system contains a control console 
and provides read-write program memory as a substitute for 
read-only memory. Thus the 8080 chip can be accessed via 
the control console, and programs can be debugged before 
being enabled in read-only memory. Turn around time from 
initial system concept to finished product is shortened, and 
systems development costs are thus reduced. 

The INTELLEC 8/MOD 80 system has its own power 
supply, cabinet, display and control panel, 8192 bytes (8K) 
of Random Access Memory, a Programmable Read-Only 
Memory Module with 4K capacity, a PROM Programmer 
Module, and an Input/Output Module which contains four 
8-bit input ports and four 8-bit output ports as well as 
provision for serial communications interface. 

The Bare Bones 80 is an INTELLEC 8/MOD 80 system 
without the power supply, display and control console, or 
cabinet, and is designed for 4K of RAM memory, rack- 
mounting. 

Both the INTELLEC 8/MOD 80 system and the Bare 
Bones 80 can be expanded up to 16K bytes of memory; in 
addition, the I/O capability can be expanded to support six- 
teen input ports and sixteen output ports, or four input 
ports and twenty-eight output ports. 

The standard software for the INTELLEC 8/MOD 80 
system includes a resident System Monitor, a Text Editor, 
and an Assembler. In addition to these INTELLEC 8/MOD 
80 resident programs, there are three development programs 
available, which are designed for operation on LARGE- 
SCALE HOST COMPUTERS. These are a macro cross- 
assembler, a microcomputer simulator (INTERP/80), and a 
PL/M™compiler. PL/M is a high-level language that can 
shorten program development time significantly. 



SPECIFICATIONS 

The INTELLEC 8/MOD 80 system is made up of 
separate modules, each of which performs a different task in 
making up a complete system. These modules are: 

1) The imm8-83 Central Processor Module, which op- 
erates as the Central Processor for the INTELLEC 
8/MOD 80 system. In this capacity, it performs the 
following fuctions: 

a) It controls the execution of program instruc- 
tions, sending the appropriate control signals to 
the other modules which make up the INTEL- 
LEC 8/MOD 80 system. 

b) It performs all of the necessary arithmetic, logi- 
cal, and data manipulation operations necessary 
for program operation. 

c) It controls overall system timing. 

2) The imm6-28 Random Access Memory Module, 
which provides 4,096 8-bit words of Read/Write 
memory for system use. As many as four cards can 
be used in a system, for a memory capacity of 16K. 

3) The imm6-26 Programmable Read-only Memory 
Module, which provides up to 4,096 words of Read- 
only memory in increments of 256 words, and 
which may be operated in parallel with the system 
Random Access Memory. Again, more than one 
card may be used, giving a total Read-only memory 
capacity of 16K words. 

4) The imm8-61 Input/Output Module, which pro- 
vides four eight-bit input ports and four eight-bit 
output ports for system Input/Output operations. 
Two of the input ports and two of the output ports 
may be used with integral Teletype communica- 
tions circuits to provide Teletype I/O. Up to four 
of these cards may be used in a system, giving a 
total of sixteen input ports and sixteen output 
ports. 

5) The imm8-63 Output Module, which provides eight 
latching output ports for system Output operations. 
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Up to three of these cards may be used in a sys- 
tem, giving a total capability of twenty-four output 
ports. 

6) The imm6-76 PROM Programmer Card, which gives 
the INTELLEC® 8/MOD 80 system the capability 
of programming INTEL 8702A Programmable 
Read-Only Memory chips. 

7) The Front Panel Controller and Display Console, 
which provides a means of controlling program exe- 
cution, program debugging, and INTELLEC 8/ 
MOD 80 operation. It also provides displays of sys- 
tem status and information. 

8) The chassis and power supplies. 

A summary of the specifications for the INTELLEC 
8/MOD 80 system is given in Table i-1. Specific information 



INTELLEC 8/MOD 80 Specifications 



SPECIFICATIONS 


Word Length 


8'bits 


Registers 


Seven 8-bit general purpose registers, two of which are used to hold Memory 
Addresses during Memory Reference operations, and one used as the 
accumulator. 


Instruction Set 


Seventy-eight instructions, including Memory-index register, index-register- 
memory, register-to-register, single register, immediate, and memory arithmetic 
and logic instructions, as well as conditional and unconditional branch in- 
structions, input/output, and machine instructions. 


Arithmetic 


8-bit parallel, binary, fixed point, two's complement. 


Memory 


8192 8-bit words, Read/Write; 4096 8-bit words, Read-only. (Expandable to 
16,384 words.) 


Addressing 


Direct - up to 16K bytes, (up to 64K using external enclosures) 


Cycle Time 


2.0 microseconds 


Environment 


0° - 55° C. 


Power Requirements 


5V@ 12 A (max); 6 A (typ); 
-9V @ 1.8 A (max); 0.5 A ftyp); 
-12V @ 0.03 A (max); 0.016 A (typ); 

(More power may be required for expanded INTELLEC 8/MOD 80 systems.) 


AC Requirement 


60 Hz; 115 VAC, 200 Watts 


Size 


INTELLEC 8/MOD 80: 7" x 17 1/8" x 1/4" 

Bare Bones 8: 6 3/4" x 17" x 12" (suitable for standard RETMA 7" x 19" 
panel space). 


Weight 


30 lb. 


Table 


vi 



relating to setting-up and operating the INTELLEC 8/MOD 
80 system is contained in Chapter 10 of this manual, and in 
the INTELLEC 8/MOD 80 Operator's Manual. 

THE SCOPE OF THIS MANUAL 

This manual provides an understanding of the design 
concepts and capabilities of the INTELLEC 8/MOD 80 
system as a whole and its individual modules, and in addition 
provides detailed theory of operation and implementation 
information for each module. 

For a detailed description of INTELLEC 8/MOD 80 
operating procedures, including software operation, see the 
INTELLEC 8/MOD 80 Operator's Manual. For a detailed 
examination of programming at an elementary level, suitable 
for an engineer with no previous programming experience, 
see the 8080 Assembly Language Programmer's Manual. 



The INTELLEC 8/MOD 80 microcomputer develop- 
ment system consists of six independent functional 
modules and a power supply, housed in a single chassis and 
enclosure. This section describes the interrelationship of the 
INTELLEC 8/MOD 80 functional modules, and shows the 
part played by each module during typical operations. 
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Figure 1-1. A Simplified INTELLEC 8/MOD 80 Block 
Diagram. 



FUNCTIONAL DESCRIPTION OF MODULES 

Figure 1 -1 illustrates the six functional modules of the 
INTELLEC 8/MOD 80 system, and shows interconnecting 
busses. The six functional modules are: 

1) A Central Processing Unit (CPU) which performs 
arithmetic, logical and data manipulation operat- 
ions. 

2) Memory module, which can be Programmable 
Read-Only (PROM), Random Access (RAM), or a 
combination of the two. Though Figure 1-1 
illustrates memory as a single module, it can be 
physically implemented as one or more modules, 
depending on the amount of memory included in a 
system. The memory module provides data and 
program storage; a standard system includes two 4K 
RAM modules and one 4K PROM module. 

3) Input/Output module. Physically there can be up to 
four Input/Output modules in an INTELLEC 
8/MOD 80 system. Each Input/Output module 
provides four individually addressable 8-bit output 
ports. A serial communications facility, which the 
INTELLEC 8/MOD 80 system uses for teletype 
interface, is included in each module. 

4) Output module. Physically there can be up to three 
Output modules in an INTELLEC 8/MOD 80 
system. Each Output module provides eight 
individually addressable 8-bit output ports. 

5) A Front Panel Display and Control Console. The 
Console provides a means for manually monitoring 
and controlling INTELLEC 8/MOD 80 operations. 

6) PROM Programmer Module. This module provides a 
timing and level shifting circuitry for programming 
INTEL'S 8702A PROMs. 

The functional units of the INTELLEC 8/MOD 80 
system are interconnected by the following busses: 

Bus (a), the Memory Address bus, carries memory 
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addresses from the console or the CPU to the Memory, 
Input/Output and Output Modules. 

Bus (b) the Output Data bus, carries data from the 
console or CPU to the Memory, Input/Output and Output 
Modules. 

Bus (c), the data from Memory bus, carries data 
from memory to the CPU. 

Bus (d), the Data Input bus, carries data from input 
ports to the CPU. 

Bus (e), the Interrupt Instruction bus, allows the 
console to transmit a program interrupt to the CPU. 

Bus (f), the Control bus, is used to control instruction 
execution. Since the console is connected to the control 
bus, instruction execution can be controlled from the 
console. 

Since the console operates in parallel to the CPU, it 
contains a considerable amount of parallel logic, including 
its own data and address registers; thus there are certain 
states in which the CPU remains in control and the console 
temporarily suspends operations, and there are other states 
in which the console completely takes over machine 
operations. 

Conceptually, the CPU module provides the INTEL- 
LEC® 8/MOD 80 system with its "computer" capabilities. 
This module performs arithmetic, logical and data mani- 
pulation operations as directed by a stored program. 

A stored program is a sequence of numbers (eight 
binary digits per number) which encode a sequence of 
individual CPU operations. (Frequently an instruction code 
is written as two hexadecimal digits rather than eight binary 
digits). The sequence of individual instructions that 
constitute a program are stored in the Memory module. If 
the memory module includes Random Access Memory 
(RAM), it can also be used to store temporary data that 
may be generated in the course of executing a program. 

Almost all computer applications require information 
to be transferred between the CPU module and external 
devices. Such transfers take place via the Input/Output and 
Output modules. 

Communications between the INTELLEC 8/MOD 80 
system and an operator occur via the Front Panel Console 
and teletype. 



FRONT PANEL CONSOLE OPERATIONS 

Consider how console operations must be performed, 
given the hardware organization illustrated in Figure 1-1. 

Since the console has its own address and data 
registers, and since there is a bi-directional bus link 
(through the CPU) between the console and memory, data 
can be read from memory to console, and written from 
console to memory. 



Although there is no direct path for data from input 
ports to the console, performing an input access operation 
from the console causes the input data to be sent through 
the CPU and onto bus (c), where it is displayed on the 
console. 

There is no direct link between CPU registers and the 
console. The system monitor has a register interrogation 
capability. 



MEMORY REFERENCE OPERATIONS 

This section describes memory reference operations as 
performed by the INTELLEC 8/MOD 80 system, and is 
divided into two subsections. Memory input or read 
operations, and memory output or write operations. 

Memory Read Operations 

A Memory Read operation is performed in order to 
obtain data from a certain location in the system memory, 
and to bring that data to the CPU. It is performed via the 
following steps: 

1) The CPU sends a Memory Address to the Memory 
modules on the Memory Address bus. 

2) The Memory modules send the data contained in 
the selected memory location to the CPU on the 
Memory Data Input bus. 

The Front Panel can perform a manual Memory Read 
operation by 'taking over' the Memory Data buses, and by 
sending a manually entered Memory Address, rather than a 
CPU-generated Address, to the memory modules. 

Memory Write Operations 

A Memory Write operation is performed in order to 
send data from the CPU to a certain selected location in 
memory. It is performed in the following steps: 

1) The CPU sends a Memory Address to the memory 
modules on the Memory Address bus. 

2) The CPU sends the data which is to be stored in 
memory to the memory modules on the Memory 
Output Data bus. 

3) The CPU sends a control srgnal to the memory 
modules which causes the data to be written into 
the selected memory location. 

The Front Panel can perform a manual memory write 
operation by taking over the Memory Address and Memory 
Output Data busses, and by sending manually entered 
Memory Address and Memory Data to the memory module. 

INPUT/OUTPUT OPERATIONS 

This section describes Input and Output operations as 
performed by the INTELLEC 8/MOD 80 system, and is 
divided into three subsections. 
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Input Operations 

An Input operation is performed in order to obtain 
data from some external device and to bring it into the 
CPU, where it can be processed. It is performed via the 
following steps: 

1) The CPU sends an I/O Address, which specifies 
which device is to be used for the Input operation, 
to the Input/Output modules on the Memory 
Address bus. 

2) The Input/Output module responds by sending the 
data which is present on the selected Input port 
back to the CPU on the Data Input bus. 

An Input operation can also be performed manually 
by giving the Front Panel control over the Memory Address 
bus. It then sends a manually entered I/O Address and an 
I/O read command to the Input/Output module. 



Output Operations 

An Output operation is performed in order to send 
data from the CPU to an external device. It is performed via 
the following steps: 

1) The CPU sends an I/O address, which specifies the 
device to be used for the Output operation, to the 
Input/Output and Output modules on the Memory 
Address bus. At the same time, the CPU sends the 
data which is to be output to the Input/Output 
modules on the Output Data bus. 

2) The CPU sends an I/O write command to the 
modules. 

3) The Input/Output module latches the data and 
sends the data which the CPU has supplied to the 
selected output device. 

An Output operation may also be manually executed 
by giving control of the Memory Address/Data Output bus 
to the Front Panel. The Front Panel sends a manually 
entered I/O Address and manually entered data to the 
Input/ Output and Output modules. 



Teletype Operations 

Teletype operations are performed in exactly the same 
fashion as normal, non-teletype Input and Output 
operations, with the exception that the external device used 
in the case of Teletype operations is an integral Teletype 
communications circuit (UART) in the Input/Output 
module. Teletype data enters the Input/Output module via 
input ports 0 and 1; data being sent to the Teletype 
proceeds through output ports 0 and 1 on the I/O module. 
Chapter 3 explains how to install the Teletype ASR33. 



INTERRUPT OPERATIONS 

An Interrupt operation is performed when an external 
device which requires servicing sends an Interrupt signal to 
the CPU. This causes the CPU to interrupt its normal 
operating sequence, perform the operations required by the 
external device, and then return to the point at which it 
was interrupted and resume normal operations. An 
Interrupt operation is performed in the following steps: 

1) The external device sends an Interrupt signal to the 
CPU. The CPU stops its normal operation and 
acknowledges the interrupt request. 

2) The external device sends an Interrupt Instruction 
to the CPU. 

3) The CPU executes the Interrupt Instruction exactly 
as if it were a normal instruction. 

Usually, the Interrupt Instruction will be a RESTART 
instruction. A RESTART instruction causes the CPU to 
branch to a certain location in memory, where an interrupt 
service routine can be stored. 

An Interrupt operation can be performed manually 
from the Control Console. In order to accomplish this, the 
Interrupt Instruction is manually entered into the Front 
Panel. When an Interrupt switch is depressed, the Front 
Panel will generate an Interrupt signal, and will send the 
manually entered Interrupt Instruction to the CPU. 

In the basic system, only the Control Console initiates 
interrupts. The ability to interrupt may be extended, 
however, to the user's peripheral devices, in order to 
simplify system programming and to increase system 
throughput. Some modifications to the system, however, 
are necessary. 



PROM PROGRAMMING OPERATIONS 

The INTELLEC 8/MOD 80 has been designed to offer 
an easy means of programming INTEL 8702A Program- 
mable Read-Only memory chips. This is done with the 
use of the PROM Programming module, and is accomplished 
by performing three successive Output operations: 

1) Send the address within the PROM which is to be 
programmed 

2) Send the data which is to be written into the 
selected address 

3) Send a control word which is used by the PROM 
Programmer module to initiate programming 

The PROM Programmer is used as the external device 
for each of these Output operations. When it receives the 
control word, it causes the data specified to be written into 
the PROM address selected. 
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The imm8-33 Central Processor Module is designed 
specifically to serve as the central processing unit (CPU) of 
the INTELLEC® 8/MOD 80 Microcomputer Development 
System. Its general purpose architecture permits the CPU 
module to perform similar functions in any eight-bit 
computer system. Thus the imm8-33, like the other 
INTELLEC® modules, can be furnished independently on 
an OEM basis. All inputs and outputs are TTL-compatible f 
to simplify the external interface. 

The basic capabilities of the module are obtained 
through the use of Intel's 8080 microprocessor. This 
processor contains an eight-bit accumulator, six eight-bit 
index registers, and an eight-bit parallel arithmetic and logic 
unit (ALU). Sixteen latched address lines enable the 8080 
to address 65,536 bytes of external memory. As many as 
256 eight-bit input ports and 256 eight-bit output ports 
may also be addressed directly. A sixteen-bit program 
counter and a sixteen-bit stack pointer permit flexible 
handling of subroutines. Logic for the processing of holds 
and interrupts is built into the CPU. 

The 8080's internal control logic recognizes and 
executes 78 different instructions. These are encoded 
numerically, in a binary format consisting of one, two, or 
three eight-bit bytes. Instruction categories include: 

(a) register-register transfers 

(b) register-memory transfers 

(c) arithmetic operations, including add and sub- 
tract, with and without carry or borrow 

(d) Boolean logic operations, including AND, OR, 
XOR 

(e) decimal arithmetic 

(f) input/output (I/O) 

(g) stack control 

(h) interrupt control 

(i) register operate 
(j) branch control 



Five internal status flags enable conditional jumps, 
calls and returns, based on carry (overflow-underflow), sign, 
zero, parity, and auxiliary carry. 

The Central Processor Module contains a crystal- 
controlled oscillator and clock generator. These provide a 
stable timing reference for all circuitry on the board. The 
use of a 2 MHz clock permits a basic machine cycle of two 
microseconds, for those instructions that do not reference 
memory during their execution. 

Memory interface and control logic are included on 
the board. The imm8-83 contains a fully buffered 
sixteen-line address bus, which communicates with the 
memory's decoding logic. An eight-line data input bus and a 
buffered eight-line output bus provide for the actual data 
transfers. Logic on the board monitors the status signals 
from the 8080 CPU, and generates a READ/WRITE (R/W) 
command for the control of external memory. 

I/O interface and control are also built into the 
Central Processor Module. I/O peripherals share eight of the 
module's sixteen address lines with memory, permitting the 
processor to identify one of 256 input or 256 output 
devices during execution of an I/O instruction. A separate 
eight-line input bus provides communication with the input 
peripherals, while output devices share the module's 
eight-line data output bus with memory. Control signals 
generated on the module are available at the edge connector 
pins, to identify and synchronize input and output 
operations. 

A latched eight-bit output port is included on the 
imm8-83. It is program addressable (FF 16 ), and is intended 
primarily for convenience in console de-bugging. 

The imm8-83 is equipped with an asynchronous 
INTERRUPT REQUEST line and with an eight-bit 
interrupt port, enabling it to process external interrupts. A 
peripheral device may request service by placing an 
appropriate binary code on the interrupt port's lines and 
simultaneously activating the INTERRUPT REQUEST line. 
By doing so, the interrupting device causes the processor to 
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execute the instruction whose code appears at the port. 
Any of the single byte instructions in the processor's 
repertoire may be used during an interrupt. The restart 
(RST) instruction, a one-byte call, is particularly useful for 
interruptive processing. A restart causes the processor to 
jump to one of eight dedicated memory locations, where 
service routines may be stored. Return to the interrupted 
program is accomplished by an ordinary subroutine return 
(RET), or by one of the conditional return instructions. 

The Central Processor Module is also equipped with a 
HOLD REQUEST line, which enables external devices to 
conduct direct memory access (DMA) transfers. During an 
acknowledged HOLD REQUEST, the processor suspends its 
normal activity. The module's address bus and control lines 
(R/W, I/O IN, and I/O OUT) are disabled, relinquishing 
control to the active peripheral. The memory input data 
bus is multiplexed on to the output data bus to facilitate 
write or output operations. This allows the external device 
to command the busses and to effect memory transfers 
directly. 

A RESET input permits restarting the program from 
memory location zero. Any INTERRUPT or HOLD in 
progress will automatically be terminated by the RESET. 
The program counter is returned to "zero". The 
accumulator, status flags, and index registers are not 
cleared. The HL and DE registers may be exchanged. 

As a stand-alone CPU, the imm8-83 is almost entirely 
self contained. It requires only DC power, at levels of: 

+1 2+ 5%VDC @ 0.06 Amperes 
+5±5%VDC @" 1.5 Amperes 
-9±5%VDC @ 0.1 Amperes 

All circuitry is mounted on a 6.18" x 8.00" printed 
circuit board, and signal and power connections enter the 
module through a dual 50-pin double-sided PC edge 
connector (0.125" centers). No special installation will be 
necessary. 

The imm8-83 may also be used as a plug-in substitute 
for the imm8-82, to update existing INTELLEC® 8/MOD 
80 systems. Installation of the Central Processor Module is 
straightforward, and the CPU module itself requires no 
changes. Minor modifications are necessary, however, in the 
case of other modules. 

Although the imm8-83's edge connector pins 
correspond nominally to those of the imm8-82, it has not 
been possible to maintain a strict and complete logical 
overlap in the address and control lines. The imm8-60 I/O 
Module, the imm'8-62 Output Module, and the Front Panel 
Controller will therefore have to be modified slightly. 

Intel provides a kit so simplify the conversion of ex- 
isting INTELLEC 8 systems. This contains the imm8-83 
module, an imm8-61 module, a new front panel controller, 
and all MOD 80 software. It reduces the conversion to a 
simple plug-in swap. Those who elect to modify the 
modules they presently have will find the instructions for 



doing so in the sections of this book that pertain to those 
modules. 

The following subsections furnish a complete descrip- 
tion of the imm8-83 Central Processor Module. The first 
describes a generalized processing system, at a fairly elemen- 
tary level, to provide background information for those who 
are relatively unfamiliar with processors and with the 
language used to describe them. Users who feel competent 
to discuss processors at an advanced level should skip this 
introductory section. The second section describes the 
functional organization of the processor module. Detailed 
information on the 8080 CPU is given in the third section. 
In the fourth section we show how the peripheral logic 
supports the functions that the 8080 performs. Finally, in 
the fifth section, we give reference information which will 
be of value to those planning to use the module outside the 
INTELLEC 8/MOD 80 system. 



THE FUNCTION OF A CPU 

This section is intended for those who are unfamiliar 
with basic computer concepts. It provides background 
information and definitions which may be useful in later 
sections of this chapter. Those already familiar with 
computers may skip this material, at their option. It is 
organized to permit quick reference. 

The Computer System 

The INTELLEC® 8 is a modular computer system. 
This means that the processing functions, the memory 
functions, and the input/output functions are built into 
separate plug-in cards which are then combined to form a 
system. Because the functions of each of the modules are 
fairly well-defined, individual plug-ins enjoy a certain degree 
of independence. They are advertised as having stand-alone 
capability, meaning that they are generally capable of 
performing their functions in any system similar to the 
INTELLEC® 8. The modular organization of this reference 
manual intentionally reflects the modularity of the system 
it describes. 

You must keep in mind, however, that modularity 
confers a very limited degree of independence. None of 
these modules can do anything useful outside a system. As 
a result, the discussion of any individual module must refer 
continually to the activities of other modules in the same 
system. It is therefore very important to know something 
about the functions that each component in a system must 
perform, before discussing the processor module in detail. 

A digital computer consists of: 

(a) A central processsing unit (CPU) 

(b) A memory 

(c) Input and output provisions (I/O) 
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This applies, in essence, to all such computers. It 
applies to the INTELLEC 8. 

Memory and I/O are relatively simple functions and 
are fairly easy to rationalize. The memory serves primarily 
as a place to store instructions the coded pieces of data that 
direct the activities of the CPU. A group of logically related 
instructions stored in memory is referred to as a program. 
The CPU extracts these instructions singly, in a logically 
determinate sequence, and uses them to initiate processing 
actions. If the program structure is coherent and logical, 
processing produces intelligible and useful results. 

Processing is a complex activity, and one which 
requires a lot of explanation. For now, we shall have to be 
content with an intuitive understanding of what is meant 
by the term. Assume for the moment that the machine 
somehow manipulates data arithmetically to produce the 
desired result. We shall describe the process later, in detail. 

Program instructions are a form of input. The 
computer can generate an output entirely on the basis of 
instructions and data stored in its memory by the 
programmer. In most cases, however, it is desirable to have 
input provisions which augment the program as a source of 
data. This is not difficult to understand. One of the most 
useful features of the computer is its speed, its ability to 
react quickly to changes in its data environment or to 
process large volumes of data. In one case, the machine 
must have access to information much more rapidly than a 
human operator can supply it. In the other, it requires 
access to a data bank which can easily exceed its memory 
capacity. Both problems can be solved partially by 
providing the machine with one or more input ports. The 
machine can address these ports and read the data 
contained there, in a manner very similar to that used to 
read from its memory. The addition of input ports enables 
the computer to receive information from external 
machinery, at high rates of speed and in large volumes. 

Central processing units operate so rapidly that their 
responses often seem instanteneous to human operators, 
but processing usually requires several stages. Many 
individual instructions can intervene between the input of 
data and the output of results. Consider the simple addition 
of two numbers presented to two different input ports. The 
machine must read the number at one port first. It stores 
the value obtained in a temporary location, while it reads 
the number at the second port. Then the number in 
temporary storage is added to the first, to obtain the 
desired result. More complex functions than this can 
generate many stages of intermediate results, all requiring 
temporary storage at some time during the execution of the 
program. Thus a secondary function of the memory 
becomes apparent, the storage of intermediate data. In the 
course of a processing task, the CPU may store data 
temporarily in some memory location from which it can 
later be retrieved. The processor will generally write into a 
portion of the memory not occupied by program 
instructions, although the machine can "program itself" 



under certain exceptional circumstances. Reading and 
writing in memory are accomplished by means of program 
instructions known as memory referencing instructions, so 
called because they specify or imply a memory address as 
an integral part of the instruction. Memory referencing 
operations will be explained more fully when we describe 
the CPU itself. 

One or more output ports permit the computer to 
communicate the results of its processing to the outside 
world. The output may go to a display, for use by human 
operators, or it may go directly to other machines whose 
responses are controlled by the processor. The output ports 
are necessary in either event, if the processor is to perform 
any useful function. Output ports are addressable, in much 
the same manner as inputs. The input and output ports 
together permit the processor to interact with the outside 
world. 

The central processor unifies the system. It controls 
the functions performed by the other components. The 
CPU must be able to fetch instructions from memory and 
execute them, and it must be able to reference memory and 
I/O ports as necessary in the execution of instructions. It 
must also be able to recognize and respond to external 
control signals, including INTERRUPT, HOLD, and WAIT 
requests. These apparently straightforward requirements 
imply a certain complexity in the way that the CPU 
operates. Some of the features that enable a processor to 
perform these functions are described below. 

The Architecture of a CPU 
TIMING 

The activities of the central processor are cyclical. The 
processor fetches an instruction, performs the operations 
required, fetches the next instruction, performs the 
operations required, fetches the next instruction, and son 
on. An orderly sequence of events like this requires timing, 
and the CPU therefore contains a clock oscillator which 
furnishes the refernce for all processor actions. The 
combined fetch and execution of a single instruction is 
referred to as an instruction cycle. The portion of a cycle 
identified with a clearly defined activity is called a state. 
And the interval between pulses of the timing oscillator is 
referred to as the clock period. As a general rule, one or 
more clock periods are necessary to the completion of a 
state, and there are several states in an instruction cycle. 

PROGRAM COUNTER 

The instructions that make up a program are stored in 
the system's memory. The central processor examines the 
contents of the memory, in order to determine what action 
is appropriate. This means that the processor must know 
which location contains the next instruction. 

Each of the locations in memory is numbered, to 
distinguish it from all other locations in memory. The 
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number which identifies a memory location is called its 
address 

The processor maintains a counter which contains the 
address of the next program instruction. This register is 
called the program counter. The processor updates the 
program counter by adding "1" to the counter each time it 
fetches an instruction, so that the program counter is 
always current. 

The programmer therefore stores his instructions in 
numerically adjacent addresses, so that the lower addresses 
contain the first instructions to be executed and the higher 
addresses contain later instructions. The only time the 
programmer may violate this sequential rule is when the last 
instruction in one block of memroy is a jump instruction to 
another block of memory. 

A jump instruction contains implicitly the address of 
the instruction which is supposed to follow it. Since that is 
the case, the next instruction may be stored in any memory 
location, as long as the programmed jump specifies the 
correct address. During the execution of a jump instruction, 
the processor replaces the contents of its program counter 
with the address embodied in the jump. Thus, the logical 
continuity of the program is maintained. 

Program jumps are a convenience for programmers, 
and the description of their use can become complicated. 
However, a basic use of the jump can be illustrated here: 
that where the programmer must interleave program steps 
with data upon which the processor is directed to operate: 
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Figure 2-1. Program Jump. 

If the jump at location M + 2 were omitted, the 
processor would continue to operate on the assumption 
that the program structure was sequential. It would attempt 
to fetch and execute the data in location M + 3 and M + 4 
as though those locations contained instructions. The 
program would most probably produce results quite 
contrary to those that the programmer expected. 

THE STACK 

A special kind of program jump occurs when the 
stored program "calls" a subroutine. In this kind of jump, 
the processor is logically required to "remember" the 
contents of the program counter at the time that the jump 



occurs. This enables the processor later to resume execution 
of the main program, when it is finished with the last 
instruction of the subroutine. 

A subroutine is a program within a program. Usually it 
is a general-purpose set of instructions that must be 
executed repeatedly in the course of a main program. 
Routines ehich calculate the square, the sine, or the 
logarithm of a program variable are good examples of the 
functions often written as subroutines. Other examples 
might be programs designed for inputting or outputting 
data to a particular peripheral device. 

To understand the value of subroutines, consider the 
case where it is necessary to output five characters to a line 
printer, in the course of a 200 step segment of the main 
program. Suppose that the program which outputs the 
character is the same, regardless of the actual idetity of the 
character; in other words that it is possible to write a 
generalized program which can output any character that 
the main program supplies. And assume further that 20 
steps are required for such an operation. We then have two 
possible ways of coding this problem. 

One possibility is to write the 20 output steps into the 
main program, each time we desire to output a character. 
The total length of the program will be 200 plus 5x20, or 
300 steps in all. The other possibility is to write the 20 step 
output program as a subroutine, and cause the main 
program to jump to the address of the subroutine (call the 
subroutine) whenever it is necessary to output a character. 
In this case, the 20 step program need be stored only once. 
The total number of instructions in memory will be 
200+20, or 220. 

Observe that the subroutine in this example will still 
be executed five times. The processor will still have to 
perform 300 operations, regardless of how we choose to 
code this problem. The subroutine structure, however, is 
preferred. For one thing, it conserves the programmer's 
time, since he need only code the output routine once. For 
another, it conserves memory space, for the actual output 
instructions occupy only 20 memory locations, rather than 
100. These are significant advantages. 

The processor has a special way of handling 
subroutines, in order to ensure an orderly return to the 
main program. When the processor receives a call 
instruction, it increments the program counter and stores 
the counter's contents in a reserved memory area known as 
the stack. The stack thus saves the address of the 
instruction to be executed after the subroutine is 
completed. Then the processor stores the address specified 
in the call in its program counter. The next instruction 
fetched will therefore be the first step of the subroutine. 

The last instruction in any subroutine is a return. Such 
an instruction need specify no address. When the processor 
fetches a return instruction, it simply replaces the current 
contents of the program counter with the address on the 
top of the stack. This causes the processor to resume 
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execution of the calling program at the point immediately 
following the original call. 

Subroutine^ are often nested; that is, one subroutine 
will sometimes call a second subroutine. The second may 
call a third, and so on. This is perfectly acceptable, as long 
as the processor has enough capacity to store the necessary 
return addresses, and the logical provision for doing so. In 
other words, the maximum depth of nesting is determined 
by the depth of the stack itself. If the stack has space for 
storing three return addresses, then three levels of 
subroutines may be accommodated. 

Processors have different ways of maintaining stacks. 
Some have facilities for the storage of return addresses built 
into the processor itself. Other processors use a reserved 
area of memory as the stack and simply maintain a pointer 
register which contains the address of the most recent stack 
entry. The integral stack is usually more efficient, since 
fewer steps are involved in the execution of a call or a 
return. The external stack, on the other hand, allows 
virturally unlimited subroutine nesting. It also permits 
saving the contents of the other CPU registers, and so 
provides for greater flexibility in the handling of 
subroutines. 

INSTRUCTION REGISTER AND DECODER 

Every computer has a word length that is charac- 
teristic of that machine. In most eight-bit systems, it is 
most efficient to deal with eight-bit binary fields, and the 
memory associated with such a processor is therefore 
organized to store eight bits in each addressable memory 
location. Data and instructions are stored in memory as 
eight-bit binary numbers, or as numbers that are integral 
multiples of eight bits: 16 bits, 24 bits, and so on. 

This characteristic eight bit field is sometimes referred 
to as a byte. 

Each operation that the processor can perform is 
identified by a unique binary number known as an 
instruction code. An eight-bit word used as an instruction 
code can distinguish among 256 alternative actions, more 
than adequate for most processors. 

The processor fetches an instruction in two distinct 
operations. In the first, it transmits the address in its 
program counter to the memory. In the second, the 
memory returns the addressed byte to the processor. The 
CPU stores this instruction byte in a register known as the 
instruction register, and uses it to direct activities during 
the remainder of the instruction cycle. 

The mechanism by which the processor translates an 
instruction code into specific processing actions requires 
more elaboration than we can here afford. The concept, 
however, will be intuitively clear to any experienced logic 
designer. The eight bits stored in the instruction register can 
be decoded and used to activate selectively one of a number 
of output lines, in this case up to 256 lines. Each line 
represents a set of activities associated with execution of a 



particular instruction code. The enabled line can be 
combined coincidentally with selected timing pulses, to 
develop electrically sequential signals that can then be used 
to initiate specifc actions. This translation of code into 
action is performed by the instruction decoder and by the 
associated control circuitry. 

MULTIPLE WORD INSTRUCTIONS 

As we have just seen, an eight-bit field is more than 
sufficient, in most cases, to specify a particular processing 
action. There are times, however, when execution of the 
instruction code requires more information than eight bits 
can convey. 

One example of this is when the instruction references 
a memory location. The basic eight-bit instruction code 
identifies the operation to be performed, but cannot 
specify the object address as well. In a case like this, a two 
or three word instruction must be used. Successive 
instruction bytes are stored in sequentially adjacent 
memory locations, and the processor performs two or three 
fetches in succession to obtain the full instruction. The first 
byte retrieved from memory is placed in the processor's 
instruction register, and subsequent bytes are placed in 
temporary storage, as appropriate. When the entire 
instruction has been fetched, the processor can proceed to 
the execution phase. 

MEMORY SYNCHRONIZATION 

As previously stated, the activities of the processor are 
referred to a master clock oscillator. The clock period 
determines the timing of all processing activity. 

The speed of the processing cycle, however, is limited 
by the memory's access time. Once the processor has sent a 
fetch address to memory, it cannot proceed until the 
memory has had time to respond. Many memories are 
capable of responding much faster than the processing cycle 
requires. A few, however, cannot supply the addressed byte 
within the minmum time established by the processor's 
clock. 

Therefore, many processors contain a synchronization 
provision, which permits the memory to request a wait 
phase. When the memory receives a fetch address, it places 
a low level on the processor's READY line, causing the CPU 
to idle temporarily. After the memory has had time to 
respond, it frees the processor's READY line, and the 
instruction cycle proceeds. 

ARITHMETIC LOGIC UNIT 

All processors contain an arithmetic/logic unit, which 
is often referred to simply as the ALU. By way of analogy, 
the ALU may be thought of as a sophisticated adding 
machine with its keys commanded automatically by the 
control signals developed in the instruction decoder. This is 
essentially how the first store-program digital computer was 
conceived. 
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The ALU naturally bears little resemblance to a 
desk-top adder. The major difference is that the ALU 
calculates by creating an electrical analogy, rather than by 
mechanical analogy. Another important difference is that 
the ALU uses binary techniques, rather than decimal 
methods, for representing and manipulating numbers. In 
principle, however, it is convenient to think of the ALU as 
an electronically controlled calculator. 

The fundamental operational unit in the ALU is the 
accumulator. This is the basic register in which binary 
quantities are represented symbolically. Different machines 
use slightly different approaches, but in general the 
accumulator is both a source and a destination register. A 
typical instruction will direct the ALU to add the contents 
of some other register to the contents of the accumulator, 
and to store the result in the accumulator itself. 

The ALU must contain an adder, which is capable of 
combining the contents of two registers in accordance with 
the logic of binary arithmetic. The provision permits the 
processor to perform arithmetic manipulations on the data 
it obtains from memory and from its other inputs. 

The adder is a minimum provision, but a compre- 
hensive one as well. Using only the basic adder, a capable 
programmer can write routines which will subtract, 
multiply and divide, giving the machine complete 
arithmetic capabilities. In practice, however, most ALUs 
provide other built-in functions, including hardware 
subtraction, Boolean logic operations, and shift capabilities. 

The ALU contains flag bits which indicate certain 
conditions that arise in the course of arithmetic 
manipulations. Flags typically include carry, zero, sign, and 
parity. It is possible to program jumps which are 
conditionally dependent on the status of one or more of 
thse flags. Thus, for example, the program may be designed 
to jump to a special routine, if the carry bit is set following 
an addition instruction. The example is appropriate, since 
the presence of a carry generally indicates an overflow in 
the accumulator, and sometimes calls for special processing 
actions. 

We have touched here very briefly on some of the 
features of an ALU, in an attempt to explain their 
provisions. However, most of the ALU's operations are 
really outside the province of the logic designer. He never 
sees their results directly, ft is the programmer who is 
chiefly concerned with the capabilities of the ALU, since 
they affect directly his ability to construct programs that 
produce the desired results. Readers who require a more 
detailed explanation of the arithmetic logic unit are 
referred to a good programming text, such as the 
8080 Assembly Language Programmer's Manual. 

INTERRUPTS 

Interrupt provisions are included on many central 
processors, as a method of improving the processor's 
efficiency. To understand the mechanism of an interrupt, 
consider the hypothetical situation where two separate 



processors are working simultaneously on two separate 
jobs. One processor is working steadily at a low priority 
job. The other is working at infrequent intervals on a high 
priority assignment. The processor assigned to the high 
priority task is chronically underemployed, and we may 
readily improve the efficiency of this configuration, as 
follows. 

We use a single processor, but one which is equipped 
to sense an external request for service; in other words, to 
recognize and interrupt. We set this processor to work on 
the low priority job, with the provision that it jump to a 
routine designed to service the high priority channel 
whenever it receives an interrupt. The processor resumes 
the low priority task when it is finished handling the 
interrupt. Note that this is, in principle, quite similar to a 
subroutine call, except that the jump is initiated externally 
rather than by the program. 

This is quite acceptable, if the low priority task does 
not consume 100% of the processor's time; that is, if the 
processor is not required to run at top speed continuously 
in order to meet the requirements of that job. In most cases 
this is not a problem, since real-time systems are generally 
designed with a considerable safety margin in mind. The 
average load on a properly designed system is well below its 
peak capacity, to allow for statistically infrequent bursts of 
activity, and to allow for some inevitable down time. 

The interrupt feature in this simple example permits 
us to increase processing efficieny up to 100%. More 
complex interrupt structures are possible, in which several 
interrupting devices share the same processor but have 
different priority levels. Interruptive processing is an 
important feature, that enables us to maximize the 
utilization of a processor's inherent capacity. 

HOLD 

Another important feature that improves the through- 
put of a processor is the hold. The hold provision enables 
direct memory access operation (DMA). 

In ordinary input and output operations, the processor 
itself supervises the entire transfer. Information to be 
placed in memory is transferred from the input to the 
processor, and the from the processor to the designated 
memory location. In similar fashion, information that goes 
from memory to output goes by way of the processor. 

Some peripheral devices, hoever, are capable of 
transferring information to and from memory much faster 
than the processor itself can accomplish the transfer. If any 
appreciable quantity of data must be transferred to or from 
such a device, then system throughput can be increased 
substantially by having the device accomplish the transfer 
directly. The processor must temporatily suspend its 
operation during such a transfer, to prevent conflicts that 
would arise if processor and peripheral attempted to access 
memory simultaneously. It is for this reason that a hold 
provision is included on some processors. By placing a hold 
request, the peripheral with data to transfer can cause the 
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processor to pause until the DMA is complete. A theoretical 
improvement in I/O efficiency of up to 100% may be 
gained by the judicious use of DMA. 

FUNCTIONAL ORGANIZATION OF THE 
CENTRAL PROCESSOR MODULE 

The Intel 8080 Eight-Bit Parallel Central Processor 
Unit is the major functional element on the imm8-83 
Central Processor Module. All the other logic on the 
module supports the functions which the 8080 CPU 
performs. This leads to a natural and convenient 
distinction, between the "processor" and its "peripheral 
logic." 

There are a number of reasons for relegating certain 
functions to support logic, rather than incorporating them 
into the processor chip itself. The buffering of address and 
data lines, for example, is a high power function, and high 
power functions are fundamentally incompatible with small 
package sizes. Large, hot-running components not only 
increase the size of the package, they increase its 
susceptibility to failure. The 8080 is basically a miniature 
divice, and for this reason, the buffering functions are 
referred to external circuitry. 

Much the same argument applies to multiplexing 
functions. These too would logicalfy necessitate enlarge- 
ment of the package, to enable the device to dissipate the 
additional power. Moreover, functions of this kind imply an 
expanded number of input and output pins, and this also is 
inconsistent with small package size. External logic is 
therefore required for multiplexing. 

Still other functions are not amenable to integration. 
The clock reference oscillator is a prime example. It is not 
yet possible to fabricate a stable frequency reference using 
monolithic techniques, so that the clock function too must 
be provided by peripheral logic. 

And finally, some functions are too specialized to be 
included on the chip directly. One example is the 
programmed display port (output port FF 16 ) which is built 
into the imm8-83. 

Another would be signal functions such as I/O OUT 
on the imm8-83, which are dictated by the particular 
application rather than by the processing function. Signals 
of this kind are derived by logical conditioning of the 
8080's basic outputs. Though the number of functions is 
often modest, incorporating them into a general-purpose 
device such as the 8080 would tend to limit the range of 
applications which the CPU could serve. Such functions are 
therefore omitted from the chip and are left to the 
discretion of individual designers to provide. 

A number of considerations thus prevent us from 
realizing a true "computer on a chip," even though the vast 
majority of the complex functions performed by a classical 
"computer" are in fact incorporated into the 8080. 
Memory, input/output, and control functions such as those 
described above are omitted for practical reasons; in spite 



of the fact that their inclusion is technically feasible. The 
omission works to the advantage of the systems designer, 
who is thereby freed to specify the speed and capacity of 
his memory, the number of input and output ports in his 
system, and the number and nature of control functions to 
be performed by his central processor unit. 

The consequence is, however, that the central 
processor function is essentially a modular activity, rather 
than a true chip function; that the bulk of central 
processing activity can be delegated to an all-purpose chip, 
but that peripheral logic will almost always be required to 
round out the chip's capabilities. This is the case in the 
INTELLEC 8/MOD 80 system. 

The imm8-83 therefore consists of the 8080 CPU and 
the logic that supports the functions of the processor. 

In addition to the 8080 CPU, the module contains the 

following functional blocks: 



(a) 


timing generator 


(b) 


address buffer 


(c) 


data buffer 


(d) 


input multiplexer 


(e) 


status latches 


(f) 


command logic 


(g) 


wait logic 


(h) 


hold logic 


(i) 


interrupt logic 


(j) 


reset generator 


(k) 


output port 



The functional relationship between these blocks is 
shown in Figure 2-2. 

The 8080 CPU exercises complete control over the 
rest of the logic on the module, according to the 
instructions it receives from memory. 

The timing generator consists of a clock oscillator, a 
counter section, level shifting circuitry, and gating logic. 
The crystal-controlled oscillator delivers a symmetircal 32 
MHz signal to the input of the counter section, which in 
turn uses this input to derive two non-overlapping 2 MHz 
clock phases, designated 0<j and 0 2 - These are applied to 
the level shifter and used to drive the 8080 CPU. Logic 
circuitry within the CPU generates a SYNC pulse each time 
the processor begins a sub-cycle. From the 0 1# 0 2 ' ar| d 
SYNC outputs, the gating logic develops CLKA, CLKB, and 
SYNCA signals. Signals produced in the timing section then 
govern all the other activities of the Central Processor 
Module. 

The address buffer receives its low power input from 
the 8080's sixteen-line address bus. A sixteen-line high 
power output is forwarded to the memory and to the I/O 
peripherals. Note that latching and timing are controlled 
internally by the CPU, and that the buffer's output merely 
follows the processor's address lines. Data on the address 
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bus specifies the destination of data concurrently on the 
module's main data bus. Either a memory location or an I/O 
peripheral may be specified. The address buffer also 
receives a HOLD ACK signal from the hold logic section, 
whenever the module acknowledges an outside HOLD 
REQUEST. During the time that a hold is in prograss, the 
address buffer's output is disabled. Disabling the buffer's 
output enables the requested peripheral to command the 
address bus directly during the DMA transfers. 

The function of the data buffer is similar to that of the 
address buffer. This section receives an eight-line low power 
input from the 8080's main data bus, and forwards a high 
power eight-line output to memory and to the output 
peripherals. All data transferred out of the processor goes 
by way of this output bus. 

Note however, that somewhat different provisions are 
made for disabling the data buffer during hold operations. 



Refer to Figure 2-2. Unlike the address buffer, the data 
buffer receives an explicit enabling signal (DB OUT) from 
the hold logic section. As shown in the diagram, the 
peripheral requesting a hold can override the hold logic by 
commanding the DB OUT line directly. This becomes 
necessary in those cases where the requesting peripheral has 
to communicate with memory via the imm8-83's main data 
bus. The data buffer must be enabled during the time that 
data is being transferred from memory to the requesting 
device, but disabled during the time that data is being 
transferred from the requested device to memory. Control 
of DB OUT is accorded the peripheral requesting a hold, to 
provide for bilateral data transfers. 

The input multiplexer is a three-way switch which 
selects and forwards one of three eight-line input channels 
to the processor. Input signals from the processor, the 
status latches, and the command logic enable the 
multiplexer to select data from memory, data from the 
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input peripherals, or data from the interrupt bus for input 
to the processor. 

The 8080's instruction cycle is composed of one or 
more machine cycles. The number and kind of macnine 
cycles in a given instruction cycle depends upon the 
instruction that the processor happens to have fetched from 
memory. There are nine possible kinds of machine cycles: 



(a) 


FETCH 


(b) 


MEMORY READ 


(c) 


MEMORY WRITE 


(d) 


STACK READ 


(e) 


STACK WRITE 


(f) 


INPUT 


(g) 


OUTPUT 


(h) 


INTERRUPT 


(i) 


HALT 



A description of machine cycles is deferred until 
Section 3.3, where we discuss the 8080 CPU. Without 
getting tpo involved in a description of the processor's 
activities, however, we may observe that each machine 
cycle calls for a slightly different response on the part of 
the peripheral logic. To aid in developing the proper control 
functions, the CPU outputs status information at the 
beginning of every machine cycle. Status latches are 
provided to capture this data, for use by the command 
logic. 

The status latch section receives an eight-line data 
input from the module's data buffer and a CLKA strobing 
pulse from the timing generator. These inputs enable the 
latches to record the eight status information bits that are 
published on the processor's main data bus at the beginning 
of every machine cycle. Status information helps 
coordinate the activities of peripheral logic, so that its 
responses are appropriately keyed to the internal activities 
of the processor. 

The command logic obtains it principal inputs from 
the status latches and from the 8080 CPU. Other inputs to 
this section are the HOLD ACK from the hold logic section 
and the IN JAM ENBL from the INTELLEC 8's Front 
Panel Controller. Using these, the command logic generates 
a WRITE command for the control of external memory, as 
well as I/O IN and I/O O UT signals for the contro l of I/O 
peripherals. I/O CYCLE and MEM WRITE CYCLE outputs 
are available to the INTELLEC 8's console status display. 
These, together wrth th e FETCH CYCLE and the 
MEMORY READ CYCLE outputs from the status latches, 
enable the console logic to identify the machine cycle in 
progress. 

Wait logic montors the WAIT REQUEST line from the 
system memory. If the memory is slow to respond to the 
processor's read or write commands, the wait logic causes 
the processor to idle unitl the memory can complete the 
transaction. A WAIT signal is available to external circuitry 



during the time that the processor is idling, and serves to 
acknowledge the WAIT REQUEST. A WAIT REQUEST 
may be of indefinite length, but the generated WAIT 
interval is always an integral multiple of the processor's 
clock period. 

Neither the imm6-28 RAM Memory Module nor the 
imm6-26 PROM Memory Module used with the INTELLEC 
8/MOD 80 can respond fast enough to avoid placing the 
8080 CPU in a WAIT state. The RAM Memory Module and 
the PROM Memory Module have typical access times of 
700 nanoseconds and 1200 nanoseconds respectively. The 
RAM module therefore requires at least one full wait 
interval during every memory reference. The PROM module 
requires two. Circuitry in the wait logic section uses the 
CPU module's 0i and SYNC timing signals, in conjunction 
with external RAM MOD ENBL and PROM MOD ENBL 
signal, to generate an automatic WAIT REQUEST of the 
desired duration whenever one of these modules is selected. 
The imm8-83 is designed to respond to a PROM MOD 
ENBL with an override of the delay introduced for the 
imm6-28 and 6-26 boards. PROM MOD ENBL may 
therefore be used to enable memories capable of responding 
to the 8080 without delay.' 

The hold logic receives a HOLD REQUEST signal from 
one or more peripheral devices. It also receives 0! and 0 2 
timing signals from the module's timing generator. When a 
HOLD REQUEST coincides with the rising edge of the 0! 
clock pulse, the hold logic forwards a HOLD to the CPU 
itself. Logic within the 8080 determines when the 
re-clocked hold request will be acknowledge, to ensure that 
any processing functions in progress are not disrupted. The 
processor will acknowledge the HOLD within five clock 
periods (2.5 microseconds), by sending a HLDA signal to 
the hold logic section. After a brief delay provided by 0 2 , 
the hold logic responds by: 

(a) floating the module's address bus 

(b) floating the 8080's data bus 

(c) floating the WRITE output line to memory 

(d) floating the I/O IN output line 

(e) floating the I/O OUT output line 

This action prevents the processor from exerting any 
influence on memory, via the data busses or by means of 
control signals. The peripheral originating the HOLD 
REQUEST is therefore free to command the memory, until 
such time as the HOLD REQUEST is retracted. 

The interrupt logic monitors the INTERRUPT 
REQUEST and the HALT INTERRUPT REQU EST lines 
from external devices. This section also receives INT ACK 
and HALT ACK signals from the status latch section. The 
interrupt logic uses these inputs to develop an interrupt 
signal which is forwarded to the processor's INTERRUPT 
input. R equests originating at the INTER RUPT REQUEST 
and the HALT INTERRUPT REQUEST inputs have much 
the same effect. The only significant difference between the 
two inputs is that the processor responds to a HALT 
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INTERRUPT REQUEST only when it is stopped. Under 
those circumstances, an interrupt is required to restart the 
machine. 

The 8080 CPU provides an interrupt enabling signal 
(INTE) to the interrupt logic, indicating when the 
processor's INTERRUPT input has been disabled by the 
program in progress. Instructions in the CPU's repertoire 
permit the explicit enabling and disabling of this input. 
From the INTE signal, the interrupt logic develops an INT 
DISABLE signal which flags the processor's status to 
peripheral devices. No interrupt requests are recognized 
unless the program expressly enables the processor's 
INTERRUPT line. A processor which has been stopped 
inadvertently while the INTERRUPT input is disabled must 
be reset or brought up from a cold start, in order to restore 
it to operation. 

The processor module responds to an interrupt by 
altering the sequence of events that occurs at the end of the 
last instruction cycle. The processor enters an alternative 
INTERRUPT machine cycle, rather than the normal 
FETCH machine cycle. As it customarily does, the 
processor sends out address and status information at the 
beginning of the machine cycle, but the program counter is 
not incremented. An INTA status bit identifies the machine 
cycle as an INTERRUPT. 

These are the only unusual events as far as the 
processor itself is concerned. In all other respects, the 
INTERRUPT Machine-cycle resembles an ordinary instruc- 
tion fetch. Peripheral logic, however, senses the entry into 
the interrupt mode. The input multiplexer responds by 
selecting the interrupt instruction port instead of the 
processor's memory data in port. Thus any eight-bit data 
word presented to the interrupt port gets interpreted as an 
instruction by the processor. 

Any single-byte instruction may be inserted. There 
are several possibilities. A halt (HLT) instruction may be 
used to stop the processor upon completion of some task, 
an external reset will be necessary for restarting the CPU. 
Or an output instruction may be used to output the 
accumulator's contents during a critical phase of the 
programming. Control and debugging are therefore two 
possible useds of the interrupt feature. 

But by far the most convenient instruction for use 
with interrupts is the restart (RST). the RST is one byte 
call instruction especially intended for use with interruptive 
processing. Its binary instruction field contains three 
variable digits that permit the programmer to specify a 
jump to one of eight memory locations. The decimal 
addresses of these dedicated locations are: 0, 8, 16, 24, 32, 
40, 48, and 56. One of these locations can be used to store 
the first instruction of a program designed to service the 
interrupting device. Or it can store the first byte of an 
ordianry three byte call (CALL), to another location where 
such a program begins. 

An important use of the RST instruction is the 
start-up of the processor, following the execution of a halt 



instruction. The machine may be re-started by means of an 
interruptive jump to memory location 0 1O (or to some 
other desired location). 

Note that in the INTELLEC 8/MOD 80 system the 
operator's console is the only device for which interrupt 
capability is provided. Minor modifications, however, could 
extend the privilege to other peripheral devices. 

Reset logic permits an external device to initialize the 
processor. Logic in this section also senses a power-up 
sequence, and forces a RESET automatically under those 
conditions. External application of a 1 .5 microsecond pulse 
(minimum) or the interruption of power to the module 
restores the processor's program counter to zero. No other 
circuitry on or around the chip is affected, except for the 
interrupt request latch which is reset. 

The built-in output port receives an eight-line I/O 
address from the module's sixteen-line address bus 
(A 15 -A 8 >. It also receives an I/O OUT signal from the 
command logic. These commands cause the latches in the 
output port to register the contents of the module's data 
out bus, whenever the decoding logic senses a coincidence 
of I/O OUT and the hexadecimal address FF 16 . In the 
INTELLEC 8/MOD 80 system, the port's output lines 
communicate with indicators on the console panel. This 
enables the operator to examine the contents of the 
processor's accumulator, during test and de-bugging 
operations. 



8080 EIGHT-BIT PARALLEL CENTRAL PRO- 
CESSOR UNIT 

A brief description of Intel's 8080 CPU is essential to 
a thorough understanding of the imm8-83 Central Processor 
Module. 

The 8080 is a monolithic LSI central processor, 
designed for applications that use an eight-bit binary 
instruction/data format. It is fabircated using N-channel 
silicon gate technology and is furnished in a 40-pin dual 
in-line ceramic package. The use of advanced fabrication 
and layout techniques has produced an exceptionally fast 
microprocessor. The basic machine cycle of the 8080 is two 
microseconds, for instructions that do not reference 
memory during their execution. This compares with a 
twenty microsecond cycle in the earlier 8008 CPU. 

Package geometry and pin configurations are shown 
in Figure 2-3. All pins, except the clock inputs, are at TTL 
levels. 

A list of the 8080's capabilities reads much like a 
description of the imm8-83 Central Processor Module itself. 
In a very real sense, it is the chip processor that determines 
the character of the module. The 8080 CPU has a repertoire 
of 78 basic instructions, with provisions for arithmetic and 
logical operations, register-register and register-memory 
transfers, subroutine handling, I/O transactions, and 
decimal arithmetic. Four internal status flags enable the 
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user to program conditional branches based on carry, sign, 
zero, and parity. 

Using its sixteen latched address lines, the 8080 can 
access 65,536 (64K) memory locations directly. As many as 
256 input devices and up to 256 output devices may be 
addressed during I/O operations, using either the upper or 
the lower eight address lines (A 0 — A 7 and A 8 — A 15 are 
redundant for the purpose of I/O instructions). The 8080's 
inherent addressing capability can be extended further by 
the use of bank switching, where one of the output ports is 
used to select among several available blocks of memory. 



The 8080 contains 6 eight-bit index registers 
(scratchpad). Two of these, the H and the L registers, are 
designed to double as an address pointer during the 
execution of memory referencing instructions. A sixteen-bit 
program counter enables the CPU to address instructions 
stored in any portion of memory, and a sixteen-bit stack 
pointer permits the unlimited nesting of subroutines (or 
multiple-level interrupts). Built-in logic for the processing 
of holds and interrupts, and a synchronization provision 
for slow memories, round out the CPU's capabilities. 

Architecture of the 8080 CPU 

The 8080 CPU consists of the following functional 

units: 

• Register array and address logic 

• Arithmetic and logic unit (ALU) 

• Instruction register and control section 

• Bidirectional, tri-state data bus buffer 

Figure 2-4 illustrates the functional blocks within the 
8080 CPU. 



REGISTERS 

• The register section consists of a static RAM array 
organized into six 16-bit registers: 

• Program counter (PC) 

• Stack pointer (SP) 

• Six 8-bit general purpose index registers arranged 
in pairs, referred to as B,C; D,E; and H,L 

• A temporary register pair called W,Z 

The program counter maintains the memory address 
of the current program instruction and is incremented 
automatically during every instruction fetch. The stack 
pointer maintains the address of the next available stack 
location in memory. The stack pointer can be initialized 
(with a LXI SP instruction) to use any portion of read-write 
memory as a stack. The stack pointer is decremented when 
data is "pushed" onto the stack and incremented when data 
is "popped" off the stack (i.e., the stack grows 
"downward"). 

The six general purpose registers can be used either as 
single registers (8-bit) or as register pairs (16-bit). The 
temporary register pair, W,Z, are not program addressable 
and are only used for the internal execution of instructions. 

Eight-bit data bytes can be transferred between the 
internal bus and the register array via the register-select 
multiplexer. Sixteen-bit transfers can proceed between the 
register array and the address latch or the incrementer 
/decrementer circuit. The address latch receives data from 
any of the three register pairs and drives the 16 address 
output buffers (A 0 — Ai 5 ), as well as the incremented 
decrementer circuit. The incrementer/decrementer is a 
purely combinatorial circuit that receives data from the 
address latch and sends it to the register array. The 16-bit 
data can be incremented or decremented or simply 
transferred without any operation being performed. 

ARITHMETIC AND LOGIC UNIT (ALU) 

The ALU contains the following registers: 

• An 8-bit accumulator (ACC and a carry/link 
flip-flop (CY) 

• An 8-bit temporary accumulator (ACT) and a 
temporary carry flip-flop (ACT) 

• A 5-bit flag register: zero, carry, sign, parity and 
auxiliary carry 

• An 8-bit temporary register (TMP) 

Arithmetic, logical and rotate operations are per- 
formed in the ALU. The ALU is fed by the temporary 
register (TMP) and the temporary accumulator (ACT) and 
carry flip-flop. The result of the operation can be 
transferred to the internal bus or to the accumulator; the 
ALU also feeds the flag register. 

The temporary register (TMP) receives information 
from the internal bus and can send all or portions of it to 
the ALU, the flag register and the internal bus. 
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Figure 2-3. 8080 CPU Package Configuration. 
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The accumulator (ACC) can be loaded from the ALU 
and the internal bus and can transfer data to the temporary 
accumulator (ACT) and the internal bus. The contents of 
the accumulator (ACC) and the auxiliary carry flip flop can 
be tested for decimal correction during the execution of the 
DAA instruction (see Appendix A). 

INSTRUCTION REGISTER AND CONTROL 

During an instruction fetch, the first byte of an 
instruction (containing the op code) is transferred from the 
internal bus to the 8-bit instruction register. 

The contents of the instruction register are, in turn, 
available to the instruction decoder. The output of the 
decoder, combined with various timing signals, provides the 
control signals for the memory, ALU and data buffer 
blocks. In addition, the outputs from the instruction 



decoder and external control signals feed the timing and 
state control section which generates the state and cycle 
timing signals. 



DATA BUS BUFFERS 

This 8-bit bidirectional tri-state buffer is used to 
isolate the CPU's internal bus from the external data bus 
(Do through D 7 ). In the output mode, the internal bus 
content is loaded into an 8-bit latch that, in turn, drives the 
data bus output buffers. The output buffers are switched 
off during input or non-transfer operations. 

In the input mode, data from the external data bus 
is transferred to the internal bus. The internal bus is 
precharged at the beginning of each internal state, except 
for the transfer state (T3— described later in this chapter). 
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Figure 2-4. 8080 CPU Functional Block Diagram. 
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The Processor Cycle 

The 8080 is driven by a two-phase clock oscillator, at 
a maximum frequency of 2.08 MHz. All processing 
activities are referred to the period of this clock. The two 
non-overlapping clock phases, labeled $ x and 02, are 
furnished by external circuitry. The 0! clock divides the 
processing cycle into states. A state is the smallest unit of 
processing activity (480 ns. when the processor is operating 
at maximum speed) and is defined as the interval between 
two successive positive-going transitions of the 01 clock. 
Timing logic within the 8080 uses the clock inputs to 
produce a SYNC pulse, which identifies the first state of 
every machine cylcle. The SYNC pulse is triggered by the 
low to high transition of 0 2 , as shown in Figure 2-5. 
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*NOTE: 

SYNC does not occur in the second and third machine cycles of a DAD in- 
struction since these machine cycles are only used for an internal register-pair 
add. 



Figure 2-5. 0 1 , 0 2 an( * Sync Timing. 

An instruction cycle consists of two functional parts, 
the fetch and the execution. Each of these functional parts, 
in turn, consists of a number of machine cycles. During the 
fetch, a selected instruction (one, two or three bytes) is 
extracted from memory and deposited in the CPU's 
instruction register. During the execution part, the 
instruction is decoded and translated into specific 
processing activities. The fetch routine requires one 
machine cycle for each byte to be fetched. The duration of 
the executive portion of the instruction cycle depends upon 
the kind of instruction that has been fetched. Some 
instructions do not require any machine cycles other than 
those necessary to fetch the instruction; other instructions, 
however, require additional machine cycles to write or read 
data to/from memory or I/O devices. The DAD instruction 
is an exception in that it requires two additional machine 
cycles to complete an internal register-pair add. 

Every instruction cycle contains one, two, three, 
four, or five machine cycles. Each machine cycle, in turn, 
consists of three, four, or five states. A state is defined as a 
constant interval, equal in length to the period of the clock 
oscillator which drives the CPU (a phase). That is, a state is 
so defined in all but three cases. Exceptions to the rule are 
the WAIT state, the hold (HLDA) state, and the halt 
(HLTA) state, described later in this chapter. A moment's 
consideration will show that this is reasonable, since the 
WAIT, the HLDA, and the HLTA states depend upon 



external events and are by their nature of indeterminate 
length. Observe, however, that even these exceptional states 
must be synchronized with the pulses of the driving clock. 
Thus the durations of all states, including these, are integral 
multiples of the clock phase. 

To summarize them, each clock phase marks a state', 
three to five states constitute a machine cycle: and one to 
five machine cycles comprise an instruction cycle. A full 
instruction cycle requires anywhere from four to eighteen 
phases for its completion (2.0 microseconds to 9.0 
microseconds), depending on the kind of instruction 
involved. 

MACHINE CYCLE IDENTIFICATION 

With the exception of the DAD instruction there is 
just one consideration that determines how many machine 
cycles are required in any given instruction cycle: the 
number of times that the processor must reference a memory 
address, or an addressable peripheral device, in order to 
fetch and execute the instruction. Like many processors, 
the 8080 is so constructed that it can transmit only one 
address per machine cycle. Thus, if the fetching and 
execution of an instruction requires two memory 
references, then the instruction cycle associated with that 
instruction consists of two machine cycles. If five such 
references are called for, then the instruction cycle contains 
five machine cycles. 

Every instruction cycle has at least one reference to 
memory, during which the instruction is fetched. A cycle 
must always have a fetch, even if the execution of the 
instruction requires no further references to memory. The 
first machine cycle in every instruction cycle is therefore a 
FETCH. Beyond that, there are no fast rules. It depends on 
the kind of instruction. 

Consider some examples. The add-register (ADD r) 
instruction is an instruction that requires only a single 
machine cycle (FETCH) for its completion. In this one-byte 
instruction, the contents of one of the CPU's six index 
registers is added to the pre-existing contents of the 
accumulator. Since all the information necessary to execute 
the command is contained in the eight bits of the 
instruction code, only one memory reference is necessary: 
that actually used to fetch the instruction. Three states are 
used to extract the instruction from memory, and one 
additional state is used to accomplish the desired addition. 
The entire instruction cycle thus requires only one machine 
cycle that consists of four states or four phases of the 
external clock (2 microseconds). 

Suppose now, however, that we wish to add the 
contents of a specific memory location to the pre-existing 
contents of the accumulator (ADD M). Althoug this is quite 
similar in principle to the example just cited/ several 
additional steps will be necessary. An extra machine cycle 
will be needed, in order to address the desired memory 
location. 

The actual sequence is as follows. First the processor 
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extracts from memory the one-byte instruction word 
addressed by its program counter. This takes three states. 
The eight-bit instruction word obtained during the FETCH 
machine cycle is deposited in the CPU's instruction register 
and used to direct activities during the remainder of the 
instruction cycle. Next, the processor sends out as an 
address the contents of its H and L registers. The eight-bit 
data word returned during this MEMORY READ machine 
cycle is placed in a temporary register inside the 8080 CPU. 
By now three more clock periods (states) have elapsed. In 
the seventh and final state, the contents of the temporary 
register are added to those of the accumulator. Two machine 
cycles, consisting of seven states in all, complete "ADD M" 
instruction cycle. 

At the opposite extreme is the save H and L registers 
(SHLD) instruction, which requires five machine cycles. 
During a "SHLD" instruction cycle, the contents of the 
processor's H and L index registers are deposited in two 
sequentially adjacent memory locations; the destination is 
indicated by two address bytes which are stored in the two 
memory locations immediately following the operation 
code byte. The following events occur: 

1) A FETCH machine cycle, consisting of four states. 
During the first three states of this machine cycle, 
the processor fetches the instruction indicated by 
its program counter. In the fourth state, the 
contents of the H and L registers are transferred to 
temporary registers within the chip, W and Z, 
respectively. Data previously held in the H and L 
registers is thus saved, thereby clearing H and L to 
receive incoming data. 

2) A MEMORY READ machine cycle, consisting of 
three states. During this machine cycle, the byte 
indicated by the program counter is extracted 
from memory and placed in the processor's L 
register. 

3) Another MEMORY READ machine cycle, con- 
sisting of three states, in which the byte indicated 
by the processor's program counter is deposited in 
the H register. 

4) A MEMORY WRITE machine cycle, of four states, 
During the first three states, the contents of the Z 
register are transferred to the memory location 
pointed to by the present contents of the H and L 
registers. The state following the transfer is used to 
increment the H and L pointers, so that they 
indicate the next memory location to receive data. 

5) A MEMORY WRITE machine cycle, of three 
states, in which the contents of the W register are 
transferred to the new memory location pointed 
to by the H and L registers. 



The "SHLD" instruction cycle contains five machine 
cycles and takes 17 states to execute (8.5 microseconds). 

Most instructions fall somewhere between the 
extremes typified by the "ADD r" and the XHTL instruc- 
tion which requires 18 states (9.0 microseconds). The input 
(INP) and the output (OUT), for example, require three 
machine cycles: a FETCH, to obtain the instruction; a 
MEMORY READ, to obtain the address of the object pe- 
ripheral; and an INPUT or an OUTPUT machine cycle, to 
complete the transfer. 

There are nine types of machine cycles that may 
occur within an instruction cycle; though no one 
instruction cycle will consist of more than five machine 
cycles: 



(a) 


FETCH 


(b) 


MEMORY READ 


(c) 


MEMORY WRITE 


(d) 


STACK READ 


(e) 


STACK WRITE 


(f) 


INPUT 


(g) 


OUTPUT 


(h) 


INTERRUPT 


(i) 


HALT 



The machine cycles that actually do occur in a 
particular instruction cycle depend upon the kind of 
instruction, with the overriding stipulation that the first 
machine cycle in any instruction cycle is always a FETCH. 

The processor identifies the machine cycle in 
progress, by transmitting an eight-bit status signal during 
the first state of every machine cycle. Updated status 
information is published on the 8080's data lines (D 0 —D 7 ), 
during the SYNC interval. This data may be saved in 
latches, decoded, and used to develop control signals for 
external circuitry. Table 2-1 shows how the positive-true 
status information is distributed on the processor's data 
bus. 

Status signals are provided principally for the control 
of external circuitry. Simplicity of interface, rather than 
machine identification, dictates the logical definition of 
individual status bits. You will therefore observe that 
certain processor machine cycles are uniquely identified by 
a single status bit, but that others are not. The M t status bit 
(D 5 ), for example, unambiguously identifies a FETCH 
machine cycle. A STACK READ, on the other hand, is 
indicated by the coincidence of STACK and MEMR signals. 
Machine cycle identification data can also be valuable in the 
test and de-bugging phases of system development. 
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8080 Status Bit Definitions 



SYMBOLS 


DATA BUS 
BIT 


DEFINITION 


U 1 T* A 

ML 1 A 


D 3 


Acknowledge signal for HALT instruction. 


INTA* 


D 0 


Acknowledge signal for INTERRUPT request. Signal should be used to 
gate a restart instruction onto the data bus when DBIN is active. 


INP* 

1 IN r 


u 6 


Indicates that the address bus contains the address of an input device 
and the input data should be placed on the data bus when DBIN is active. 


m it 
UU 1 


D 4 


Indicates that the address bus contains the address of an output device 
and the data bus will contain the output data when WR is active. 


M F M R * 
ivicivl n 


D 7 


Designates that the data bus will be used for memory read data. 


M 1 


D 5 


Provides a signal to indicate that the CPU is in the fetch cycle for the 
first byte of an instruction. 


STACK 


D 2 


Indicates that the address bus holds the pushdown stack address from the 
Stack Pointer. 


WO 




Indicates that the operation in the current machine cycle will be a 
WRITE memory or OUTPUT function (WO = 0). Otherwise, a READ 
memory or INPUT operation will be executed. 


*These three status bits can be used to control the flow of data onto the 8080 data bus. 



Table 2-1. 



STATE TRANSITION SEQUENCE 

Every machine cycle within an instruction cycle 
consists of three to five active states (referred to as Tl, T2, 
T3, T4, T5 or TW). The actual number of states depends 
upon the instruction being executed, and on the particular 
machine cycle within the greater instruction cycle. The 
state transition diagram in Figure 2-6 shows how the 8080 
proceeds from state to state in the course of a machine 
cycle. The diagram also shows how the READY, HOLD, 
and INTERRUPT lines are sampled during the machine 
cycle, and how the conditions on these lines may modify 
the basic transition sequence. In the present discussion, we 
are concerned only with the basic sequence and with the 
READY function. HOLD and INTERRUPT functions will 
be discussed later. 

The 8080 CPU does not indicate its internal state 
directly, by broadcasting a "state control" output during 
each state; instead, the 8080 supplies direct control ouputs 
(INTE, HLDA, DBIN, WR and WAIT) for use by external 
circuitry. 

Recall that the 8080 passes through at least three 
states in every machine cycle, with each state defined by 
successive low-to-high transitions of the 0 X clock. Figure 
2-7 shows the timing relationships in a typical FETCH 
machine cycle. Events that occur in each state are referred 
to transitions of the (p l and 0 2 clock pulses. 

The SYNC signal identifies the first state (T1) in 
every machine cycle. As shown in Figure 2-7, the SYNC 
signal is related to the leading edge of the 0 2 clock. There is 



a delay between the low-to-high transition of 02 and the 
positive-going edge of the SYNC pulse. There also is a 
corresponding delay between the next 02 pulse and the 
falling edge of the SYNC signal. Status information is 
displayed on D 0 - D 7 during this same interval. Switching 
of the status signals is likewise controlled by 02- 

The rising edge of 0 2 during the T1 also loads the 
processor's address lines (A 0 — A 15 ). These lines become 
fully charged and remain charged until the first 02 pulse 
after state T3. This gives the processor ample time to read 
the data returned from memory. 

Once the processor has sent an address to memory, 
there is an opportunity for the memory to request a WAIT. 
This it does by pulling the processor's READY line low 
during state T2. As long as the READY line remains low, 
the processor will idle, giving the memory time to respond 
to the addressed data request. Refer to Figure 2-7. 

The processor responds to a wait request by entering 
an alternative state (TW) at the end of T2, rather than 
proceeding directly to the T3 state. Entry into the Tw state 
is heralded by a WAIT . signal from the processor, 
acknowledging the memory's request. A low-to-high 
transition on the WAIT line is triggered by the rising edge 
of the 0! clock. 

A wait period may be of indefinite duration. The 
processor remains in the waiting condition until its READY 
line again goes high. The cycle may then proceed, beginning 
with the rising edge of the next 0x clock. A WAIT interval 
will therefore consist of an integral number of T w states 
and will always be a multiple of the clock period. 
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Figure 2-6. CPU State Transition Diagram. 
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The events that take place during the T3 state are 
determined by the kind of machine cycle in progress. In a 
FETCH machine cycle, the processor interprets the data on 
its main bus as an instruction. During a MEMORY READ 
or a STACK READ, signals on the same bus are interpreted 
as a data word. The processor itslef outputs data on this bus 
during a MEMORY WRITE machine cycle. And during I/O 
operations, the processor may either transmit or receive 
data, depending on whether an INPUT or an OUTPUT is 
involved. 

During the input of data to the processor, the 8080 
generates a DBIN signal which may be used externally to 
enable the transfer. Machine cycles in which DBIN is 
available include: FETCH, MEMORY INPUT, READ, 
STACK READ, AND INTERRUPT. DBIN is initiated by 
the rising edge of 0 2 during state T2 and terminated by the 
corresponding edge of 0 2 during T3. Any T w states 
intervening between T2 and T3 will therefore prolong 
DBIN by one or more clock periods. 

The 8080 CPU generates a WR output for the 
synchronization of external transfers, during those machine 
cycles in which the processor outputs data. These include 
MEMORY WRITE, STACK WRITE, and OUTPUT. The 
negative-going leading edge of WR is referred to the rising 
edge of the first clock pulse following T2. WR remains 
low until re-triggered by the leading edge of 0 t during state 
T1 of the next machine cycle. Note that any T w states 



intervening between T2 and T3 of the OUTPUT machine 
cycle will necessarily prolong WR, in much the same way 
that DBIN is affected during input operations. 

All machine cycles of at least three states: T1, T2, 
and T3 as just described. If the processor has to wait for a 
response from the peripheral with which it is communi- 
cating, then the machine cycle may also contain one or more 
T w states. During the three basic states, data is transferred 
to or from the processor. 

After the T3 state, however, it vecomes difficult to 
generalize. T4 and T5 states are available, if the execution 
of a particular instruction requires them. But not all 
machine cycles make use of these states. It depends upon 
the kind of instruction being executed, and on the 
particular machine cycle within the instruction cycle. The 
processor will terminate any machine cycle as soon as its 
processing activities are completed, rather than proceeding 
mechanically through the T4 and T5 states every time. 
Thus the 8080 may exit a machine cycle following the T3, 
the T4, or the T5 state and proceed directly to the T1 state 
of the next machine cycle. 

Table 2-2 lists the general activities associated with 
each state. 
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Figure 2-7. Typical Fetch Machine Cycle. 
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State Definitions 



STATE 


ASSOCIATED ACTIVITIES 


T1 


A memory address or I/O device number is placed on the Address Bus (A 15 . 0 ); status infor- 
mation is placed on Data Bus (D 7 . 0 ). 


T2 


The CPU samples the READY and HOLD inputs and checks for halt instruction. 


TW (optional) 


Processor enters wait state if READY is low or if HALT instruction has been executed. 


T3 


An instruction byte (FETCH cycle), data byte (MEMORY READ, STACK READ or INPUT 
cycle), or interrupt instruction (INTERRUPT cycle) is input to the CPU from the Data Bus; 
or a data byte (MEMORY WRITE, STACK WRITE or OUTPUT cycle) is output onto the 
data bus. 


T4 
T5 

(optional) 


States T4 and T5 are available if the execution of a particular instruction requires them; 

if not, the CPU may skip one or both of them. T4 and T5 are only used for internal processor 

operations. 



Table 2-2. 



Interrupt Sequences 

The 8080 has the built-in capacity to handle external 
interrupt requests. A peripheral device can initiate an 
interrupt simply by pulling the processor's interrupt (INT) 
line high. 

The interrupt (INT) input is asynchronous, and a 
request may therefore originate at any time during any 
instruction cycle. Internal logic re-clocks the external 



request, so that a proper correspondence with the driving 
clock is established. As Figure 2-8 shows, an interrupt 
request (INT) arriving during the time that the interrupt 
enable line (INTE) is high, acts in coincidence with the 0 2 
clock to set the internal interrupt latch. This event takes 
place during the last state of the instruction cycle in which 
the request occurs, thus ensuring that any instruction in 
progress is first completed. 
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The INTERRUPT machine cycle which follows the 
arrival of an enabled interrupt request resembles an 
ordinary FETCH machine cycle in most respects. The N\ l 
status bit is published as usual during the SYNC interval, it 
is accompanied, however, by an INTA status bit (D 0 ) which 
acknowledges the external request. The contents of the 
program counter are latched onto the CPU's address lines 
during T1, but the counter itself is not incremented during 
the INTERRUPT machine cycle, as it otherwise would be. 
In this way, the pre-interrupt status of the program counter 
is preserved, so that data in the counter may be saved in the 
stack. This in turn permits an orderly return to the 
interrupted program after the interrupt request has been 
processed. 

The interrupt cycle is otherwise indistinguishable 
from an ordinary FETCH machine cycle. The processor 
itself takes no further special action. It is the responsibility 
of the peripheral logic to see that an eight-bit interrupt 
instruction is "jammed" onto the processor's data bus at 
T3. In a typical system, this means that the data in bus 
from memory must be temporarily disconnected from the 
processor's main data bus, so that the interrupting device 
can command the main bus without interference. 

The processor will treat the code placed on the main 
bus at T3 just like any other fetched instruction. Thus, any 
of the processor instructions may be inserted during an 
interrupt. If the code is the first byte of a multiple word 
instruction, however, a special problem is encountered. The 
processor will perform succeeding MEMORY READ 
machine cycles, fully expecting that the proper information 
will be on its bus at the proper time. But the program 
counter will advance after the first byte. Because the 
program counter advances a return to the interrupted, 



instruction is not possible. For this reason, one-byte 
instructions are preferable in most systems for use with 
interrupts. 

The 8080's instruction set provides a special one-byte 
call which facilitates the processing of interrupts (the 
ordinary program call takes thee bytes). This is the restart 
instruction (RST). A variable three-bit field embedded in 
the eight-bit field of the RST enables the interrupting 
device to direct a jump to one of eight fixed memory 
locations. The decimal addresses of these dedicated 
locations are: 0, 8, 16, 24, 32, 40, 48, and 56. Any of these 
addresses may be used to store the first instruction(s) of a 
routine designed to service the requirements of an 
interrupting device. 

Hold Sequences 

The 8080 CPU contains provisions which enable 
direct memory access (DMA) operations. By applying a 
HOLD to the appropriate control pin on the processor, an 
external device can cause the CPU to suspend its normal 
operations and relinquish control of the address and data 
buses. The processor responds to a request of this kind by 
floating its address and data outputs, so that these exhibit a 
high impedance to other devices sharing the buses. At the 
same time, the processor acknowledges the HOLD by 
placing a high on its HLDA output pin. During an 
acknowledged HOLD, the address and data buses are under 
control of the peripheral which originated the request, 
enabling it to conduct memory transfers without processor 
intervention. 

Unlike the interrupt, the HOLD input must be 
synchronized with the driving clock. A HOLD signal should 
coincide with the 0! clock pulse, and external re-clocking 
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logic must therefore be provided. In a typical system, an 
asynchronous HOLD REQUEST will be registered by the 
rising edge of the 0! clock impulse, and the resulting 
synchronized output will drive the CPU's HOLD line. A 
coincidence of the READY, the HOLD, and the 0 2 clock 
sets the internal hold latch. Setting the latch enables the 
subsequent rising edge of the (p x clock pulse to trigger the 
HLDA output. 

Acknowledgement of the HOLD REQUEST precedes 
slightly the actual floating of the processor's address and 
data lines. The processor acknowledges a HOLD at the 
beginning of T3, if a read or an input machine cycle is in 
progress (see Figure 2-9). Otherwise, acknowledgement is 
deferred until the beginning of T4 (see Figure 2-10). In 
both cases, however, the HLDA goes high within a brief 
delay of the rising edge of the selected 0! clock pulse. 
Address and data lines are floated within a brief delay after 
the rising edge of the next 0 2 clock pulse. 

To all outward appearances, the preocessor has 
suspended its operations once the address and data busses 
are floated. Internally, however, certain functions may 
continue. If a HOLD REQUEST is acknowledged at T3, 
and if the processor is in the middle of a machine cycle 
which requires four or more states to complete, the CPU 
proceeds through T4 and T5 before coming to a rest. Not 
until the end of the machine cycle is reached will processing 
activities be completely stalled. Internal processing is thus 
permitted to overlap the external DMA transfer, improving 
both the efficiency and the speed of the entire system. 

The processor exits the holding state through a 
sequence similar to that by which it entered. A HOLD 
REQUEST is terminated asynchronously, when the 
external device has completed its data transfer. Re-clocking 



logic registers this change at the beginning of the next state 
(rising edge of 0j). The internal hold latch is reset by the 
subsequent leading edge of the 0 2 clock pulse, and the 
HLDA output returns to a low level following the leading 
edge of the next 0!. Normal processing resumes with the 
machine cycle in progress, or with TT of the next machine 
cycle, depending on whether the HOLD REQUEST is brief 
or extended. 

Halt Sequences 

When a halt instruction (HLT) is executed, the CPU 
enters the halt state (Twh) after state T2 of the next 
machine cycle, as shown in Figure 2-11. There are only 
three ways in which the 8080 can exit the halt state: 

• A high on the RESET line will always reset the 
8080 to state T1; RESET also clears the program 
counter and sets the instruction register to zero. 

• A HOLD input will cause the 8080 to enter the 
hold state, as previously described. When the 
HOLD line goes low, the 8080 re-enters the halt 
state on the rising edge of the next 0i clock pulse. 

• An interrupt (i.e., INT goes high while INTE is 
enabled) will cause the 8080 to exit the halt state 
and enter state T1 on the rising edge of the next 
0! clock pulse. NOTE: The interrupt enable 
(INTE) flag must be set when the halt state is 
entered; otherwise, the 8080 will only be able to 
exit via a RESET signal. 

Start- Up of the 8080 CPU 

When power is applied initially to the 8080, the 
processor begins working immediately. The contents of its 
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program counter, stack pointer, and the other working 
registers are naturally subject to random factors and cannot 
be specified. For this reason, it will be desirable in many 
situations to begin the power-up sequence with an 
automatic forced RESET. 

An external RESET signal of 1.5 microseconds' 
duration (minimum) restores the processor's internal 
program counter and instruction regester to zero. Program 
execution thus begins with memory location zero, 
following a RESET. Note, however, that the RESET has no 
effect on status flags, or on any of the processor's working 
registers (accumulator, indices, or stack pointer). The 
contents of these registers remain indeterminate, until 
initialized explicitly by the program. 

Peripheral Logic 

In this section, we describe the peripheral logic on the 
imm8-83 Central Processor Module, the logic which 
supports the activities of the 8080 CPU. We begin by 
explaining the timing logic, since all the operations of the 
module are ultimately referred to signals generated in that 
section. Then we give descriptive examples of module 
operations, showing how the peripheral logic extends the 
basic capabilities of the 8080 processor. 

Timing Logic 

The timing logic consists of a crystal-controlled clock 
oscillator, a counter, level shifting provisions, and 
miscellaneous counting and gating circuits. These are shown 
on the module schematic, Figure 2-16. 

The clock oscillator furnishes a 32 MHz signal to the 
input of the counting section, which uses it to develop the 
0! and 02 clock signals used to generate the remaining 
timing outputs. The clock oscillator consists of components 



shown in the upper central portion of the module 
schematic. 

A 32 MHz quartz crystal, operating in the 
series-resonant mode, is the basic frequency reference. The 
crystal acts as a bandpass filter at the desired frequency. It 
thus permits a portion of the signal developed across the 
capacative divider in the transistor's collector circuit to 
reach the emitter, in proper phase to sustain oscillation. 
The output from the oscillator stage is coupled to a second 
stage, biased to operated as an overdriven amplifier, and the 
shaped output of the second is used to drive the 
synchronous counter chain. 

Four 74S1 14 high-speed J-K flip-flops constitute the 
clock counter. This is a synchronous configuration, with 
the steering function obtained through the use of external 
coincidence gates. A slight variation on conventional 
practice produces a fourth stage output which is 
"displaced" with respect to the outputs of the first three 
stages, by one full period of the driving clock. In all other 
respects, however, the counter resembles the familiar 
modulo-16 synchronous counters in common usage. 
Idealized output waveforms are shown in Figure 2-12. 

The 2 MHz output of the fourth counting stage 
becomes the 0 2 clock signal. Coincidence in the outputs of 
the third and fourth stages generates the 0i clock. As 
Figure 2-12 shows, this produces two non-overlapping clock 
signals, with characteristic pulse widths of 125 and 250 
nanoseconds and separation intervals of approximately 32 
and 94 nanoseconds. 

The 0! and 0 2 clock phases are applied to the inputs 
of an MH0026 level shifter and used to drive the 8Q80's 
clock inputs. Timing logic on the processor produces a 
SYNC output, derived from 0 2 . Then SYNC and clock 
signals are fed to the gating logic. 
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In the gating section the SYNC and the (pi clock are 
combined in a 74H00 NAND-gate section. The coincidence 
of these two signals produces the CLKA output. CLKA is 
used as a strobe on the module, to register the status 
information sent out at the beginning of each processor 
machine cycle. After passing through cascaded buffer 
sections, the SYNC signal becomes CLKB. CLKB is 
available at the PC edge connector, for use by the 
INTELLEC 8's Front Panel Controller. A 7493 binary 
counter in the gating logic derives a one-eighth submultiple 
of the 0! clock pulse, and this too is made available to logic 
on the INTELLEC 8's Front Panel Controller. This pulse, 
known as the SYNCA, is used to synchronize service 
requests originating at the Console and Display Panel. 
Figure 2-13 shows the timing of these signals. 

Instruction Fetch 

Refer to the schematic for the Central Processor 
Module, Figure 2-16. An instruction fetch machine cycle 
(FETCH) is the first part of every instruction cycle. The 
events that take place during an instruction fetch are as 
follows. 

During the T1 state, the processor transmits the 
contents of its internal program counter to memory, via the 
8080's sixteen address lines. Assuming that no holds are in 
progress, the address data passes through the sixteen 
enabled tri-state buffers of the address buffer section and is 
presented to external memory. Data placed on the address 
bus remains stable until the T4 processing state. 

Status information is also broadcast during the T1 
interval, on the processor's eight data lines. Again assuming 
the absence of a hold, data on this bus passes through the 
eight parallel tri-state buffers of the data buffer section and 
is forwarded to the status latches. Eight Intel 3404 Hex 



Inverting Latch sections are used to register the status 
information. The strobing input to these latches is the 
CLKA signal from the timing section. Status information 
reflecting the machine cycle in progress is thus recorded at 
the beginning of every processor machine cycle. During a 
FETCH machine cycle, the following status bits are 
produced: M 1( MEMR, and RI/WO. 

Status information is cleared from the processor's 
data bus during the T2 state, in preparation for the data to 
be returned form memory. Such data must be present and 
stable at least 20 nanoseconds prior to the end of the T2 
state. Neither the PROM Memory Module nor the RAM 
Memory Module used with the INTELLEC 8/MOD 80 is 
capable of responding that fast, and the automatic wait 
logic comes into play accordingly. 

Refer to the module schematic, Figure 2-16. The 
logic used to generate the appropriate wait request consists 
of two 7474 latch sections and two 7400 NAND-gate 
sections, shown on sheet 2. 

Consider first the case where the PROM module is 
selected. The PROM MOD ENABLE line (pin #97) will be 
high, and the RAM MOD ENABLE line (pin #93) will be 
low. At the beginning of a machine cycle, the SYNC pulse 
from the timing generator is gated through the 8-9-10 
section of the quad NAND-gate A18 to reset both of the 
7474 latch sections. The Q outputs of both sections will 
thus be high, following the rising edge of the T1-0 2 clock 
pulse. The high at A1-8 is applied to A27-2, as shown on 
sheet 1, re-clocked by 0!, in a 7474 latch section (A5), and 
applied as a low to the CPU's READY pin. This indicates a 
wait request to the 8080, and the CPU responds by entering 
the Tyy state instead of proceeding directly to the T3 state. 

Referring back to sheet 2, observe that the*D input of 
the upper latch section is connected through a pull-up to 
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Vqq. An inverted 0 2 clock is directed to the clock input of 
this latch, which is set accordingly by the trailing edge of 
02 . Detailed timing is shown in Figure 2-14. 

The resulting low at AI-6 is forwarded to A18-1, 
which applies a high to the D input of the lower latch 
section. With its D input now high, the latch is set by the 
trailing edge of the next 0 2 pulse. The latch's Q output goes 
low, is re-clocked by 0 t as shown on sheet 1, and is 
presented as a READY indication to the processor, with the 
result that the WAIT state is terminated with the next 0! 
clock pulse. By referring to the timing diagram in Figure 
2-14, we can see that two clock periods have elapsed 
between the processor's exit from T2 and its entry into T3. 
This additional one microsecond interval gives the PROM 
Memory Module sufficient time to respond to the address 
from the Central Processor Module, and the machine cycle 
may proceed. 

Consider next the sequence of events that takes place 
when the RAM module is selected. In this case, both the 
RAM MOD ENABLE and the PROM MOD ENABLE lines 
shown in Figure 2-16 will be high. The SYNC pulse will 
again reset the two 7474 latch sections shown on sheet 2. 
And again, the Q output of the lower latch will be 
re-clocked by 0 t and forwarded to the processor as a low 
signal level, indicating a wait request. Timing of this 
sequence is shown in Figure 2-15. 

In the present case, however, the high on the RAM 
MOD ENABLE line causes the A18: 1-2-3 NAND-gate 
section to forward a high to the D input of the lower 7474 
latch section. The trailing edge of the 0 2 pulse occurring 
during T2 will set this latch, and the wait request to the 



processor will be terminated by the next 0x clock pulse. 
With reference to the timing diagram, we can see that the 
resulting WAIT interval is only half that generated when the 
PROM module was selected. The RAM module is inherently 
faster than the PROM module, and the 0.5 microsecond 
waiting period enables it to respond to the imm8-83's ad- 
dressed request. 

The Central Processor Module also contains synchro- 
nization provisions for other kinds of memory. Two 
possibilities are envisioned: those where the memory's 
access time is even greater than that specified for the PROM 
Memory Module. Where the imm8-83 is used in conjunction 
with other memories, selection logic will clamp the PROM 
MOD ENABLE line low. With this condition prevailing, the 
A1 8:8-9-10 NAND-gate section will be inhibited, and the 
SYNC pulse from the timing logic will be unable to reset 
the two 7474 wait latches as previously described. A1-8 will 
be high continuously, and no wait request will reach the 
processor by that route. In this case, it is the responsibility 
of the selected memory module or controller to generate a 
WAIT REQUEST as necessary. 

Memories with access times under 500 nanoseconds 
need no synchronization but those whose access times 
exceed this figure will require it. A wait is initiated from 
outside the CPU module by clamping the WAIT REQUEST 
line low. Figure 2-16 (sheet 1) shows the wait logic. WAIT 
REQUEST enter the module at pin #21. They are inverted, 
gated through the 1-2-3 section of A-27, and applied to the 
D input (pin #2) of A5. A5 is the same 7474 latch section 
used to re-clock internally generated wait requests. It 
receives a 0i pulse at its clock input and produces a 
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synchronized wait request at its output. The low which is 
applied to the processor's READY input causes the 
processor to idle, until such time as the WAIT REQUEST is 
removed. Note that the re-clocking mechanism requires that 
a request be terminated by the beginning of the Tyy phase, 
in order to guarantee an exit from the T w state at the 
beginning of the next clock phase. 

When synchronization has been achieved, the FETCH 
machine cycle proceeds. It becomes the responsibility of 
the multiplexing logic to select the memory's reply and 
forward it to the processor. The INP and the INTA status 
bits from the status latch section, and the DBIN from the 
8080 GOU, enable the multiplexing logic to perform this 
function. 

Refer to Figure 2-16. The multiplexing logic is shown 
at the left of sheet 1, and consists of two pairs of cascaded 
8-to-4 line multiplexers type 74S257 and 74S157. These 
are labelled A22, A23, A30 and A31 on the schematic. 
Inputs to A30> and A31 consist of the eight-line data in bus 
from memory, and the eight-line data in bus from the input 
peripherals. The multiplexer discriminates between these 
two eight-line inputs on the basis of a control signal 
furnished to pin #1 of both units. A high level here causes 
the multiplexers to select data from memory, while a low 
causes them to select data from the other input devices. 

The selected eight-line output of the first multi- 
plexing stage is forwarded to inputs on a similar second 
stage. The other eight-line input to the second stage comes 
from the module's interrupt instruction port. Like the first 
stage/ the second selects one of the two inputs, on the basis 



of the signal at the pin #1 inputs of the two multiplexers. A 
high selects the output of the first multiplexing stage, while 
a low selects the interrupt instruction port. 

The output of the second multiplexing stage is 
connected directly to the processor's eight-line data bus 
(D 0 — D 7 ). Observe, however, that the second stage of the 
multiplexer requires an explicit enabling input. In the 
absence of a low on pin #15 of the two units, the outputs 
of the multiplexers are in a floating, high-impedance state. 
The ability to entirely disable all inputs to the main bus 
enables the bus to be used for bilateral exchanges of data. 
During output, the input bus is disabled, to prevent the 
conflicts that could arise if the processor and one or more 
input devices were competing simultaneously for the use of 
the bus. 

To understand the input gating mechanism during a 
FETCH machine cycle, refer to Figure 2-16 (sheet 2). The 
first stage of the input multiplexer is controlled by the INP 
status latch. During machine cycles in which memory is 
referenced, the output of this latch is high. And assuming 
that no IN JAM ENABLE is present (this external function 
occurs only during the artificial input mode, "sense"), high 
is therefore produced at the output of A32-8. This high 
causes the first stages of the multiplexer to select and 
forward data from memory to the input of the second 
multiplexer stage. 

The second stage of the multiplexer is controlled by 
the INTA status latch, shown on sheet 1 of the module 
schematic. This status bit is low only during an 
INTERRUPT sub-cycle. During a FETCH, the INTA latch 
forwards a high to the control input of the second 
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multiplexer stage, causing it to select and forward the data 
from the first stage to the processor. 

When the processor is ready to receive data, it 
generates a DBIN output signal. The rising edge of this 
signal coincides with the rising edge of the T2-0 2 clock, and 
DBIN remains active untiJ reset by the leading edge of the 
T3-02 clock. This signal is applied to a 7402 NOR-gate of 
the multiplexer. Thus the previously addressed instruction 
is finally gated through from memory, and stored in the 
processor's instruction register. 

Some instructions will cause the processor to enter 
FETCH-T4 and FETCH-T5 states. But the activity of the 
peripheral logic is completed with the return of the 
instruction from memory. Where T4 and T5 states are used, 
they are reserved solely for internal processor functions. 

The fetched instruction may be executed immedi- 
ately, completing both the FETCH machine cycle and the 
instruction cycle. Or it may cause the processor to execute 
one or more additional memory references. These are 
described in the next section. 

Memory Reference Operations 
(Memory Read and Memory Write) 

Every operation that the CPU performs is preceded 
by a FETCH machine cycle such as that just described. In 
the case of certain instructions, it may be necessary to 
reference memory one or more additional times in order to 
completely execute the command. 

Instructions that reference memory in the course of 
their execution do so in a manner very similar to that used 
to fetch instructions. One major difference is that the 
address of the referenced location may be furnished by the 
processor's internal H and L pointer registers, rather than 
by the program counter. But during MEMORY READ and 



MEMORY WRITE machine cycles, the addressing, multi- 
plexing and gating functions are handled in much the same 
way as they are for an instruction fetch. 

As far as the peripheral logic is concerned, there is 
one important difference. The processor generates a DBIN 
signal during those machine cycles in which it intends to 
input data from memory. During those machine cylces in 
which the processor outputs data to memory, it generates a 
WR output signal to cue the transfer. 

A MEMORY READ machine cycle is accompanied by 
a DBIN signal. The peripheral logic thus handles it in 
exactly the same way as a FETCH. A MEMORY WRITE 
machine cycle is slightly different. The absence of DBIN 
inhibits the input multiplexer, and logic on the imm8-83 
conditions the processor's WR output, to produce a WRITE 
command for the control of memory. 

Refer to sheet 2 of the module schematic. As shown, 
the processor's WR output is coupled through an inverter 
section to pin #4 of A2. Here it is ANDed with the negative 
output of the OUT status latch, to produce a signal which is 
low only during the "WR portion of a MEMORY WRITE 
machine cycle. This output is buffered in a tri-state section, 
to become the WRITE output to memory. 

In the course of a MEMORY WRITE machine cycle, 
address and status information are transmitted just as they 
are in a MEMORY READ. During the T2 state, however, 
the processor places the contents of its accumulator on the 
main data bus where it is forwarded to the memory's data 
inputs. The WRITE output synchronizes the transfer, 
completing the write machine cycle. 

I/O Operations 

All input and output operations require three 
machine cycles: a FETCH to obtain the instruction, a 
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MEMORY READ to obtain the eight-bit address of the 
peripheral device involved, and an INPUT or an OUTPUT 
to execute the transfer. FETCH and MEMORY READ have 
already been described. Execution is described below. 

The first byte that the processor fetches from 
memory indicates the kind of transfer to be conduced. The 
second byte, store immediately following the first, contains 
the eight-bit address of the object peripheral. Thus, one of 
256 input devices or 256 output devices may be designated 
in such a transfer. Having fetched these two bytes from 
memory, the processor proceeds as follows. 

The third machine cycle is designated an INPUT or an 
OUTPUT, depending upon the instruction byte originally 
fetched. An INPUT machine cycle is identified by an INP 
status bit, published during T1 as usual. An OUTPUT 
machine cycle, on the other hand, will be identfied by an 
OUT status bit. In both cases, the address of the designated 
peripheral is also sent out during T1. Address data on lines 
A 0 — A 7 is repeated on lines A 8 — A! 5 . 

In an input operation, status information is cleared 
from the main data bus during the T2 state. Address data 
remains stable, however, throughout the remainder of the 
machine cycle. The output of the INP status latch is 
buffered in a tri-state s ection a nd made available the 
module's edge connector (I/O IN), to enable the transfer 
externally. Details are shown on the module schematic, 
Figure 2-16 (sheet 2). 

Observe also that the I/O IN signal is applied to 
A32-13. The resulting high at the gate's output is inverted 
subsequently and routed to the control input of the input 
multiplexer's first stage. You will recall that a low at this 
point causes the multiplexer to select and forward data on 
the peripheral input bus to the second stage multiplexer. 
The second stage, enabled by a DBIN signal from the 
processor, in turn forwards the input data to the processor's 
main bus. There it is picked up and stored in the 8080's 
accumulator register. 

In an output transfer, status information is again 
cleared from the processor's main data bus during the T2 
state. It is replaced, however, with the eight-bit data word 
stored in the processor's accumulator. Just as in the case of 
input, the address lines remain stable throughout the 
machine cycle. Inputs to the processor's main data bus are 
inhibited by the absence of DBIN, and the CPU generates a 
WR output signal to implement the data transfer. 

Referring again to sheet 2 of Figure 2-16, observe 
that WR is inverted and applied to A18-4. There it is ANDed 
with the inverted output of the OUT status latch, producing 
an I/O OUT signal which synchronizes the external transfer. 
Output data from the processor thus passes to its addressed 
destination, completing the output cycle. 

Interrupt Cycle 

From the point of view of the 8080 CPU, the 
interrupt cycle is simply a modified FETCH machine cycle. 



Externally, the operation of the CPU appears much the 
same. The sequence is as follows: 

An incoming INTERRUPT REQUEST enters the 
Central Processor Module asynchronously at pin #42, as 
shown in Figure 2-16 (sheet 1). It is gated through the 
11-1 2-13 section of a 7400 NAND-gate (A2), and applied to 
the clock input of a 7474 latch section (A4). Here the 
request is stored, until the processor can properly acknow- 
ledge it. The high at the latch's Q output is forwarded 
directly to the 8080's INTERRUPT input. 

After completing the machine cycle in progress, the 
processor acknowledges the interrupt. This it does by 
entering an alternative INTERRUPT machine cycle, rather 
than proceeding directly to the next instruction fetch. As 
we explained, the processor transmits an address during the 
INTERRUPT-T1 state, but the internal program counter is 
not incremented. As a result, the logic sequence of the 
interrupted program is maintained. When the interrupt has 
been processed, the main program may therefore be 
resumed with no loss of continuity. 

The processor publishes an INTA status bit during 
T1, identifying the machine cycle in progress as an 
INTERRUPT machine cycle. This bit is saved in the INTA 
status latch, and presented at the module's edge connector, 
as an external acknowledgement of the INTERRUPT 
REQUEST. At approximately the same time, the 8080 CPU 
disables its INTERRUPT input. This is an internal processor 
function, but the resulting low at the processor's INTE 
output is buffered and made available at the edge 
connector, to indicate that the INTERRUPT facility has 
been disabled. 

The output of the INTA status latch is forwarded to 
the control pin of the input multiplexer's second stage, 
causing the multiplexer to select and forward data at the 
interrupt instruction port to the processor's main data bus. 
Thus the processor interprets data at the interrupt port as 
an instruction, and executes it accordingly. The Central 
Processor Module returns to its normal mode of operation 
as soon as the INTERRUPT cycle is completed. 

Note that the INTA status bit is used within the 
module to reset the interrupt request latch, removing the 
request from the processor as soon as it has been 
acknowledged. By terminating the request promptly, the 
module's interrupt logic ensures that a spurious second 
INTERRUPT cycle is not generated inadvertently. 

Hold Operations 

The peripheral device requesting a hold applies a 
HOLD REQUEST at pin #51 of the Central Processor 
Module. The request is forwarded directly to the D input of 
a 7474 latch section where it is re-clocked and transmitted 
to the HOLD input of the processor. As explained, the 
8080 CPU responds to such a request during the next T3 
(or T4) state, by floating its address and data busses and by 
transmitting a HLDA signal which acknowledges the HOLD 
REQUEST. 
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If you refer back to Figures 2-9 and 2-10, however, 
you will observe that there is a brief delay between the 
rising edge of the HLDA signal and the actual floating of 
the busses. This makes it advisable to re-clock the HLDA, 
before using it to acknowledge the request externally. To 
achieve this purpose, HLDA is applied to the D input of a 
7474 latch section (A5) and re-clocked by the 02 timing 
pulse. The output of the latch, which now coincides with 
the processor's internal activity, is buffered and made 
available at pin #2 at the HOLD ACK signal. 

Refer now to the module schematic, Figure 2-16 
(sheet 1 ). Note that the re-clocked output of the hold ack- 
nowledge flip-flop is also used by circuitry on the module 
to perform the following functions: 

a) float the address bus 

b) float the data output bus 

c) float the I/O IN control line 

d) float the I/O OUT control line 

e) float the WRITE control line 

f ) enable the second stage of the input multiplexer 

g) float the DBOUT control line 

These functions may be verified by tracing out the 
distribution of the HOLD ACK signal, from its origin at 
A5-9 to the various points shown on the schematic diagram 
(Figure 2-16, sheet 1 and sheet 2). They assure the request- 
ing peripheral complete control of the memory's busses and 
control lines, until such time as the external HOLD 
REQUEST is removed. 

Note that the input multiplexer has to be enabled 
explicitly by the HOLD ACK signal. This is necessary, 
since the memory's data output lines have no other way of 
communicating with the input of the requesting peripheral. 
Note too, that the module's data output lines are inhibited 
by their common enabling line through the 8-9 section of 
A25. A25 is placed in a high impedence state with passive 
pull up allowing the requesting peripheral to override the 
hold logic when receiving data, from memory. By com- 
manding the module's DB OUT line directly, the DMA 
device can establish continuity between, its input lines and 
the output lines from memory. 

Whenever two or more peripherals in the same system 
have DMA capability, there is always a chance of conflect. 
One device may request a hold while the other is already in 
the process of conducting a transfer. Finding the HOLD 
ACKNOWLEDGE line enabled, the requesting device is 
liable to proceed with its intention to transfer data. It will 
come into direct conflict with the first device. 

To prevent this possibility, the processor module 
maintains a BUS BUSY status line. Pin #53 of the module 
is returned internally to the +5 Volt supply, through a 1K 
pull-up resistor. It becomes the logical responsibility of a 
device controller to monitor this line before requesting a 
hold. If the line is high, the operation may proceed. If not. 



it must wait. Any controller requesting a hold must clamp 
the BUS BUSY line, in order to protect its prior right of 
access. (Must also have a daisy chain between peripherals to 
establish tie breaking priorities). 



Reset 

The reset logic is shown on sheet 1 of the module 
schematic, Figure 2-16. 

An external RESET is applied to pin #52 of the 
Central Processor Module. It passes through the NOR-gate 
A32: 1-2-3 and is forwarded to the CPU's RESET input. 
The processor's internal program counter and instruction 
register are zeroed, as explained on page 24. 

However, there is also provision in the reset logic for 
the generation of an automatic RESET whenever the 
module is brought up from a power-down condition. 
Capacitor C24 charges to the level of Vqq through a 22K 
resistance, R23. Under normal operating conditions, the 
capacitor is fully charged. Whenever power to the module is 
interrupted, however, the capacitor discharges rapidly 
through the diode CR2. Thus, when power ultimately 
returns, the charge on the capacitor must be restored 
exponentially through R23. During this time, a low is 
applied to pin 2 of A32, and the output of the gate 
generates a RESET of the CPU. In this way, proper 
initialization of the processor is assured. 

Programmed Display 

Logic for the programmed display port is shown on 
sheet 2 of the Central Processor Module schematic, Figure 
2-16. 

As shown, a type 7430 NAND-gate is used to indicate 
coincidence whenever the address FF 16 is presented on the 
module's address bus. The output of the address gate is 
combined with the I/O OUT signal in a second gate (A27), 
inverted, and used to drive the common strobe inputs of 
the 3404 inverting latches shown in the upper right portion 
of the drawing. The coincidence of the address FF 16 and 
the I/O OUT signals accordingly causes these latches to 
record the data on the module's data out bus. Programs 
may write data into this port, for display on the 
INTELLECTS Console. 

UTILIZATION 

This section provides information on utilization of 
the imm8-83, for using the module outside the INTELLEC 
8/MOD 80 system. 

Installation 

In installing the Central Processor Module, the user 
must take account of: 
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a) environmental extremes 

b) mounting 

c) electrical connections 

d) power requirements 

e) signal requirements 

ENVIRONMENT 

Temperature extremes can cause instability, or result 
in permanent damage to the circuits on the module. 
Ambient temperature must therefore be maintained within 
the limits of 0° to 70° Centigrade. Exercise caution in 
locating the module, giving particular attention to radiant 
and conducive sources of heat. Remember that the module 
itself, when installed, will contribute some heat to the 
environment. Maintain an adequate clearance, to permit the 
convective dissipation of heat from the elements on the 
card. 

Relative humidity is not critical to the module's 
operation. 

MOUNTING 

Avoid locating the module near vibrating machinery. 
Exposure to prolonged or violent vibration may cause 
fatigue or impact failure of connections on the board, 
resulting in abnormally high noise levies or outright failure 
of the assembly. 

Dimensions of the module are 6.18 x 8.00 inches. Be 
sure to allow enough additional clearance to ensure 
adequate cooling. 

The module is designed to plug directly into a 
standard 100-pin, doub'e-sided PC edge connector. The 
connector will serve as a mounting, as well as an electrical 
junction, if the environment is not too severe. Card guide 
slots are desirable, for the additional protection they 
afford. Should vibration be a problem, however, or should 



the assembly be used in a portable equipment application, 
an additional retaining bracket will have to be provided. 
When mounting the board, remember that it is desirable to 
orient the assembly vertically wherever possible. This 
optimizes convective cooling of the components on the 
module. 

ELECTRICAL CONNECTIONS 

The basic power and control connections to the CPU 
Module are made through a standard 100-pin, double-sided 
PC edge connector (0.125" contact centers). CDC #VPB 
01C50E00A1 is one suitable type. Pin allocations on the 
connector are given in Table 2-4. 

POWER REQUIREMENTS 



The Central Processor Module requires DC power, at 
the following levels: 



Supply Volts 


Tolerance 


Typ Load 


Max Load 


+ 12 VDC 


±5% 


0.04 Amps 


0.06 Amps 


+5 VDC 


±5% 


1.00 Amps 


1.50 Amps 


-9 VDC 


±5% 


0.10 Amps 


0.15 Amps 



Refer to the pin list for power connections. 



SIGNAL REQUIREMENTS 

All data and control functions on the module are at 
TTL levels. Electrical characteristics of the inputs and 
outputs are given in Table 2-3 for the various types of IC 
devices. 

Signal discriptions and connector pin allocations are 
given in Table 2-4. 

Pin List 

The following section describes connector pin 
allocations on the Central Processor Module. The pins and 
their designated signal functions are listed in Table 2-4. 



CPU Module: D.C. Signal Characteristics 







Device Type 






Parameter 


74xx 


74Sxx 
74Hxx 


8093 


8095 


Unit 




High-level output current 


0.400 


0.500 


5.2 


5.2 


juA 


!ol 


Low-level output current 


16 


20 


16 


32 


mA 


i|H 


High-level input current 


0.040 


0.050 


0.040 


0.040 


MA 


IlL 


Low-level input current 


1.6 


2.0 


1.6 


1.6 


mA 



Table 2-3 
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CPU Module Output Connector 



Pin# Name 



Signal Function 



1 
2 
3 
4 
5 
6 

7 
8 
9 



22 
23 
24 
25 
26 
27 
28 
29 
30 
31 
32 
33 
34 
35 
36 
37 



CLKA 
DB OUT 
GND 
GND 
INT ACK 
STACK 

SYNCA 
T47 

I NT REQ 
LATCH 



REQUEST 



DB IN 

MDI0 

DB0 

MDI1 

DB1 

MDI3 

DB3 

MDI2 

DB2 

MDI5 

DB5 

MDI4 

DB4 

MDI7 

DB7 

MDI6 



T2 Synchronization 

Output Data Enabling 

Supply Common 

Supply Common 

Interrupt Cycle Status 

Stack Reference Cycle 
Status 

01 Modulo -8: F/P Logic 
Programmed Display Bit 7 
Interrupt Requested 



10 


01 (T1)* 


01 Processor Clock Out (T1) 


11 


MAD0 


Address Bit 0 


12 


MAD1 


Address Bit 1 


13 


MAD2 


Address Bit 2 


14 


MAD3 


Address Bit 3 


15 


MAD4 


Address Bit 4 


16 


MAD5 


Address Bit 5 


17 


MAD6 


Address Bit 6 


18 


MAD7 


Address Bit 7 


19 


MAD8 


Address Bit 8 


20 


MAD9 


Address Bit 9 


21 


WAIT 


Ready Flag from Memory 



Input Data Enabling 
Memory Input Data Bit 0 
Output Data Bit 0 
Memory Input Data Bit 1 
Output Data Bit 1 
Memory Input Data Bit 3 
Output Data Bit 3 
Memory Input Data Bit 2 
Output Data Bit 2 
Memory Input Data Bit 5 
Output Data Bit 5 
Memory Input Data Bit 4 
Output Data Bit 4 
Memory Input Data Bit 7 
Output Data Bit 7 
Memory Input Data Bit 6 



Pin # Name 



Signal Function 



38 
39 
40 
41 
42 

43 
44 
45 
46 
47 
48 
49 
50 
51 
52 
53 
54 
55 
56 
57 



59 
60 
61 
62 
63 
64 
65 
66 
67 

68 

69 
70 
71 
72 



DB6 
T4T 
T40 
T42 



INTERRUPT 
REQ 

-9 VDC 

-9 VDC 

T43 

HOLD ACK 
-12 VDC 
-12 VDC 
+ 12 VDC 
+ 12 VDC 
HOLD, REQ 



RESET 
BUS BUSY 
I/O OUT 
OSC 

HLT INT REQ 



IN JAM 



ENABLE 



58 MEM WRITE 



CYCLE 
MAD13 
MAD12 



WAIT 



HLT ACK 
CLKB (T3)* 
I/O CYCLE 
MAD15 
MAD14 
MEM READ 



CYCLE 



FETCH CYCLE 

NO 
IN0 
111 
IN1 



Output Data Bit 6 
Programmed Display Bit 1 
Programmed Display Bit 0 
Programmed Display Bit 2 
Initiate External Interrupt 

Vbb Source Power 
V BB Source Power 
Programmed Display Bit 3 
Acknowledge Hold Request 



Vqd Source Power 
Vqd Source Power 
Initiate External Hold 
Initiate External Reset 
DMA In Progress Signal 
I/O Output Strobe 
32 MHz Oscillator Output 
Processor Restart Interrupt 
Disable I/O IN Strobe 

Memory Write Cycle 
Status 

Address Bit 13 

Address Bit 12 

Wait Request Acknowledge 

Halt Cycle Status 

Processor Cycle SYNC 

I/O Cycle Status 

Address Bit 15 

Address Bit 14 

Memory Read Cycle 
Status 

Instruction Fetch Cycle 
Status 

Interrupt Instruction Bit 0 
Peripheral Input Bit 0 
Interrupt Instruction Bit 1 
Peripheral Input Bit 1 



Table 2-4 



*imm8-82 function 
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CPU Module Output Connector 



Pm# 


Name 


Signal Function 


Pm# 


Name 


Signal Function 


73 


II3 


Interrupt Instruction Bit 3 


88 


CLKB (T3A)* 


Processor Sub-Cycle SYNC 


74 


INT DISABLE 


Interrupt Disabled Flag 


89 


02 


02 Processor Clock Out 


75 


INT CYCLE 


Interrupt Cycle Status 


90 


T44 


Programmed Display Bit 4 


76 


IN3 


Peripheral Input Bit 3 


91 


T45 


Programmed Display Bit 5 


77 


II2 


Interrupt Instruction Bit 2 


92 


T46 


Programmed Display Bit 6 


78 


IN2 


Peripheral Input Bit 2 


93 


RAM MOD 


RAM Memory SYNC Select 


79 


IN5 


Peripheral Input Bit 5 




ENABLE 




80 


II4 


Interrupt Instruction Bit 4 


94 


MAD1 1 


Address Bit 1 1 


81 


IN6 


Peripheral Input 6 


95 


WRITE 


Memory Write Strobe 


82 


■ — 
I/O IN 


I/O Input Strobe 


96 


MAD10 


Address Bit 10 


83 


1 1 5 


Interrupt Instruction Bit 5 


97 


PROM MOD 


PROM Memory SYNC 








ENABLE 


Select 


Of 


1 1x1*+ 


renpnerai input dii h 








85 




98 


01 


01 Processor Clock Out ! 


116 


Interrupt Instruction Bit 6 












99 


+5 VDC 


Vcc Source Power 


86 


IN7 


Peripheral Input Bit 7 








87 


117 


100 


+5 VDC 


V cc Source Power 


Interrupt Instruction Bit 7 







Table 2-4 (cont'd.) *imm8-82 function 
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The imm8-61 Input/Output Card has been designed 
to provide the user with an input/output facility containing 
four individually addressable input ports, two of which pro- 
vide built-in Teletype interfacing and control and four 
individually addressable output ports, again with two of the 
ports providing Teletype interfacing. The need for separate 
external Teletype controllers is thereby eliminated, as is the 
need to design input and output facilities. 

The imm8-61 Card has been designed to allow four 
cards to be used in an INTELLEC 8/MOD 80 system, with 
each card having a unique address by which it is referenced. 
The imm8-61 Card includes all logic necessary to support a 
multi-card implementation. Though each imm8-61 module 
has only four input ports and four output ports, the com- 
bination of two sets of jumpers and four useable card posi- 
tions allows implementation of ports 0-63 (out of a pos- 
sible 256) with four imm8-61 modules. 

Although the imm8-61 Card has been designed to 
support the Intel imm8-83 Central Processor Card, it may 
be used in any application which can use its easily imple- 
mented input/output sub-system, its integral Teletype com- 
munications facilities, its great flexibility, and its low cost. 

This section describes the operation and implementa- 
tion of the imm8-61 Input/Output Card at three levels; first, 
the operation of the imm8-61 is described on a basic func- 
tional level; second, theory of operation is provided; third, 
necessary information to effectively use the imm8-61 Card 
is given. This last section covers such areas as user-available 
options, signal and installation requirements, etc. 

THE imm8-61 INPUT/OUTPUT CARD - 
GENERAL FUNCTIONAL DESCRIPTION 

This section describes the operations of the imm8-61 
Input/Output Card in general functional terms, and is di- 
vided into six subsections. The first subsection describes 
the five functional units which enable all of the operations 
performed by the card. The second subsection describes 
the Module Select and Port Select operations, as these two 



operations are common to all other operations performed 
by the card. The third subsection describes a typical input 
operation, showing the interrelationship of the functional 
blocks in that operation. The fourth subsection describes an 
output operation in similar terms, while the fifth and sixth 
subsections describe, respectively, Teletype input and Tele- 
type output operations. 



Figure 3-1. I/O Functional Block Diagram. 



TTY DATA IN 




TELETYPE 
COMMUNICATIONS 



TTY DATA OUT 



INPUT OUTPUT 
PORT PORT 
SELECT SELECT 



> OUTPUT 



PORT 
DECODE 



MODULE 
ENABLE 



INPUT DATA 
(8 BITS) 



MODULE 
DECODE 



T~T 



SELECTIVE SIGNAL 
ROUTING BY 
MOTHER BOARD 

MEMORY ADDRESS 
DATA FROM 



^3 



OUTPUT DATA 
(8 BITS) 



•INVERTER CIRCUITS 



CENTRAL PROCESSOR 
(16 BITS) 



39 



The Functional Units 

In order to describe its operation, the imm8-61 Card 
can be divided into five functional units: 

1) The Module Decode Block, which determines which 
card is to be utilized for an operation when more 
than one card has been installed in a system. 

2) The Port Decode Block, which determines which 
of the 64 possible input and output ports is to be 
used for an operation. 

3) The Input Block, which contains the four input 
ports and their associated logic. 

4) The Output Block , which contains the four output 
ports and their associated logic. 

5) The Teletype Control Block, which receives data 
from, and transmits data to the Teletype, and 
which performs the necessary conversion of the 
data (serial to parallel in the case of Teletype 
Input, and parallel to serial in the case of Teletype 
output). 

Each operation performed by the imm8-61 Card uses 
one or more of these units in its execution. 

A block diagram of the imm8-61 Input/Output Card, 
showing the five functional units and their interrelation- 
ships, is given in Figure 3-1, and should be referred to when 
reading the rest of this section. 

Module and Port Select Operations 

The first operation performed by the imm8-61 Card 
is always a Module and Port Select operation. A Module and 
Port Select operation is performed via the following steps: 

1) The Central Processor (Intel imm8-83 or equiva- 
lent) sends an I/O Address to the Module Select 
and Port Select Blocks. This I/O Address contains 
the information necessary to specify which card 
is to be used for an operation (in a multi-card sys- 
tem), what type of operation is to be performed 
(Input or Output), and which port is to be used for 
that operation. Both the complemented and non- 
complemented levels on the high-order address lines 
are returned to the mother-board, in turn, selec- 
tively returns either the complemented or non- 
complemented level for each of the high-order ad- 
dress bits (depending on the card position) to the 
module decoder(s), on lines DS 10, 1 1, 14 and 15. 
Thus the position of a module determines which 
sixteen addresses (of a possible 64) it will respond 
to. Jumpers on the I/O module's Port Decode Block 
(jumping address lines 12 and 13) in turn, deter- 
mine which four of these sixteen addresses are 
recognized. 

2) The selected card is identified by the card's Module 
Select Block, which generates an enable signal 
which is transmitted to the rest of the card logic. 



3) The Port Decode Block, on the selected card, deter- 
mines which of the actual eight ports is being ad- 
dressed by the I/O Address (0-63). It then sends 
enabling signals to either the Input or the Output 
block, depending on whether an Input or Output 
port was addressed. 

This sequence of operations takes place before every 
I/O operation. 

Input Operation 

An input operation is performed in order to obtain 
data from an external source and to present it to the Cen- 
tral Processor. The imm8-61 Input/Output performs an in- 
put operation in the following steps: 

1) The data from the external device is brought into 
the Input block. 

2) When the proper enabling signals are generated by 
the Module Decode and Port Decode blocks, the 
data which has been input from the external device 
to the Input block is sent out to the Central Proces- 
sor on the Input Data bus. 

Output Operation 

An output operation is performed in order to receive 
data which is sent out from the Central Processor and to 
hold it for use by an external device. The imm8-61 Card 
executes an output operation in the following steps: 

1) The Central Processor sends the I/O Address (0-63) 
to the imm8-61 Card, and a Module and Port Select 
operation is performed. 

2) The Central Processor sends the data which is to be 
output to the Output block. 

3) The data is placed into the selected output port, 
under control of enabling signals generated during 
the Module and Port Select operations. 

4) The data is held in the selected output port for use 
by the external device associated with that port. 

Note that data is held in an output port until another 
output operation is performed using the same output port. 

Teletype Input Operation 

A Teletype Input operation is performed in order to 
accept information from an ASR-33 Teletype or Teletype- 
compatible device, and to send that data to the Central 
Processor. It is performed in the following steps: 

1) Data from the Teletype is sent to the Teletype 
Control block. 

2) The Teletype Control block converts the data to a 
form useable by the Input block, and sends the data 
and status signals to the Input block or input ports 
Oand 1. 

3) When the proper enabling signals are sent to the 
Input block by a Module and Port Select operation 
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the Teletype data is sent out to the Central Pro- 
cessor on the Input Data bus. 

Note that a Teletype Input operation differs from a 
non-Teletype Input operation only in that the Teletype 
Control block acts as a buffer between the Teletype and the 
Input block. 

Teletype Output Operation 

A Teletype Output operation is performed in order to 
send information from the Central Processor to the ASR-33 
Teletype or Teletype-compatible device, and is performed 
in the following steps: 

1) The Central Processor sends an I/O Address spec- 
ifying output port 0 to the imm8-61 Card, and a 
Module and Port Select operation is performed as 
described in Module and Port Select Operations. 

2) Teletype output data is sent by the Central Proces- 
sor to the Output block via the Output Data bus. 

3) The Teletype data is placed into output port 0 
under control of the enabling signals generated by 
the Module and Port Decode blocks during the 
Module and Port Select operation. 

4) The data in output port 0 is sent to the Teletype 
Control block, which converts it into a form useable 
by the Teletype. 

5) The Teletype Control block sends the converted 
data to the Teletype. 

Note that an output operation to the Teletype is equi- 
valent to a normal non-Teletype Output operation in which 
the Teletype Control block is used as the external device. 



imm8-61 INPUT/OUTPUT CARD - 
THEORY OF OPERATION 

This section describes, in detail, the theory of opera- 
tion of the imm8-61 Input/Output Card. The circuit-level 
implementation of the features described will be given. 

Module Selection 

If more than one imm8-61 Card is present in a sys- 
tem, provisions must be made for an operation to select one 
card. This capability is provided by the Module Decoding 
Circuits. 

Module address information is brought to imm8-61 
Card edge pins; the module address is complemented by a 
series of inverting latches and the complemented address is 
present at additional imm8-61 Card edge pins. The user 
selects an address for each imm8-61 Card, and implements 
the address by selecting a set of Address and Complemented 
Address signals; selected signals are externally jumpered to 
the Module Selection circuits, which combine the incoming 
signals through a NAND gate (A16) to provide the enabling 
signal which is sent to other circuitry on the card. 



The high-order six address lines are input through 
an inverting latch. Both the complemented and non- 
complemented forms of the address bits are returned to the 
motherboard. The motherboard, in turn, selectively returns 
either the complemented or non-complemented form of bits 
10, 11, 14 and 15 (on lines DS 10, 11, Hand 15), depend- 
ing on the card position. DS 10, 11, 14 and 15 are input to 
the enabling NAND gate (A16). Address lines 12 and 13 are 
also input to gate A16, however, these lines are routed 
through jumpers 20 and 23, respectively, on the I/O module. 
The jumpers enable either the complemented or non- 
complemented form of these address lines to gate A16. 
These jumpers determine which four of the sixteen ports, 
assigned to this card position, will actually be recognized 
by the Module Decoding Circuits (see Table 3-1). 

If the high-order six address bits specify one of the 
four port addresses recognized by the I/O module, gate A16 
generates the module select enabling signal. 



Port Addresses Enabled by I/O Module Jumpers 



Card 
Position 


Jumpers 


20-21 
2324 


20-22 
23-24 


20-21 
23-25 


20-22 
23-25 


0 


0-3 


16-19 


32-35 


48-51 


1 


4-7 


20-23 


36-39 


52-55 


2 


8-11 


24-27 


40-43 


56-59 


3 


12-15 


28-31 


44-47 


60-63 



Table 3-1. 



Input Operations 

Input operations on the imm8-61 Input/Output Card 
are handled with the Input Circuits. These are shown on the 
left in the I/O Module Schematic, Figure 3-2. 

The first step in an input operation is the transmission 
of an I/O Address to the imm8-61 Card from the Central 
Processor. This I/O Address contains Module and Port Selec- 
tion information which is necessary to determine which port 
is to be used for a particular operation. 

The Module Selection information is processed by the 
Module Select Circuits, and causes the Module Enable signal 
to be produced. This signal is led to the Input Decoder chip, 
where it is used as an enabling signal. 

When it is enabled by the Module Enable signal, and 
the I/O IN signal sent by the Central Processor, the Input 
Decoder uses the Port Selection information contained in 
the I/O Address to produce one of four Port Enable signals. 
The Port Selection information comes onto the imm8-61 
Card on lines MAD8 and MAD9. 

The Port Enable signals are led to the four Input Port 
Multiplexers, and are used to gate one set of input signals 
through the Input Port Multiplexers onto the Input Data 
Bus, where the data is available for use by the Central Pro- 
cessor. Timing is shown in Figure 3-3. 
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Output Operations 

Output operations on the imm8-61 Input/Output Card 
are handled by the Output Circuits, shown on the right in 
Figure 3-2. 

An Output operation begins with the transmission of 
an I/O Address to the imm8-61 Card from the Central Pro- 
cessor. This I/O Address contains Module and Port Selection 
information which is used to determine which output port 
is to be used for a particular operation. 

The Module Selection information is processed by the 
Module Select Circuits and cause the Module Enable signal 
to be produced. This signal is led to the Outout Decoder 
chip. 

The Central Processor then sends the data which are 
to be output to the imm8-61 Ca rd on lin es DB0-DB7. Along 
with the output data is sent the I/O OUT signal, which is led 
to the Output Decoder and is used as a second enabling 
signal. 

When the Output Decoder is enabled by the two 
enabling signals Module Enable, and I/O OUT, it uses the 
Port Selection information contained in the I/O Address to 
produce one of four Port Enable signals. The Port Selection 
comes into the imm8-61 Card on lines MAD8 and MAD9. 

The Port Enable signals are used to gate the output 
data sent by the Central Processor into the proper Output 
Port Latches. The data is held in the Output Port Latches 
until another output operation is executed using that output 
port. Timing is shown in Figure 3-3. 

Teletype Communications 

Teletype communications can be handled directly by 
the imm8-61 Input/Output Card, rather than requiring a 
separate Teletype communications interface and controller. 



This function is performed by the Teletype Communica- 
tions Circuits, shown in the upper central section of Figure 
3-2. 

Teletype Communications on the imm8-61 Card are 
handled through Input Ports 0 and 1 and Output Ports 0 
and 1. Input Port 0 handles Teletype data which are to be 
input to the Central Processor; Input Port 1 handles Tele- 
type status information. Output Port 0 holds the data which 
are output from the Central Processor to the Teletype, and 
Output Port 1 holds the control data used to control Tele- 
type communications. All Teletype input and output opera- 
tions, with the exception that the on-card Teletype Com- 
munications Circuits are used as the input and output device 
for Teletype operations. 

The heart of the Teletype Communications Circuits 
of the imm8-61 Card is the Universal Asynchronous Trans- 
mitter/Receiver chip, or UART. This device receives the serial 
data word which is sent by the Teletype, and converts it to 
the eight-bit parallel data format used by the imm8-61 Card. 
It also translates the eight-bit data output by the imm8-61 
Card. It also translates the eight-bit data output by the 
imm8-61 Card into the serial data word which is used by the 
Teletype. 

The UART requires a clock with a frequency of six- 
teen times the baud (bits per second) rate at which it is to 
transmit. This clock is provided on the imm8-61 Card by a 
crystal clock generator which provides a 4.9562 MHz signal. 
This signal is used to clock a series of two synchronous 
counters, each of which provides a "divide-by-sixteen" func- 
tion, thus producing a 19.36 kHz signal. This signal can be 
used directly, providing 1200 and 2400 baud transmission 
rates suitable for Teletype-compatible high-speed terminals, 
or it may be used to clock another synchronous counter. 
This third counter is set up to provide a "divide-by-eleven" 
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Figure 3-3. I/O Module Timing 
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capability, and will provide a 1.76 kHz signal which, when 
used as the UART clock, will provide a 110 baud trans- 
mission rate, the standard rate for ASR-33 Teletype com- 
munications. 

A Teletype input operation begins with the trans- 
mission by the Teletype of a data word. This Teletype data 
is brought onto the imm8-60 Card by way of edge pins as 
signal TTY XMITR. Since the Teletype information is en- 
coded as variations in current flow, while the UART oper- 
ates with changes in voltage, the Teletype signal must be 
converted to a form acceptable to the UART. This is done 
with transistor Q2 and its associated circuitry. The signal 
from transistor Q2 is led to the UART Receive Data Input, 
and the UART converts it into the parallel data used by the 
imm8-61 and then sends the converted data word to Input 
PortO. It also sends status information to Input Port 1. This 
status information includes Parity Error (PE), Overflow 
Error (OE), Framing Error (FE), and Data Available (DA). 
The Central Processor can then execute a normal input 
operation as described on page 40 in order to obtain 
the Teletype data. 

A Teletype output operation is executed simply by 
sending the data which are to be output to the Teletype to 
Output Port 0 via an output operation. The data which are 
to be sent to the Teletype are latched into Output Port 0 
Latch, and sent to the UART. The same enabling signal 
which was used to latch the data into the Output Port Latch 
is used to enable transmission by the UART. NOTE: Before 
a transmission is attempted, Input Port 1 must be inter- 
rogated to determine TTY status. The Parallel data will be 
translated to the serial data format required by the Tele- 
type, and will then be sent to Q3 and Q4, where the neces- 
sary conversion from voltage to current coding takes place. 
The converted signal is then sent to the Teletype as TTY 
RCVR. 




Figure 3-4. Relay Circuit (Alternate) 



A special feature has been implemented on the 
imm8-61 Card in order to simplify Teletype paper tape 
reader operations. Provisions have been made to enable 
strobing of the paper tape reader one character at a time. 
This operation is performed when the Central Processor 
outputs a 1 in the high-order bit of Output Port 1. This 
signal sets a latch made up of two NAND gates, which in 
turn produce a signal which is sent to the Teletype paper 
tape reader as TTY RDR CTL. When a character is read by 
the Teletype paper tape reader and transmitted to the 
imm8-61 Card, the signal generated by that transmission, 
TTY XMITR, resets the latch, causing the TTY RDR CTL 
signal to fall. 

The Teletype Communications Circuits may be reset 
by a system reset signal. This is done by bringing the signal 
RESET onto the card, inverting it through an inverting 
latch, and applying it to the Master Clear input of the 
UART. This will initialize the UART, and prepare it for 
further operations. 

imm8-61 INPUT/OUTPUT CARD - 
UTILIZATION 

This section describes the options available to the 
user of the imm8-61 Input/Output Card, and also gives the 
information necessary to the user for proper installation and 
operation of the card. There is a wide range of user-available 
options on the imm8-61 Card, including the choice of usable 
addresses, the choice of whether or not to use the Teletype 
Communications Circuits, and the choice of a 1 10, 1200 or 
2400 baud rate for data transmissions. 

User-Available Options 

By changing a module's card position or by changing 
jumper connections on an I/O module, the user can choose 




Figure 3-5. Distributor Trip Magnet 
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the port addresses that a particular I/O module will recog- 
nize. Recall that each I/O module has four input ports and 
four output ports. For any one combination of card posi- 
tion and jumper connections, the module will respond to 
four addresses (one for each input or output port), but by 
changing the combinations, the module can be dedicated 
to respond to any address between 0 and 63. Table 3-1 lists 
all of the usable combinations. 

This option allows a user to develop and debug pro- 
grams that access up to 64 different input and output device 
addresses, on an INTELLEC 8/MOD 80 system even though 
the system actually includes only 16 input and 16 output 
ports. The option allows lower hardware costs without 
impeding development. 

If it is desired, the imm8-61 Input/Output Card's 
internal Teletype Communications Circuits may be disabled 
by removing the UART chip. If this is done, pull-up resis- 
tors (resistor pack RP1) must be added to the input data 
lines on Input Ports 0 and 1. The UART may also be dis- 
abled by tying its output enable lines RDE and FDE to 
+5v. 

Teletype input and output can be accomplished with- 
out the use of the UART; that is, on a serial program- 
controlled basis, by positioning jumpers as follows: 

Output: 10-12 instead of 10-11 
Input: 7-8 instead of 8-9 

When the Input/Output Module is used for the Tele- 
type operations, the user must ensure that no device other 
than the Teletype is connected to Input Ports 0 and 1 or 
Output Ports 0 and 1. 

The different baud rates can be chosen by position- 
ing jumpers as follows: 




Figure 3-6. Mode Switch 



110 baud: connect jumpers 18-19; 

jumper connections 16-18 and 17-18 
should be open. 

1200 baud: connect jumpers 16-18; 

jumper connections 18-19 and 17-18 
should be open. 

2400 baud: connect jumpers 17-18; 

jumper connections 18-19 and 16-18 
should be open. 

The imm8-61 Card has been designed to optionally 
interface with the Intel imm6-76 PROM Programmer Card. 
This card uses Input Port 2 for a PROM Data Out Port, and 
Output Ports 1, 2 and 3 as PROM Control In, PROM 
Address IN, and PROM Data IN, respectively. It is neces- 
sary to ensure, if this option is used, that no other device 
will attempt to use these ports while PROM programming 
operations are in progress. 

Installation Data 

o o 

Operating Temperature: 0 to +70 C 

DC Power Requirements: +5v± 5%, .820A Max 

-9v± 5%, .030A Max 

Connector: Dual 50-pin, 0.125 in. centers 

Teletype Modifications 

The ASR-33 Teletype must receive the following 
internal modifications and external connections. 

Internal Modifications 

1) The current source resistor value must be changed 
to 1450 ohms. This is accomplished by moving a 
single wire (see Figure 3-8). 




Figure 3-7. Terminal Block 
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2) A full duplex hook-up must be created internally. 
This is accomplished by moving two wires on a 
terminal strip (see Figures 3-7 and 3-9). 

3) The receiver current level must be changed from 
60mA to 20mA. This is accomplished by moving a 
single wire (see Figure 3-7 and 3-9). 

4) A relay circuit must be introduced into the paper 
tape reader drive circuit. The circuit consists of a 
relay, a resistor, a diode, a thyractor and a suitable 
mounting fixture. This change requires the assem- 
bly of a small "vector" board with the relay circuit 
on it. It may be mounted in the Teletype by using 
two tapped holes in the base plate (see Figure 3-4). 
The relay circuit may then be added without altera- 
tion of the existing circuit (see Figures 3-5, 3-6, 
and 3-7). That is, wire "A" (Figure 3-9), to be 
connected to the brown wire in Figure 3-5, may be 



spliced into the brown wire nearits connectorplug. 
The "line" and "local" wires must then be con- 
nected to the mode switch. (See Figures 3-6 and 
3-9). 

EXTERNAL CONNECTIONS 

1) A two-wire receive loop must be created. This is 
accomplished by the connection of two wires be- 
tween the Teletype and the SYSTEM in accordance 
with Figure 3-9. 

2) A two-wire send loop similar to the receive loop 
must be created. (See Figure 3-9). 

3) A two-wire tape reader loop connecting the reader 
control relay to the SYSTEM must be created. (See 
Figure 3-9). 
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NOTES: UNLESS OTHERWISE SPECIFIED 

CUSTOMER EXTERNAL CONNECTIONS 
ITEMS WITHIN DASHED LINES REPRESENTS 
CUSTOMER REQUIRED MODIFICATIONS 
IM IS INTERNAL MODIFICATION 
EC IS EXTERNAL CONNECTION 
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Figure 3-9. TTY Modification 
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The imm8-63 Output Card contains logic which 
enables its use as a self-contained output module with eight 
(8) individually addressable output ports, each of which 
holds an eight-bit byte of data sent by a Central Processor 
(such as Intel's imm8-63) for use by an external device. It 
also contains logic which enables the use of more than one 
card in any system, with each card individually addressable. 



The Central Processor then sends the data which is to 
be output to the imm8-63 Card. The data is routed to the 
Output Port block and is gated into the particular port 
which was enabled previously by the Port Decode Block. 
The data are then latched and held for use by the external 
device associated with that output port. 



GENERAL FUNCTIONAL DESCRIPTION 

The imm8-63 Output Card may be divided into three 
functional units as shown in Figure 4-1 : 

• The Module Decode Block 

• The Port Decode Block 

• The Output Port Block 

The Output Port Block contains eight output ports, 
each of which can communicate with a separate external 
device. The Port Decode Block determines which of the 
eight ports is to be used for an operation. 

During an output operation, the Central Processor or 
equivalent device, sends an I/O Address to the Output Card. 
This information is used by the Module Decode Block to 
enable output operations (for the particular module being 
addressed, if there is more than one in the system), and is 
also used by the Port Decode Block to enable the specific 
output port which is to be used for output. 
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Figure 4-1. Output Module Functional Block Diagram 



DETAILED FUNCTIONAL THEORY 

This section describes in detail the operation of the 
imm8-63 Card. Actual circuit-level implementation of the 
features described as functional blocks in the previous sec- 
tion are given. 

Module Decoding 

If it is desired to use more than one imm8-63 Output 
Card in a given system, some provision must be made to 
enable selection of the particular card which is to be used, 
out of all of those available. This function is provided by the 
Module Decoding Circuits, shown in detail in Figure 4-2. 

As shown in Figure 4-2, the Module Address informa- 
tion is brought to the imm8-63 Card edge pins and is led to 
edge pins. The motherboard, in turn, selectively (according 
to card position) return the proper set of address and in- 
verted address signals to the OUT MOD SEL gate (A14) in 
the Module Decoding Circuits. In addition, address lines 12 
and 13 are routed through jumper connections which pro- 
vide either an inverted or non-inverted form of the address 
12 and 13 signals to the OUT MOD SEL gate (A14). If all 
the input lines to gate A14 specify that the module is 
selected, the OUT MOD SEL signal is generated. 

Port Decoding 

Once the proper module has been selected, as dis- 
cussed in the previous subsection, an additional selection 
must be made: that of one of the eight output ports which 
are on each imm8-63 Card. This function is performed by 
the Port Selection circuits, shown in detail in Figure 4-2. 
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In order to select one of the eight output ports, three 
data lines are led to the Port Decoder. When enabled by the 
OUT MOD SEL signal, the Port Decoder will decode the 
three incoming Port Select signals and will issue an enabling 
signal to one of the eight output ports. 

Output Operations 

In a typical output operation, the following steps will 
be executed (refer to Figure 4-2, the Schematic Diagram): 

1) The Central Processor sends an I/O Address to the 
imm8-63 Module on lines MAD8-15. 

2) The Module Decoding and Port Decoding circuits 
decode the incoming I/O Address, and send enab- 
ling signal OUT STB to the proper output port. 

3) The Central Processor sends the data which are to 
be output to the imm8-63 Card, along with an Out- 
put enabling sign al, I/O O UT. I/O OUT activates 
the internal signal OUT STB. 

4) The data which have been sent to the imm8-63 
Card are latched into the proper output port by 
signal OUT STB, where they are held for use by 
external equipment. The data are held until another 
output operation using the selected port takes 
place, at which time they are replaced by the new 
incoming data. 

The timing of the output operation is shown in Fig- 
ure 4-3. 



CARD UTILIZATION 

The user has the capability of choosing which eight 
addresses an imm8-63 will respond to; the user can assign 
any group of addresses between 0 and 63. This section des- 
cribes how to use the addressing option, and also supplies 
a complete list of the imm8-63 card edge pins and their 
associated signals. 

User Options 

A combination of card positioning and jumper con- 
nections (on the Output Modules) determines which eight 
addresses each module will recognize. Table 4-1 lists the pos- 
sible combinations of card position and jumper connections, 
and the address groups associated with each combination. 



imm8-63 Addressing Options 



Card 
Position 


Jumpers 


1-2 
5-6 


2-3 
5-6 


1-2 
4-5 


2-3 
4-5 


0 


0-7 


16-23 


32-39 


48-55 


1 


0-7 


16-23 


32-39 


48-55 


2 


8-15 


24-31 


40-47 


56-63 


3 


8-15 


24-31 


40-47 


56-63 



Table 4-1 
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Figure 4-3. Output Module Timing 
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The imm6-28 Random Access Memory Card has been 
designed to provide a user with a 4,096 (4K) 8-bit words of 
random-access memory, which may be used as a computer 
system's memory device. 

More than one imm6-28 card may be included in a 
system, for example, the imm8-83 Central Processor card 
can address up to 16,384 words of memory on four separate 
imm6-28 cards. 

Although the imm6-28 Random Access Memory Card 
has been designed to support the Intel imm8-83 Central 
Processor Card, it can be used in any other system which 
requires 4K x 8 bits of RAM storage. 

THE imm6-28 RANDOM ACCESS MEMORY 
CARD-GENERAL FUNCTIONAL DESCRIPTION 

This section describes the operation of the imm6-28 
Random Access Memory Card in general functional terms, 
and is divided into four subsections. 
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Figure 5-1. RAM Module Functional Block Diagram 



The Four Functional Units 

In order to describe its operation, the imm6-28 card 
has been divided into four functional units: 

1) The Address Control Block, which determines 
which card is to be used for a memory operation, 
and which memory location on that card is being 
addressed. 

2) The Operation Control Block, which controls the 
execution of all operations performed by the card. 

3) The Read/Write Buffers, which buffer the data 
which is read from or written into memory. 

4) The Memory Block, which contains the actual 
memory components. 

Each operation performed by the imm6-28 card uses 
at least one of these functional units. 

A block diagram of the imm6-28 card, showing the 
four functional units and their interrelationship, is given in 
figure 5-1, and should be referred to when reading the rest 
of this section. 



Memory Addressing Operations 

In order to send data to a memory location, or to 
read data from a location, it is necessary to specify the 
location which is to be accessed. This function is provided 
by the memory Address, a group of signals which represent 
the Central Processor. Once the Memory Address is received 
to select the correct location for a Memory Read or Write 
operation. 

The Address Control Block performs Memory Address 
decoding on the imm6-28 card; it receives the Memory 
Address, and translates it into three types of signals: Module 
Enabling signals, which enable the selected 4K segment of 
the memory; Block Enabling signals, which enable one 1024 
word block within the larger 4K segment; and Address sig- 
nals, which access one word within the 1024 word block. 
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Memory Write Operations 

A Memory Write Operation is executed in order to 
load data into a selected memory word; it is executed in the 
following steps: 

1) The Memory Address for the word which is to be 
written into is sent to the imm6-28 card by the 
Central Processor. 

2) The Address Control Block receives the Memory 
Address and generates the signals necessary to 
access the addressed memory location. 

3) The Central Processor sends a data word to the 
imm6-28 card, where it is received by the Read/ 
Write Buffer. The central Processor also sends con- 
trol signals to the Operation Control Block which 
indicate a Memory Write operation. 

4) The Operation Control Block generates signals 
which cause data in the Read/Write Buffer to be 
written into the selected memory location in the 
Memory Block. 

Memory Read Operations 

A Memory Read operation is performed in order to 
read data from a selected memory location into the Central 
Processor; it is executed via the following steps: 

1) The Memory Address which is to be read is sent 
to the imm6-28 card by the Central Processor. 

2) The Address Control Block receives the Memory 
Address and generates signals necessary to access 
the addressed memory location. 

3) The Central Processor sencjs control signals to the 
to the Operation Control Block which indicate a 
Memory Read operation. 



4) The Operation Control Block generates the control 
signals necessary to cause the contents of the se- 
lected memory location to be sent from the Mem- 
ory Block to the Read/Write Buffer, whence they 
are sent on to the Central Processor. 

THE imm6-28 RANDOM ACCESS MEMORY 
CARD-THEORY OF OPERATION 

This section describes the theory of operation of the 
imm6-28 card in detail giving the circuit-level implementa- 
tion of the features. 

Physical Memory Implementation 

The actual memory of the imm6-28 card is made up 
of thirty-two Intel 2102 Random Access Memory chips, 
each having a capacity of 1024 one bit words. Since the data 
word used by the imm6-28 card has a total of eight bits, 
the 2102 memory chips are tied together in blocks of eight, 
with each of the eight chips in the block handling one of 
the eight data bits; this results in a basic block of 1024 
eight-bit words. Since there are four blocks per card, each 
imm6-28 card has a capacity of 4096 eight-bit words. 

By combining more than one card in a system, mem- 
ory size can be increased in increments of 4096 words. 

Memory Address Decoding 

Since more than 4096 words of memory can be ad- 
dressed by a Central Processor, the imm6-28 card includes 
address decoding circuits (see Figure 5-2) which allows a 
Central Processor to select one imm6-28 memory card. 

The Memory Address which the Central Processor 
sends to the imm6-28 cards consists of sixteen bits of infor- 
mation, organized as a sixteen digit binary number, with the 
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Figure 5-2. RAM Memory Module Timing 
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low order bit on line MADO and the highest order bit on 
line MAD 15. The Address Decoding Circuits use this sixteen- 
bit address as follows: 

1) Since the high-order four bits of the Memory Ad- 
dress effectively divide the possible memory loca- 
tions into sixteen units of 4096 words each, they 
are used to enable the particular card which is to be 
used for a given memory operation. This is accom- 
plished by bringing lines MAD12-MAD15 onto the 
imm6-28 card edge pins, inverting them to form 
MAD12-MAD15, and then sending these inverted 
Memory Address signals out on another set of card 
edge pins. External jumpers are then used to tie 
the proper combination of Memory Address and 
inverted Memory Address signals to the four input 
lines to the Access Enable Gate, MOD SEL 12-MOD 
SEL 15. When the proper Memory Address is sent 
to the imm6-28 card by the Central Processor, the 
Access Enable Gate will produce a Module Enable 
signal which is used to enable all memory opera- 
tions for that card. 

2) The next two bits of the Memory Address, MAD10 
and MAD11, select one of the four 1024 word 
Latches which are enabled by the Access Enable 
Gate's Module Enable signal. The two signals are 
then latch ed into the Address Latches by signal 
ADR STB, sent by the Central Processor, and are 
sent to a group of four NAND gates in both their 
original and their inverted form. The four NAND 
gates decode the two Memory Address bits into 
one of four Chip Enable signals. The Chip Enable 
signals are used to enable the proper block of eight 
chips (1024 eight-bit words) out of the four blocks 
available on each imm6-28 card. 

3) The ten low-order bits of the Memory Address, 
MAD0-MAD9, are tied to Address Latches which 
are enabled by the Access Enable Gates. They are 
then sent to all of the individual memory chips, 
which use them to enable the proper location out 
of the 1024 available. 

Memory Read Operations 

A Memory Read operations is initiated by the Central 
Processor. It sends a sixteen-bit Memory Address to the 
imm6-28 card, which decodes the address to select one 
particular memory location. 

The Central Processor also sends signal Write/Read to 



the imm6-28 card. In its TRUE state, this signal indicates a 
Write operation, therefore, during a Read operation, it will 
be FALSE. Signal Write/Read is inverted and applied to a 
NAND gate along with the Module Enable signal. The NAND 
gate produces a signal which indicates a Read operation. 
The Read operation signal is used as the second input to the 
series of Output Buffer NAND gates, and causes the mem- 
ory data to be gated through the Output Buffer NAND 
gates and onto the Data Out lines DATA OUT0-DATA 
OUT7. Timing is shown in Figure 5-2. 

Memory Write Operations 

A Memory Write operation is initiated by the Central 
Processor. It sends a sixteen bit Memory Address to the 
imm6-28 card, which decodes the address to select one 
particular memory location for access, as described in Sec- 
tion 6.2.2. When the memory chips receive the Memory Ad- 
dress, they immediately respond by sending the contents of 
the addressed location to the Output Buffers, which are 
series of eight NAND gates. 

The Central Processor then sends the data which is to 
be written into memory to the imm6-28 card, where it is 
led to the Input Latches. The Central Processor also sends 
out signal Write/Read, which indicates a Write operation. 
This signal is NANDed with the Module Enable signal to 
produce signal WDENBL, which indicates that a Write 
operation is taking place. This signal causes the data sent by 
the Central Processor to be latched into the Input Latches. 

Signal WDENBL is also used to trigger a pair of one- 
shot multivibrators. These multivibrators produce a delayed 
Write Enable signal. The delay is necessary to ensure that the 
delayed Write Enable signal becomes TRUE, the data will 
be written into the selected memory location. 

THE imm6-28 RANDOM ACCESS MEMORY 
CARD -UTILIZATION 

This section provides the information necessary to 
efficiently use the imm6-28 card in an application. In par- 
ticular, the requirements for interfacing with the Intel 
imm8-83 Central Processor Card are stressed. 

Memory Address Coding 

In order to enable Memory operations, the imm6-28 
card must have an encoded address designation. The proper 
positioning of the external jumpers for each block of mem- 
ory is as follows: 
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Module No. 


Memory Addresses 


Memory Address Code 


Jumpers 


RAM 0 


0-4095 


An 1 o 

IVIAU I Z 


M A R 1 0 
IVI AU I O 


M A R 1 A 
IVIAU I H 


IV /I A n 1 C 
IVIAU I o 


C7 CO 
0/-00, 


bZ-b I , 


CO CO 

bo-bo, 


C7 CQ 

b/-bo 


RAM 1 


4096-8191 


MARIO 
IVI AU 1 Z 


M A R 1 0 
IVI AU I o 


M A R 1 A 
IVIAU I H 


M AR 1 c 
IVI AU I O 


Do-bU, 


co ci 
bZ-b I , 


CO CA 

bo-b4, 


C7 CQ 

b/-bo 


RAM 2 


8192-12287 


M A n 1 O 
IVIMU I Z 


M A R 1 0 
IVI AU I O 


M A R 1 
IVIAU I H 


M AR 1 C 
IVI AU I O 


C7 CQ 


CQ C1 

oy-b i , 


CO CA 

bo-b4, 


C7 CQ 

b/-bo 


RAM 3 


12288-16383 


M Am o 

IVI AU I Z 


M A R 1 0 
IVI AU I O 


M AR1 /I 
IVIAU I 4 


y Ann; 

IVIAU I O 


bo-bU, 


CQ C1 

oy-b i , 


CO C/l 

bo-b4, 


C7 CQ 

b/-bo 


RAM 4 


16384-20479 


MARIO 
IVI AU 1 Z 


M A R 1 O 
IVIAU I o 


M A R 1 A 
IVIAU I 


M A R 1 C 
IVIAU I O 


C7 


CO C1 

bZ-b l , 


C/l cc 

b4-bb, 


C7 CQ 

b/-bo 


RAM 5 


20480-24575 


M A R 1 O 
IVI AU I Z 


M A P\1 O 

IVIAU I o 


IV /I A H1 A 

IVIAU 14 


M A H1 c 
M AU I b 


bo-bU, 


bz-bl , 


C/l cc 

b4-bb, 


C7 CQ 

b/-bo 


RAM 6 


24576-28671 


M A R 1 O 
IVI AU I Z 


M A R 1 O 

IVIAU I o 


m a n 1 /i 
IVIAU 1 4 


M AU 1 b 


C7 CQ 

b/-bo, 


CQ C1 

by-b i , 


C/l CC 

b4-bb, 


C7 CQ 

b/-bo 


RAM 7 


28672-32767 


IVI AU 1 Z 


MAUI J 


y Any 

MAUI 4 


a n 1 c 
M AU I b 


bo-bU, 


CQ C 1 

by-bl, 


CZA CC 

b4-bb, 


C7 CQ 


RAM 8 


32768-36863 


Ml Ann 

M AD1 2 


i\/i a r\ 1 o 

MAD1 3 


it a a r\ 1 ^ 
MAD14 


y Ar\1c 

MAD 1 5 


C"7 CO 

57-58, 


CO C 1 

bz-bl , 


CO C A 

bo-o4, 


CC C"7 

bb-b/ 


RAM 9 


36864-40959 


iv /i a r*\ i o 
MAD1 Z 


MAD1 3 


MAD14 


l\/l A 1^ 1 C 

MADl 5 


58-60, 


bz-bl , 


CO CVl 

bo-o4, 


CC C"7 

bb-b/ 


RAM 10 


40960-45055 


MAD12 


MAD13 


MAD 14 


MAD15 


57-58, 


59-61, 


63-64, 


65-68 


RAM 11 


45056-49151 


MAD12 


MAD13 


MAD14 


MAD15 


58-60, 


59-61, 


63-64, 


65-67 


RAM 12 


49152-53247 


MAD12 


MAD13 


MAD14 


MAD15 


57-58, 


62-61, 


64-66, 


65-67 


RAM 13 


53248-57343 


MAD12 


MAD13 


MAD14 


MAD 15 


58-60, 


62-61, 


64-66, 


65-67 


RAM 14 


57344-61439 


MAD12 


MAD13 


MAD14 


MAD15 


57-68, 


59-61, 


64-66, 


65-67 


RAM 15 


61440-65535 


MAD12 


MAD13 


MAD14 


MAD15 


58-60, 


59-61, 


64-66, 


65-67 



Installation Data and Requirements 

Connector: Dual 50-pin, .125 in. centers 
Input Voltage: +5v± 5% @ 2.5A. 
Operating Temperature: 0°C-70°C 



57 



58 



4* 



The imm6-26 Programmable Read-Only Memory 
(PROM) Card has been designed to provide a user with 
4,096 (4K) words of read-only memory, which may be 
used as non-volatile program or data storage. 

The imm6-26 Card uses Intel 8702A Programmable 
Read-Only Memory chips as its storage medium. These 
chips represent a considerable advance in the field of 
read-only memory, as they can be erased and reprogrammed 
as the need arises. This capability makes the imm6-26 Card 
a valuable addition to a system in which the stored data is 
occasionally subject to change, for example, during the 
development of mask-programmed read-only memory. The 
imm6-26 PROM Card can be used to store programs in final 
stages of correction, before the program is well enough 
defined to justify tho expense of creating masks. Also, the 
imm6-26 PROM Card can be used instead of read-only 
memory in pre-production equipment that may have to be 
shipped before mask- prog rammed read-only memory is 
available. 

More than one imm6-26 Card may be used in a 
system. For example, the imm8-83 Central Processor Card 
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Figure 6-1 . PROM Memory Module Functional Block 
Diagram 



can address up to 16,384 words of memory on four 
separate imm6-26 cards. 

The imm6-26 Card may also be used in parallel with 
an imm6-28 Random Access Memory Card. 

Note: When used in conjunction with the imm8-83 the 
8702A type used must have an access time of less 
than 1.5 microsecond. 

THE imm6-26 RANDOM ACCESS MEMORY 
CARD-GENERAL FUNCTIONAL DESCRIPTION 

This section describes the operation of the imm6-26 
Programmable Read-Only Memory Card in general func- 
tional terms, and is divided into three subsections. 

The Four Functional Units 

In order to describe its operation, the imm6-26 Card 
had been divided into four functional units: 

1) The Address Control Block, which determines 
which card is to be used for a memory operation, 
and which memory location on that card is being 
addressed. 

2) The Operation Control Block, which controls the 
execution of all operations performed by the card. 

3) The Memory Data Buffer, which buffers the data 
being read from memory. 

4) The Memory Block, which contains the actual 
memory components. 

A block diagram of the imm6-26 Card, showing the 
four functional units and their interrelationship, is given in 
Figure 6-1, and should be referred to when reading the rest 
of this section. 

Memory Read Operation 

In order to obtain data from a memory location, it is 
necessary to perform a Memory Read operation. This 
operation can be divided into two phases: 
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1 ) The Addressing Phase, in which the desired memory 
address Is sent to the imm6-26 Card, where it is 
decoded and used to enable the specific memory 
location which is to be accessed. 

2) The Data Phase, where the data is sent out from 
the imm6-26 Card. 

The Addressing Phase is executed in the following 

steps: 

a) The Central Processor sends a Memory Address to 
the imm6-26 Card Address Control Block. 

b) The Address Control Block translates the Memory 
Address into three types of signals: Module Enab- 
ling signals, which enable the selected 4K segment 
of the memory; Block enabling signals, which 
enable one 256 word block within the larger 4K 
segment; and Address signals, which access one 
word within the 256 word block. 

c) The Control Block checks the selected memory 
address, and determines if it exists on the imm6-26 
Card. If it finds that it does not exist, it sends out 
disabling signals which prevent further operations 
with the imm6-26 Card. At the same time, it sends 
out an enabling signal which can be used by an 
imm6-28 Random Access Memory Card to enable 
its operation. 

The Operation Control Block generates the control 
signals necessary to cause the contents of the selected 
memory location to be sent from the Memory Block to the 
Memory Data Buffers, whence they are sent out to the 
Central Processor. 



THE imm6-26 PROGRAMMABLE READ-ONLY 
MEMORY CARD-THEORY OF OPERATION 

This section describes the theory of operation of the 
imm6-26 Card in detail, giving the circuit-level implemen- 
tation of the features. 

Physical Memory Implementation 

The actual memory of the imm6-26 Card is made up 
to sixteen Intel 8702A Erasable Programmable Read-Only 
Memory chips, each having a capacity of 256 eight-bit 
words. This results in a basic memory block of 256 words. 
Each 256 word block is a separate unit, and can be 
changed by removing the existing PROM chip and installing 
a new PROM, or omitted by removing the existing PROM 
without replacement. NOTE: Only standard 8702A PROMs 
can be used with the INTELLEC 8/MOD 80 system; all 
8702A PROMs must have access time less than or equal to 
1.5 microsecond. 

Since there are sixteen 256 word PROMs on each 
imm6-26 Card, each card has a total capacity of 4,096 
words. By combining more than one card in a system, 
memory size can be increased in increments of 256 words. 



Memory Address Decoding 

Since more than 4,096 words of memory can be 
addressed by a Central Processor, the imm6-26 card includes 
address decoding circuits which allow a Central Processor 
to select one imm6-26 memory card. 

The Memory Address which the Central Processor 
sends to the imm6-26 card consists of sixteen bits of infor- 
mation, organized as a binary number, with the low order 
bit on line MADO and the high order bit on line MAD 15. 
The Address Decoding circuits use this sixteen-bit address 
as follows: 

1) Since the high order four bits of the Memory 
Address effectively divide the possible memory 
locations into sixteen units of 4,096 words each, 
they are used to enable the particular card which is 
to be used for a given memory operation. This 
is accomplished by bringing lines MAD12-MAD15 
onto the imm6-26 card edge pins, inverting them 
to form MAD12-MAD15, and then sending these 
inverted memory Address signals out on another 
set of card edge pins. External jumpers are then 
used to tie the proper combination of Memory 
Address and inverted Memory Address signals to 
the four inputs to the Access Enable Gate, MS12- 
MS15. When the proper Memory Address is sent 
to the imm6-26 card by the Central Processor, the 
Access Enable Gate will produce a Module Enable 
signal which is used to enable memory operations 
for that card. 

2) The next four bits of the Memory Address, MAD8- 
MAD11, select one of the sixteen 256 word blocks. 
These two signals are led to two three-to-eight line 
decoders. Signal MAD11 is then used to enable 
one of the two decoders, while MAD8-MAD10 are 
used as inputs to the decoders. The decoders pro- 
duce Chip Enable signals which are used to enable 
one of the sixteen 256 word PROM chips on the 
imm6-26 card. 

3) The eight low-order bits of the Memory Address, 
MAD0-MAD7, are tied to Address Latches which 
are enabled by the Module Enable Access Enable 
Gate. They are then sent to all of the available 
memory chips, which use them to enable the 
proper location out of the 256 available. 

Memory Read Operations 

A Memory Read operation is initiated by the Central 
Processor, which sends a sixteen bit Memory Address to the 
imm6-26 card. The address decoding circuits decode the 
address to select one particular memory location. 

The Central Processor also sends signal PROM MOD 
ENBL to the imm6-26 card, enabling operations from that 
card. This signal is used as an input to the Module Enable 
Gate along with the Access Enable Gate signal MOD 
DECODE, as shown in Figure 6-3. When all of the inputs to 
the Module Enable Gate are TRUE, it generates the PROM 
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MOD SEL signal, which is sent to the two low-order 
Address Decoders. It enables the decoders, and the proper 
chip is enabled. The chip reads the low-order eight bits of 
the Memory Address, and sends the data contained in the 
selected memory location to the Memory Data buffers on 
lines D0-D7. The Memory Buffers are also enabled by the 
PROM MOD SEL signal, and will gate the data onto the 
Memory Data Out lines MD10-MD17. Timing is shown in 
Figure 6-2. 

Random Access Enable 

Since it may be desired to mix Random Access and 
Read-Only memories in a system, the imm6-26 card has 
been designed to determine, for each memory operation, 
whether or not PROM memory exists for the selected 
Memory Address. If PROM memory does not exist for that 
location, the imm6-26 card will generate an enabling signal 
for Random Access memory which uses the same address. 
If the two types of memories share common locations, 
however, the Random Access enabling signal will not be 
issued, giving the PROM memory priority. 

Each PROM location on the imm6-26 card has a cor- 
responding switch which is tied to one input of an eight 
input multiplexer. In its normal position, this switch, and 
thus its associated multiplexer input, is tied to +5v. When 
a PROM is installed on the card, its corresponding switch is 
depressed, causing the input to the multiplexer to be tied 
to GROUND. When a memory operation is executed, the 
four Memory Address lines MAD8-MAD11, which are used 



by the address decoding circuits to generate chip enable 
signals, are used as addressing inputs to the multiplexer. If 
a PROM exists at the addressed location, the multiplexer 
output will be HIGH. This output is led to the PROM 
Resident Latch, which produces the PROM RESIDENT 
signal. This signal is used as an enabling signal to the 
Modufe Enable Gate, and thus enables PROM operations 
when there is a PROM present. Likewise, if there is no 
PROM present in the addressed location, the output of the 
multiplexer will be LOW, the PROM RESIDENT signal will 
be FALSE, the Module Enable Gate output will be FALSE, 
and imm6-26 operations will be disabled. 

When the Module Enable Gate output signal, PROM 
MOD SEL, is FALSE, signal RAM MOD ENBL is produced 
by the RAM Module Enable Latch. This signal may be used 
to enable a Random Access memory device which has the 
same address as the PROM module. 

THE imm6-26 PROGRAMMABLE READ-ONLY 
MEMORY CARD - UTILIZATION 

This section provides the information necessary to 
efficiently use the imm6-26 card in an application. 

Memory Address Coding 

In order to enable memory operations, the imm6-26 
card must have an encoded address signation. The proper 
positioning of external jumpers for each block of memory 
as follows: 



Module No. 


Memory Addresses 


Card Select Coding 


Jumper Pin Connections 


PROM 0 


0-4095 


MAD12, 


MAD 13, 


MAD14, 


MAD15 


57-58, 


61-62, 


63-64, 


67-68 


PROM 1 


4096-8191 


MAD 12, 


MAD13, 


MAD14, 


MAD15 


58-60, 


61-62, 


63-64, 


67-68 


PROM 2 


8192-12287 


MAD12, 


MAD13, 


MAD14, 


MAD15 


57-58, 


59-61, 


63-64, 


67-68 


PROM 3 


12288-16383 


MAD12, 


MAD13, 


MAD14, 


MAD15 


58-60, 


59-61, 


63-64, 


67-68 


PROM 4 


16384-20479 


MAD12, 


MAD13, 


MAD14, 


MAD15 


57-58, 


61-62, 


64-66, 


67-68 


PROM 5 


20480-24575 


MAD12, 


MAD13, 


MAD14, 


MAD15 


58-60, 


61-62, 


64-66, 


67-68 


PROM 6 


24576-28671 


MAD 12, 


MAD13, 


MAD14, 


MAD 15 


57-58, 


59-61, 


64-66, 


67-68 


PROM 7 


28672-32767 


MAD12, 


MAD 13, 


MAD14, 


MAD15 


58-60, 


59-61, 


64-66, 


67-68 


PROM 8 


32768-36863 


MAD12, 


MAD 13, 


MAD14, 


MAD15 


57-58, 


61-62, 


63-64, 


65-67 


PROM 9 


36864-40959 


MAD 12, 


MAD13, 


MAD14, 


MAD 15 


58-60, 


61-62, 


63-64, 


65-67 


PROM 10 


40960-45055 


MAD 12, 


MAD13, 


MAD14, 


MAD15 


57-58, 


59-61, 


63-64, 


65-67 


PROM 11 


45056-49151 


MAD12, 


MAD13, 


MAD14, 


MAD15 


58-60, 


59-61, 


63-64, 


65-67 


PROM 12 


49152-53247 


MAD 12, 


MAD 13, 


MAD14, 


MAD15 


57-58, 


61-62, 


64-66, 


65-67 


PROM 13 


53248-57343 


MAD12, 


MAD13, 


MAD14, 


MAD15 


58-60, 


61-62, 


64-66, 


65-67 


PROM 14 


57344-61439 


MAD 12, 


MAD 13, 


MAD 14, 


MAD15 


57-58, 


59-61, 


64-66, 


65-67 


PROM 15 


61440-65535 


MAD 12, 


MAD 13, 


MAD14, 


MAD15 


58-60, 


59-61, 


64-66, 


65-67 
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PROM Installation, Removal, Programming, 
and Erasure 

In order to provide flexibility in memory assignment, 
the imm6-26 card can be of any size desired, from 256 
words to 4,096 words, in 256 word increments. This 
flexibility is achieved by enabling installation and removal 
of the individual PROM chips which make up the imm6-26 
card's memory. 

When installing PROM chips on the imm6-26 card, 
the corresponding PROM Resident switch must be depressed. 
If this is not done, the imm6-26 card will not be enabled 
when that group of memory addresses is accessed. To install 
a PROM, merely insert it into the socket provided on the 
imm6-26 card. Likewise, to remove a PROM, merely pull it 
from the socket. Again, if removing a PROM, ensure that 
the corresponding switch is disabled. If this is not done, 
faulty memory operations will ensue. If all of the sixteen 
PROMs are installed on an imm6-26 card, the PROM 
Resident signal can be permanently enabled by installing 
the ALL RPOMS RESIDENT patch between points 1 and 
2, as shown in Figure 6-3. 

The Intel 8702A PROMs used by the imm6-26 card 
may be programmed by using the imm6-76 PROM Program- 



mer card in conjunction with the Intellec 8 system. They 
may be erased by exposing them to high intensity short- 
wave ultraviolet light at a wavelength of 2537A. After ten 
minutes of such exposure, the PROM will be erased to all 
zeroes. No more exposure than is necessary should be used, 
to avoid damaging the PROM. (See the Intel Memory De- 
sign Handbook for more information regarding 8702A 
PROM programming and erasure). CAUTION: When using 
an ultraviolet source to erase the PROM, be careful not to 
expose your skin or eyes to the ultraviolet rays because of 
the damage which these rays can cause. In addition, short- 
wavelength ultraviolet light generates considerable amounts 
of ozone, which is also potentially hazardous. 

Note: When used in conjunction with an imm8-83 module 
the 8702A type used must have an access time of 
less than 1.5 jusec. 



Installation Data and Requirements 

Connector: Dual 50-pin, .125 in. centers 
Input Voltage: +5v±5% @ 1.6A (max) 
Operating Temperature: 0°C-70°C 
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The INTELLEC 8/MOD 80 Control Console is de- 
signed to provide a user of the INTELLEC 8/MOD 80 
microcomputer development system with an easy to use 
means of monitoring and controlling machine operation, 
manually moving data to or from memory or input/output 
devices, and running or debugging programs. Since the 
INTELLEC 8 System is specifically designed for micro- 
computer systems development, the Control Console has 
several features which are not usually found on "traditional" 
computer control consoles, e.g., extensive status displays 
and special debugging aids. 

This section describes the operation of the INTELLEC 
8/MOD 80 Control Console on two levels: first, on a general 
functional level, second, on a more detailed theory of 
operation level. 

Since the INTELLEC 8/MOD 80 Control Console has 
been designed to support the imm8-83 Central Processor 
Card, many of its operations cannot be described without 
referring to the operation of that card. It is an absolute 
necessity, therefore, that Chapter 2 of this manual be read 
and fully understood before attempting to read this section, 
as it is in Chapter 2 that many of the basic concepts 
necessary for a proper understanding of Control Console 
operation are developed. If a more detailed description of 
operational procedures using the Control Console is desired, 
refer to the INTELLEC 8/MOD 80 Operator's Manual. 

THE INTELLEC 8/MOD 80 CONTROL CONSOLE 
- FUNCTIONAL DESCRIPTION 

This section provides a basic, functional overview of 
INTELLEC 8/MOD 80 Control Console operation. The 
operations performed by the Control Console can be 
divided into seven groups, as follows: 

1) Data display operations, including: 

Memory Data display operations, in which the 
contents of a selected memory location are dis- 
played; 



I/O Data display operations, in which data used 
for an input or output operation is displayed; 

Status display operations, which display indica- 
tions of the operating mode of the Central 
Processor; 

Cycle display operations, which provide a con- 
tinuous display of the 8080 machine cycle; 

Programmable display operations, in which the 
contents of output port FF-jg are displayed. 

2) Manual Memory Access operations, in which data 
is read from or written into a selected memory 
location from the Control Console rather than 
the Central Processor. 

3) Manual I/O Access operations, in which input mon- 
itoring or output operation is performed from the 
Control Console rather than the Central Processor. 

4) Interrupt operations, in which an interrupt cycle 
is initiated from the Control Console by the user. 

5) Processor Control operations, which allow the user 
to directly control the operation of the Central 
Processor. 

6) Sense operations, which allow the user to manually 
enter data during a programmed input operation. 

7) Search/Wait operations, which allow a selected 
instruction to be executed a given number of 
times, after which the Central Processor enters a 
WAIT mode. 

Each of these operational groups is discussed in a 
separate subsection of this chapter. 



Data Display Operations 

The INTELLEC 8/MOD 80 Control Console can 
perform five distinct data display operations. 
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• Status Display 

• Cycle Display 

• Address Display 

• Instruction/Data Display 

• Programmable Display 

The Status display functions provide a visual indica- 
tion of the Processor's mode of operation. There exist eight 
status display functions: 

• Run 

• Wait 

• Halt 

• Hold 

• Search Complete 

• Access Request 

• Interrupt Request 

• Interrupt Disable 

The eight functions are performed in the following 
manner: 

1) The RUN status display is lit whenever the Central 
Processor is not waiting or stopped. 

2) The WAIT status display is lit whenever the 
Processor is in a WAIT state (i.e., waiting for data 
to be input). 

3) The HALT status display is lit whenever the 
Processor is in a STOPPED state. 

4) The HOLD status display is lit whenever the 
Processor has acknowledged a Hold Request (as 
for a direct memory or I/O access operation). 

5) The SEARCH COMPLETE status display is lit 
whenever a Search/Wait operation has been com- 
pleted, and the passcounter has been counted 
down to zero. 

6) The ACCESS REQUEST display is lit whenever a 
Direct Memory or I/O Access request has been 
made by depressing the Console Mem Access or 
I/O Access switches. 

7) The INTERRUPT REQUEST display is lit when- 
ever an Interrupt Request has been made via the 
Control Console Interrupt or Reset switches, and 
is extinguished when the Processor acknowledges 
the interrupt request. 

8) The INTERRUPT DISABLE display is lit when- 
ever the processor has disabled its interrupt 
capability. 

The cycle display functions provide a visual indication 
of the Processor machine state. There are eight cycle display 
functions: 

• Fetch 

• Memory 

• I/O 

• DA 

• Read/Input 

• Write/Output 



• Interrupt 

• Stack 

The eight cycle functions operate as follows: 

1) The FETCH cycle display is lit when the processor 
is executing an Instruction Fetch operation. 

2) The MEM cycle display is lit when the processor 
or the Control Console is executing a Memory 
Access operation. 

3) The I/O cycle display is lit when the processor or 
the Control Console is executing an I/O Access 
operation. 

4) The DA cycle display is lit when a Memory or I/O 
Access operation is being performed from the 
Control Console rather than by the processor. 

5) The Read/Input cycle display is lit when either a 
Memory Read or I/O Input operation is executed. 

6) The Write/Output cycle display is lit when either 
a Memory Write or I/O Output operation is 
executed. 

7) The INT cycle display is lit when a processor 
Interrupt cycle is in progress. 

8) The STACK cycle display is lit when the processor 
is accessing the stack. 

The Address display function provides a visual display 
of the address data used for a Memory or I/O operation. 
There are sixteen address display lights, corresponding to 
the sixteen address lines. 

The Address display function is performed by tying 
the processor memory address lines to the display lights 
through a series of buffers. 

The Instruction/Data display provides a visual indica- 
tion of the instruction or data fetched from memory or the 
data which is read from memory or an I/O device. There are 
eight Instruction/Data display lights, tied to the processor 
data bus. 

The Programmable display function provides an indi- 
cation of the contents of output port FFig. 

Manual Memory Access Operations 

A Manual Memory Access operation is performed in 
order to read or write data to or from memory. It is accom- 
plished via the following steps: 

1) The Mem Access switch on the Control Console is 
depressed, sending a control signal to the processor, 
which enters the HOLD state. 

2) The memory address to be accessed is loaded into 
the Address/Instruction/Data switches on the Con- 
trol Console. 

3) The LOAD switch on the Control Console is de- 
pressed, loading the Address/Instruction/Data data 
into the Address Register. ' 
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4) The address held in the Address Register is sent to 
the memory module on the memory address bus. 

5) The memory module responds by sending the data 
currently held in the selected memory location to 
the Control Console, where it is displayed by the 
Instruction/Data display. 

6) If it is desired to write data into memory, the 
data byte to be written is loaded into the lower 
eight Address/Instruction/Data switches. Switch 
DEP is then depressed, sending a control signal to 
the memory module which causes the switch data 
to be loaded into the memory address held by the 
Address Register. 

Note: The deposit at halt function is not implemented on 
the INTELLEC 8/MOD 80. 

The address held in the Address Register can be in- 
cremented by one, by depressing the INC switch, or 
decremented by one by depressing the DEC switch. 

Manual I/O Access 

A Manual I/O Access operation is performed to allow 
the user to send data to an output device, or read data from 
an input device, by using the Control Console, rather than 
the Central Processor. It is executed in the following steps: 

1) The I/O Access switch on the Control Console is 
depressed, sending a control signal to the processor, 
which enters the HOLD state. 

2) The I/O Address signifying the I/O device to be 
used for the manual I/O access operation is loaded 
into Address Data switches 8-15 on the Control 
Console. 

3) If an Output operation is to be performed, the 
data byte which is to be output is loaded into 
Address/Instruction/Data switches 0-7. 

4) The DEP switch is depressed. 

5) The I/O Address and data are sent to the Input/ 
Output and Output modules, which then perform 
the designated input or output operation. 

6) In the case of an input operation, the data from 
the selected input port is displayed in the data 
display light. 

Interrupt Operations 

An interrupt operation is performed in order to 
cause the Central Processor to interrupt its normal sequence 
of operations and to execute an interrupt instruction. This 
instruction can be such that processor operation is directed 
to a routine which will service the device originating the 
interrupt. 

A Control Console interrupt is executed in the 
following steps: 

1) The Interrupt Instruction which is to be executed 



during the Interrupt operation is loaded into 
Address/Instruction/Data switches 0-7 on the Con- 
trol Console. 

2) The Interrupt switch is depressed, generating an 
Interrupt signal which is sent to the Central 
Processor. 

3) The Central Processor disables further interrupts 
and enters an Interrupt cycle. 

4) The Interrupt Instruction loaded into Address/ 
Instruction/Data switches 0-7 is sent to the Central 
Processor, which executes it as a normal instruc- 
tion. 

Sense Operations 

A Sense operation is performed in order to manually 
input data to the Central Processor while it is running a 
user program. It is executed in the following steps: 

1) The data which is to be input is loaded into the 
Address/Data 8-15 switches on the Control Con- 
sole. 

2) The SENSE switch is depressed, generating a con- 
trol signal which is sent to the Central Processor. 

3) The control signal causes the CPU to input the 
data from the switches, rather than from an input 
device, each time an Input instruction is executed. 

Search-Wait Operations 

Search-Wait operations are a powerful debugging tool 
which allows the user to execute a statement in his program 
a certain specified number of times, from 0 to 256, and 
then cause the. Central Processor to enter a WAIT •state, 
wherein the contents of memory can be examined to ensure 
proper program operation. 

A Search-Wait operation is executed in the following 

steps: 

1) The PASS COUNT, or number of times that an 
instruction is to be executed, is loaded into 
Address/Instruction/Data switches 0-7. 

2) The LOAD PASS switch is depressed, causing the 
PASS COUNT to be loaded into the PASS register. 

3) The address which is to be monitored is entered 
into the Address/Instruction/Data switches and 
the LOAD switch is depressed, loading the address 
into the Address Register. 

4) Each time the referenced instruction address is 
encountered by the CPU, a control signal is gen- 
erated. This control signal decrements the Pass 
Counter Register. 

5) When the Pass Counter Register counts down to 
zero, the processor will be forced into a WAIT 
state if the Search/Wait switch has been depressed, 
allowing the user access to the system memory. 
This also causes the SRCH/COMP light to light. 
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Processor Control Operations 

The Processor Control operations allow the user to 
control the operation of the INTELLEC 8/MOD 80 from 
the Control Console There are eight Processor Control 
functions: 

1) Sense 

2) Search /Wait 

3) Deposit 

4) Deposit at Halt (not used in the INTELLEC 8/ 
MOD 80 System) 

5) Interrupt 

6) Reset 

7) Step/Continuous, which allows the user to cause 
program execution to be performed one machine 
cycle at a time. 

8) Wait, which causes the processor to enter a WAIT 
state. 

The Wait function is executed by depressing the WAIT 
switch on the Control Console. A control signal is then 
produced which causes the Central Processor to enter a 
WAIT state. Normal operations are resumed when the 
switch is reset to its original position. 

The Step/Cont function is dependent on the WAIT 
function. Single-step operation cannot be performed unless 
the WAIT mode is entered. Depressing the STEP/CONT 
switch generates a control signal which causes the CPU to 
leave the WAIT state and execute one machine cycle. After 
the cycle has been executed, the WAIT mode is reentered. 

THE INTELLEC 8 FRONT PANEL CENTRAL 
CONSOLE - THEORY OF OPERATION 

This section describes the physical implementation of 
the features described on page 65. Again, it is necessary that 
Chapter 2 of this manual be understood in order to benefit 
from this section. 

The Intellec 8 Control Console is made up of three 
modules: 

• The Front Panel Logic board, which holds Address 
Registers, data multiplexers, data buffers, and the 
Address Comparator. 

• The Display board, which holds the circuitry which 
enables the Light-Emitting Diode displays. 

• The Front Panel Controller, which holds the logic 
necessary to enable the proper performance of 
Console function. 

These three modules work together in order to per- 
form all of the Control Console operations, and so in this 
section they will be discussed as one unit. 

The seven operational groups discussed in this section 

are: 



1) Data Display operations 

2) Manual Memory Access operations 

3) Manual I/O Access operations 

4) Interrupt operations 

5) Processor Control Operations 

6) Sense Operations 

7) Search/Wait operations 

Data Display Operations 

There are five distinct data display operations: 

• Status display 

• Cycle display 

• Address display 

• Instruction/Data display 

• Programmable display 

All of these display operations utilize Light-Emitting 
Diodes as their active display element. These diodes are 
triggered by their input signal going to a LOW level. 

The Status display functions are as follows: 

• Run 

• Wait 

• Hold 

• Search Complete 

• Access Request 

• Interrupt Request 

• Interrupt Disable 

The display functions are executed as follows: 

1) The RUN status display is lit when the Central 
Processor is running: i.e., when it is not in the 
WAIT or STOPPED state. Thi s is accomp lished 
by combining the two signals WAIT ACK, indi- 
cating the WAIT state, and HALT ACK, indi- 
cating a STOPPED state, through a NAND gate. 
The resulting signal is inverted, producing the 
RUN STATUS DISP signal which will go LOW 
when the processor is running. 

2) The WAIT status display is lit when the Central 
Processor is in the WAIT state . This is accom- 
plished by using the WAIT ACK signal to produce 
the WAIT STATUS DISP signal, which will go 
LOW when the processor is in the WAIT state. In 
normal operation, both the RUN and WAIT dis- 
plays are lit simultaneously. This is because WAIT 
states occur during all machine cycles, allowing 
ample time for memory data to be returned to 
the CPU. 

3) The HALT status display is lit when the Central 
Processor is in the STOPPED state. This is accom- 
plished by using the HALT ACK signal to produce 
the HALT STATUS DISP signal, which goes LOW 
when the processor enters the STOPPED state. 

4) The HOLD status display is lit when the Central 
Processor has acknowledged a Hold Request. This 
is indicated by the presence of signal HOLD ACK. 
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This signal is used to form the HOLD STATUS 
DISP signal, which goes LOW when a hold request 
is acknowledged. 

5) The Search Complete status display is lit when- 
ever a Search/Wait operation has been completed. 
This condition is indicated by the presence of sig- 
nal SRCH CMPL , which is inverted to form 
SRCH CMPL DISP. 

6) The Access Request status display is lit whenever 
a manual memory or I/O access has been requested 
from the front panel. The two signals which are 
produced by such requests are I/O Access Mode 
and Mem Access Mode. These two signals are com- 
bined by a NOR gate and a NAN D gate to pro- 
duce the ACCESS REQUEST DISP signal. 

7) The Interrupt Request status display is lit when an 
Interrupt Request is made from the Control Con- 
sole, and extinguished when the request is proc- 
essed. This is accomplished by using the INT CTL 
SW signal produced by the Interrupt Request 
switch, to set a D flip-flop, producing the INTR 
REQ signal, indicating an interrupt request. This 
signal is inverted to form INT REQ DISP. 

8) The Interrupt Disable status display is lit whenever 
the CPU disables its interrupt capability. The INT 
DSBL signal produces INT DSBL DISP. 

When the Central Processor acknowledges the inter- 
rupt request, it enters an interrupt cycle, indicated by sig- 
nal INT CYCLE. This signal is used to clear the flip-flop 
set by the request, thus extinguishing the Interrupt Request 
display. 

The cycle display functions are: 

• Fetch 

• Memory 

• I/O 

• DA 

• Read/Input 

• Write/Output 

• Interrupt 

• Stack 

The displays are as follows: 

1 ) The FETCH display is lit during a processor Instruc- 
tion Fetch operation. This is indicated by the 
FETCH CYCLE signal, which is passed through a 
buffer to produce signal FETCH CYCLE DISP. 

2) The Memory Cycle display is lit when either the 
processor or the Control Console is executing a 
Memory Access Operation. In the case of the pro- 
cessor, this is indicated by signal MEM RD CYCLE 
or MEM WR CYCLE. These two signals are sepa- 
rately buffered and tied to a common point as 
signal MEM CYCLE DISP. This is possible as both 
signals cannot occur simultaneously. Similarly, the 
Control Console signal MEM ACCESS MODE can- 



not occur simultaneously with a processor memory 
access, so it is combined with DA ENBL, which 
indicates a memory access in progress, and is then 
tied to the same point as the two processor mem- 
ory access signals. 

3) The I/O Cycle display is lit when a processor or 
Control Console I/O Access operation is in pro- 
gress. The processor indicates this operation with 
signal I/O CYCLE, which is buffered and tied to a 
common point with the Console I/O Access Cycle 
signal, which is produced by combining signals I/O 
Access Mode and DA ENBL in a fashion similar to 
that described above for memory access display 
operations. This produces the I/O CYCLE DISP 
signal. 

4) The DA cycle display is lit during Control Console 
memory or I/O access operation. A Control Con- 
sole Access operation is always begun by request- 
ing a HOLD operation. This fact is used to pro- 
duce the proper signal by buffering the HOLD ACK 
signal, which indicates a HOLD operation, to pro- 
duce the DA CYCLE DISP signal. 

5) The Read/Input cycle display is lit whenever a 
Memory Read or I/O Input operation is executed. 
This is indicated by three signals: I/O IN, produced 
during a Control Console I/O input operation, 
MEM RD CYCLE, produced during a Processor 
memory read operation, and also by the combina- 
tion of the Memory Access Mode and DA ENBL 
signals as described in the discussion of the Mem- 
ory Cycle display. The first two of these three sig- 
nals are buffered and then tied to a common point 
along with the third, producing signal RD/IN 
CYCLE DISP. 

6) The Write/Output cycle display is lit when either a 
memory write or I/O output operation is executed. 
This is indicated by two signals: MEM WR CYCLE, 
produced during a memory write operation, and 
then the combination of I/O IN and I/O CYCLE, 
which is true only during an I/O OUT cycle. These 
signals are tied to a common point to produce sig- 
nal WRToDTCYCLETiSP . 

7) The Int cycle display is lit when an interrupt cycle 
is in progress, which is accomplished by inverting 
the INT CYCLE signal and combining it through 
a NAND gate with the HOLD ACK signal which 
indicates a HOLD operation, thus producing signal 
INT CYCLE DISP. 

8) The Stack cycle display is lit when the stack is being 
accessed. The STACK CYCLE signal produces 
STACK CYCLE DISP. 

The Address display lights are lit either by the data 
held in the Control Console Address Register, during a Mem- 
ory Access operation, or by the data appearing on the Ad- 
dress/Instruction switches, during an I/O Access operation. 
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The choice of which set of data to use is made at a two-input 
multiplexer. If neither operation is being performed, the 
Address display is activated by the data on the Processor 
Memory Address Lines M ADO-MAD 15. 

The Instruction/Data display lights are lit by the data 
appearing on the Processor Data Out lines DB0-DB7 except 
during a Control Console data deposit operation, when they 
reflect the contents of the first eight Address/Instruction/ 
Data switches. 

The Register/Flag display lights reflect the contents 
of the Processor Register/Flag flip-flops. 

Manual Memory Access Operations 

Manual Memory Access operations are executed in 
the following manner: 

1) The Mem Access switch on the front panel is de- 
pressed. This causes the Request Multiplexer to 
generate a HOLD REQ signal, which is sent to the 
Processor. 

2) The Processor responds to the HOLD request by 
giving control of the memory address and control 
buses to the Control Console, and issuing signal 
HOLD ACK. 

3) The memory address to be accessed is loaded into 
the Address/Instruction/Data switches on the front 
panel. 

4) The LOAD switch on the front panel is depressed, 
causing the switch data to be gated into the Ad- 
dress Register, a sixteen-bit up/down counter. 

5) The data held by the address register are gated 
through a multiplexer and fed onto the Memory 
Address bus, and thence to the memory modules. 

6) The memory module responds by sending the data 
currently held in the addressed memory location 
back on the Memory Data Input bus. The data is 
then gated onto the Data Out bus, and is displayed 
by the Control Console. 

7) If it is desired to write data into memory the data 
byte to be written is loaded into the lower eight 
Address/Instruction/Data switches, and the DEP 
switch is depressed. This causes the DEPosit flip- 
flop to produce the DEP REQ signal, which is com- 
bined with the SYNCA and MEM ACCESS mode 
signals to produce the memory write signal R/W. 
R/W is then used to clear the Deposit flip-flop, 
producing a pulsed write signal. The data held in 
the switches is gated onto the Data Out bus at the 
same time, by signal DEP DAEN, produced by 
combining the DEP REQ and DA ENBL signals. 
The data will thus be written into the selected 
memory location. 



Manual I/O Access Operations 

A Manual I/O access operation is performed as follows: 

1) The I/O Access switch on the Control Console is 
depressed, causing signal HOLD REQ to be gener- 
ated by the Request Multiplexer and sent to the 
processor. 

2) The processor gives control of the memory address 
and control buses to the Control Console, and issues 
signal HOLD ACK. 

3) The I/O Address signifying the I/O device to be ac- 
cessed is loaded into A/D switches 8-15. This data 
is immediately gated onto the Memory Address bus, 
and sent to the I/O modules. Data which appears 
on the selected I/O device will be read onto the 
the Data Out lines by signal I/O IN, produced by 
the I/O ACCESS MODE signal, and will be 
displayed. 

4) If an I/O Output operation is to be performed, the 
data to be output is loaded into the first eight 
A/l/D switches, and switch DEP is depressed. This 
causes a deposit operation to be performed, except 
that I/O OUT is produced rather than R/W. 

Interrupt Operations 

An Interrupt operation is executed as follows: 

1) The Interrupt Instruction which is to be executed 
during the Interrupt Cycle is loaded into the eight 
Address/Instruction/Data switches on the Control 
Console. 

2) The Interrupt switch is depressed, producing signal 
INT CTL SW, which sets the Interrupt flip-flop. 
This flip-flop produces signal INT REQ. This signal 
causes the Request Multiplexer to issue signal INT 
REQ, which is sent to the processor. It is also used 
to produce signal INT REQEN, which causes the 
data placed in the switches to be gated through a 
multiplexer and onto the Interrupt Instruction bus. 

3) The processor entersan Interrupt Cycle, producing 
signal INT CYCLE, which resets the Interrupt flip- 
flop. 



Sense Operations 

A sense operation is executed in the following manner: 

1) The data which is to be input is loaded into the 
8 Address/Data switches. 

2) The Sense switch is depressed. This causes signal 
SENSE REQEN to be generated, which causes the 
swtich data to be pl aced on the Inp ut Data bus. It 
also produces signal IN JAM ENBL, which causes 
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the switch data to be input during an input opera- 
tion, rather than the normal input source data. 

Search/Wait Operations 

A Search/Wait operation is performed in the following 
manner: 

1) The pass count is loaded into the lower eight Ad- 
dress/Instruction/Data switches. 

2) The LOAD PASS switch is depressed, loading the 
pass count into the Pass Counter, an eight-bit 
counter. 

3) The address which is to be monitored is loaded into 
the Address/Instruction/Data switches. The LOAD 
switch is depressed, loading the switch data into 
the Address Registers. 

4) The contents of the Address Register is compared 
with the Memory Address buss by the SRCH ADR 
comparator. Each time they coincide, signal ADR 
CMP is produced. This signal is used to produce 
PC STB, which is in turn used to count down the 
Pass Counter by one. 



5) When the Pass Counter reaches zero, it produces 
signal SA CMP. This signal is used to set the Search 
Complete flip-flop. This flip-flop's o utput cause s 
the Request Multiplexer to issue signal WAIT REQ, 
which causes the processor to enter a WAIT mode. 



Processor Control Operations 

Most of the processor control operations have been 
previously discussed. Those which remain are the WAIT and 
STEP/Continuous functions. 

The wait function is executed by depressing the WAIT 
switch on the Control Console. This produces the WAIT 
MODE signal, which causes the Request Multiplexer to issue 
signal WAIT REQ, which causes the processor to enter the 
WAIT mode. 

If the WAIT mode is entered, the Step/Continuous 
function becomes valid. Depressing the STEP/CONT switch 
causes the WAIT REQ signal to go FALSE for approximately 
1 /xs., which enables the processor to execute one cycle of 
operation, after which it again enters the WAIT mode. 
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The INTELLEC 8 Chassis, Mother Board, and Power 
Supplies are designed to provide the housing, interconnec- 
tion, and power services for the INTELLEC 8/MOD 80 
system. 

Since these three components of the INTELLEC 8 
are, essentially, very simple, they will not be described in 
detail. 

The INTELLEC 8/MOD 80 uses OEM power supplies. 
One supplies -9V at 1.8 Amperes. A second furnishes +5V 
at 12 Amperes. And the third supplies ±12V at 60 milli- 
amperes. This is sufficient power to operate the standard 



INTELLEC 8/MOD 80 with one additional I/O or Output 
module, and one additional memory module. If greater ex- 
pansion is planned, maximum and typical current draw 
should be totaled for all modules and the requirement for 
an external supply evaluated. System Utilization has more 
details concerning the use of the external power supply. 

The Mother Board is, simply, a printed circuit board 
which has mounted on it the connectors which hold the 
various cards which make up the INTELLEC 8/MOD 80 
System. The layout of these connectors is such that certain 
modules must occupy certain locations on the Mother 
Board. The suggested arrangement is shown in Figure 8-1. 



BUS INTERFACE 
FRONT PANEL CONTROLLER 




CPU 
RAM 3 

RAM 2 

RAM 1 
RAM 0 

PROM 3 

PROM 2 
PROM 1 

PROM 0 

CUSTOM INTERFACE MAY BE USED 
IN ANY OF THESE LOCATIONS 



PROM. PROGRAMMER MODULE 



Figure 8-1. INTELLEC 8/MOD 80 Module Assignments. 
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The imm8-76 PROM Programmer Module is a stan- 
dard module for the INTELLEC 8/MOD 80 system. When 
used in conjunction with the INTELLEC 8/MOD 80 Sys- 
tem Monitor, the Programmer Module permits rapid, auto- 
matic loading of Intel 8702A Programmable Read Only 
Memories. 

The program to be transferred to a PROM is first 
stored in the INTELLEC 8's program RAM memory. The 
PROM to be programmed is erased, if necessary, and in- 
serted in the programming socket on the Control and Dis- 
play Panel. The PRGM PROM PWR switch is turned on, and 
the console operator types a ?' followed by parameters 
which indicate the first and the last RAM addresses to be 
transferred, as well as the starting address in the PROM. 

The software does the rest. It transfers the eight bits 
of the PROM address to output port 2. It sets up the data 
to be written into the PROM, at output port 3. It pulses the 
power supply the required number of times, at the required 
duty cycle. And it checks the result of its programming by 
reading the PROM's output through input port 2. If im- 
proper programming is indicated, the System Monitor prints 
an exception notice at the teletype console. This program- 
ming cycle is repeated at each of the memory locations 
bracketed by the initial and the terminal parameters. Com- 
plete programming involves the loading of 256 individual 
locations, a process which requires approximately 2 minutes. 
The procedure is described fully in the INTELLEC 8/MOD 
80 Operator's Manual. 

The imm6-76 is designed for plug-in installation in the 
INTELLEC 8/MOD 80 mainframe. It makes use of existing 
connectors and other provisions. No special installation is 
necessary. 

THE 8702A PROGRAMMABLE 
READ ONLY MEMORY 

The 8702A is a 256 x 8 bit electrically programmable 
read-only memory, designed for use in limited quantity 
OEM production. The 8702A is programmed by the mo- 



mentary application of high amplitude pulses on selected 
pins of the chip. The 8702A is cleared by a controlled 
exposure to high intensity ultraviolet. The 8702A may be 
reloaded as often as desired, making it suitable for use in 
program development. 

Programming of the 8702A requires a carefully con- 
trolled sequence of operations. The safety of the chip 
demands that both the intermittent voltages and the duty 
cycle of the programming pulses be maintained within spe- 
cific limits. This insures against breakdown and overheating. 
On the other hand, insufficient power levels will lead to 
programming failures. An accurate balance is necessary. 
The PROM Programmer Module is designed to provide 
pulses of the correct level and duration, automatically. 

Appendix B of this manual contains full electrical 
specifications for the Intel 8702A. 

The 8702A is shipped to the customer in a "cleared" 
condition; that is, with zeros in all memory locations. An 
internal zero-state is indicated by a HIGH on the output 
pins of an enabled chip. During programming, ones are 
loaded selectively into each of the chip's memory locations. 

A 8702A which has been programmed previously 
must be erased prior to reloading. Erasure is accomplished 
by exposing the silicon die to ultraviolet light. The device is 
made with a transparent quartz lid, to permit such exposure. 
Conventional room light, flourescent light, and sunlight 
have no measureable effect on data stored in the 8702A, 
even after years of exposure. But the device is quickly 
cleared by a brief exposure to high intensity ultraviolet at 
a wavelength of 2537 Angstroms. The Model UVS-11 (Ultra- 
violet Products, Incorporated: San Gabriel, California) is a 
cheap and effective source for this purpose. Its accompany- 
ing filter must first be removed. The recommended inte- 
grated does (the product of Intensity and the exposure 
time) is 6W-sec/cm 2 . Ten minutes exposure to the UVS-1 1, 
at a distance of 1 inch, will clear the PROM completely. 
Avoid unnecessary or prolonged exposures, which are po- 
tentially damaging to the PROM. 
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— WARNING - 

High intensity ultraviolet can cause serious burns. 
Ultraviolet radiation can also generate potentially hazard- 
ous amounts of ozone. Observe the following precautions, 
when using the source to erase a PROM: 

(1) Never expose skin or eyes to the source directly. 

(2) Do not stare fixedly at an object which is under 
ultraviolet illumination. The light is invisible, but 
is nevertheless injurious to eye tissue. 

(3) Use the source only in a well-ventilated area. 



FUNCTIONAL DESCRIPTION 
OF THE MODULE 

An eight-line input, applied to the PROM's addressing 
lines, specifies the location to be programmed. Data to be 
written in that location is applied to the chip's eight output 
lines. Then address lines, data lines, the PRGM pin, and all 
four power lines (V cc , V DD , V gg , and Vqd) are pulsed, to 
fix the data in location. The procedure requires about 3 
milliseconds, and the cycle is repeated 32 times at each of 
the 256 memory locations. To prevent overheating of the 
8702A, the Programmer Module maintains a 20% duty 
cycle, and it therefore takes approximately 123 seconds to 
program the entire chip. 

To perform the required functions, the imm6-76 con- 
tains an address driver bank, a data driver bank, four elec- 
tronically controlled power supplies, and a control and 
timing section. 

The sequence of events is as follows: 

1) Data to be programmed into the PROM is placed 
on the input lines, in complement (negative-true) 
form. 

2) Address to be programmed is placed on the ad- 
dress lines, in complement (negative-true) form. 

3) When the programming cycle begins, the following 
changes in the static conditions occur: 

a) V C c switches from 5 to 47 Volts. 

b) V D b switches from 5 to 59 Volts. 

c) Vgg switches from -9 to 12 Volts. 

d) Vqd switches from -9 to 0.6 Volts. 

e) The programming signal (PRGM) goes from 0 
to 47 Volts. 

f) Address data changes from 0-5 Volts to 0-47 
Volts. 



4) 60 microseconds after the cycle begins, the address 
data is switches from its complement form to its 
positive-true form. 

5) 155 microseconds after the cycle begins, the 
PRGM signal dips from 47 Volts to approximately 
9 Volts. 

6) 3 milliseconds later, the PRGM signal returns to 47 
Volts. 

7) 3.25 milliseconds after the beginning of the cycle, 
all voltages and signals are switched back to their 
normal quiescent levels. 

8) 15 milliseconds after the beginning of the first 
cycle, the second cycle begins. 



Interface to the INTELLEC 8/MOD 80 

Note that the timing relationships above are deter- 
mined by control circuitry on the PROM Programmer 
Module itself. The number of pulsed repetitions, however, is 
determined by the controlling program. The INTELLEC 
8/MOD 80 System Monitor contains a timing routine which 
holds the PROM Programmer enabled for approximately 
520 milliseconds, or 35 programming cycles, before step- 
ping to the next memory location. 

The ADDRESS IN lines on the Programmer Module 
are connected to the INTELLEC 8/MOD 80 output port 
#2. The DATA IN lines are connected internally to output 
port #3. The INTELLEC 8/MOD 80 System Monitor writes 
into these ports when a PROM is being programmed. 

When the Programmer Module is not actively pro- 
gramming a memory location, the contents of that location 
are available at the module's DATA OUT pins. These 
outputs are connected in turn to input port #2, so that the 
INTELLEC 8/MOD 80 System Monitor can check the 
results if its programming. 

The PROM programmer module also has two negative- 
true enabling inputs, which initiate the programming cycle. 
A LOW applied to pin #32 of the module selects a 20% 
programming duty cycle. This input is used when program- 
ming 8702A PROM. A LOW applied to pin #30 selects a 
2% duty cycle, used when programming 8702A device. In 
the INTELLEC 8/MOD 80 system, pin #32 of the module 
is connected to the BIT #7 line of RAM output port L1. 
Pin #30 is connected to the BIT #6 line of the same output 
port. The INTELLEC 8/MOD 80 System Monitor controls 
the Programmer Module by writing into that port. 
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THEORY OF OPERATION OF 
THE MODULE 

Refer to Figure 9-1 , the PROM Programmer Sche- 
matic. 

Data Distribution 

The data to be programmed into the PROM enter 
originates at output port #3. This eight-line signal enters 
the Programmer Module through a ribbon cable which runs 
from J1 on the INTELLEC 8/MOD 80 motherboard to J1 
at the top of the module. Each of the input lines is applied 
to one input of an XOR-gate. The alternate inputs of these 
eight gates are returned through a common line to the +5 
Volt supply, so that each gate acts as an inverter to the 
incoming data. 

Each of the XOR-gate outputs is directed to one 
input of a 7403 NAND-gate. The alternate inputs to this 
bank of gates are driven in common by a signal originating 
in the control and timing section of the module. At the 
appropriate time in the cycle, these inputs are permitted to 
swing HIGH, causing data from the XOR-gate bank to pass 
through to the bases of eight driver transistors: Q19, Q15, 
Q11, Q7, Q17, A13, A9, and Q5. The signal at the 
collectors of these drivers is conducted out of the assembly 
through a ribbon cable which attaches to J2 at the top of 
the module. It goes from there to the programming socket 
on the front panel of the INTELLEC 8/MOD 80. This data 
undergoes three successive inversions, between entering and 



leaving the imm8-76. The output will therefore be in 
complementary form, as required for the programming of 
the 8702A PROM. 

Observe that the bases of the PROM data driver 
transistors are returned through pull-up resistors to the +5 
Volt supply. As a result, these transistors will be conducting 
whenever the input NAND-gates are inhibited. Under these 
circumstances, the signal at each of the PROM's data pins 
will be applied to the base of a transistor, through a divider 
consisting of a 100-ohm resistor, the DC collector resistance 
of a driver transistor, and a 1K resistor. Transistors Q20, 
Q16, Q12, Q8, Q18, Q14, Q10, and Q6 amplify this 
eight-line signal and forward it to an XOR-gate bank which 
is used as an eight-line data inverter. The outputs of the 
XOR-gates are applied to eight NAND-gates which have 
their alternate inputs tied in common to the +5 Volt 
supply. These gates are permanently enabled, and also act 
as data inverters. The output of these gates is in positive- 
true form. It is routed out of the assembly at J1, through a 
ribbon cable to J1 on the INTELLEC 8/MOD 80's mother- 
board, and terminates at input port #2. The INTELLEC 
8/MOD 80 System Monitor reads this port, to determine 
the results of its programming. 

Address data enters the module at J1, through a 
ribbon cable connecting it to J1 of the INTELLEC 8/MOD 
80's motherboard. Data originating at output port #3 is 
therefore applied to the eight-line XOR-gate bank, shown 
on the right in Figure 9-1. The outputs of these gates are 
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Figure 9-2. PROM Programmer Timing 
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directed to the bases of eight driver transistors, whose 
outputs command the PROM address lines. Note that the 
alternate inputs of the XOR-gates are tied in common to a 
signal line from the control and timing section. This line 
swings LOW when the programming cycle begins. It returns 
to a HIGH condition 60 microseconds later. As a result, the 
address forwarded to the PROM is in complementary form 
initially. Sixty microseconds after the programming cycle 
begins, the address data will switch to its positive-true form, 
in accordance with the PROM's programming requirements. 

Control and Timing 

As shown in Figure 9-1, the programming cycle may 
be initiated by a LOW applied to pin #32 or to pin #30 of 
the card. The INTELLEC 8/MOD 80 System Monitor 
enables the pin #32 input, selecting a duty cycle of 20% (3 
mS/15 mS). The pin #30 input is set up for the 2% duty 
cycle to program 8702 devices. 

When a LOW is applied to pin #32 of the module, the 
15 millisecond input multivibrator re-triggers itself re- 
petitively, until the enabling signal is removed. This pro- 
vides a series of positive-going excursions with a period of 
15 milliseconds, which are used to trigger the 3.25 milli- 
second program cycle one-shot. 

The output of the program cycle one-shot: 

1) Complements the address to the PROM. 

2) Enables the data drivers. 



3) Pulses all four power supplies. 

4) Triggers a 155 microsecond cascaded one-shot 
delay. 

Sixty microseconds after the program cycle one-shot 
fires, the negative-going pulse output at A1 1-7 subsides, and 
the address data returns to its positive-true form. 

One hundred fifty-five microseconds after the pro- 
gram cycle one-shot fires, A1 2-9-1 0-1 1-12-13-14 fires, 
causing the power supply to apply a 3 millisecond PRGM 
pulse to the PROM. 

Three and a quarter milliseconds after the beginning 
of the programming cycle, all signals return to their quies- 
cent levels. 

The Programmer Module's control timing is illus- 
trated in Figure 9-2. 

Power Supply 

The power supply section of the PROM Programmer 
Module performs the level switching functions required to 
program PROMs, in response to signals which are generated 
in the timing and control section of the module. The power 
supply contains a rectifier section, a voltage regulator 
section, a regulator control section, and six output 
switches. The relationship among these is shown in a 
simplified form, in Figure 9-3. 
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Figure 9-3. Power Supply Functional Block 
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RECTIFIER AND REGULATOR 

The Programmer Module receives a 50 VAC/60 Hz 
Input, from two 25 Volt transformers which are located on 
the INTELLEC 8/MOD 80's chassis. The secondaries of 
these transformers are connected so that their outputs are 
series additive, and the 50 Volt output thus obtained is 
routed to the Programmer Module through J3. A full-wave 
bridge consisting of diodes CR3-CR6 rectifies the 50 Volt 
input to produce a +80 Volt DC output. 

The +80VDC output of the rectifier is applied to a 
series regulator, Q30, shown in the upper left hand corner 
of Figure 9-1. The output voltage at the emitter of Q30 
depends upon the signal at its base. This level is determined 
in turn by a regulator loop which consists of an integrated 
voltage regulator (A17), Q33, and Q30 itself. 

Figure 9-4 shows a simplified equivalent of the 
regulator loop. Components within the broken lines are 
part of the Signetics 550 monolithic voltage regulator. 

The loop input is obtained from the regulator's 
output, through an adjustable resistive divider (R91 and 
R100). This level is applied to the non-inverting input of an 
operational amplifier which is incorporated into A17. The 
output of the amplifier drives a common-emitter stage, also 
contained within A17, and the inverted output at A17-1 1 is 
applied externally to the emitter of Q33. Q33's collector 
drives the base of the series regulator Q30, completing the 
negative feedback loop. 

In a stabilized configuration such as this, the opera- 
tional amplifier tends to maintain an output which results 
in zero error, where the error is the potential difference 
between the amplifier's inverting and non-inverting inputs. 
Note that the inverting input is tied to the 550's internal 
reference (approximately 1.63 Volts). In order to obtain 
the desired output from the regulator, the resistive divider 
is adjusted for a zero error when the regulator's output is 
approximately +47.6 Volts. 

Refer to the schematic for the PROM Programmer 
Module, Figure 9-1. Observe that the series regulator Q30 is 



+80V 




Figure 9-4. Voltage Regulator Loop: Simplified Schematic 
Equivalent 



protected against short-circuit overloads, by a bias protec- 
tion circuit consisting of Q29 and the Zener diode VR2. 
Under ordinary operating conditions, Q29 will be off, and 
the reverse voltage applied to VR2 will be insufficient to 
cause this diode to conduct. In the event of a short-circuit, 
however, the voltage drop across Q30 will rise sharply. VR2 
will begin conducting when the voltage across Q30 ap- 
proaches 36 Volts, applying a forward bias to Q29. As a 
result, the voltage at Q29's collector will drop, clamping the 
base of Q30 to a relatively low level, and limiting the 
current output from the supply. 

SCR1 is a crowbar switch, used to protect the PROM 
being programmed from an over-voltage condition in the 
supply. The normal voltage level on the VqcS '' ne (+47.6 
Volts) is insufficient to cause conduction in Zener diode 
VR3. Should VrjCS r ' se above +56 Volts, however, the 
diode will conduct, forward biasing the gate of the SCR. 
SCR1 short-circuits the output of the rectifier, and the 
over-current condition blows fuse F2, interrupting AC 
power to the Programmer Module. Capacitor C16 provides 
an alternate gate current path, to prevent dv/dt triggering of 
the SCR when power is initially applied. 

REGULATOR CONTROL 

Refer again to Figure 9-3, the power supply functional 
block. Note that the bias on Q30 is subject to the condition 
of a clamp. The clamp circuit consists of Q32, Q34, CR10, 
and associated components. These are used to switch the 
regulator output on and off, producing the pulses required 
for the programming of the PROM. 

The base of Q34 is returned to the +80 Volt source, 
through pull-up resistor R92 (refer to Figure 9-1). Under 
static conditions, this transistor will conduct through 
CR 1 0, clamping the base of Q30 to a low value. As a result 
of the low forward bias, Q30 displays a high impedance, 
and the output of the regulator will therefore drop to a 
very low value. 

The PRGM PROM PWR switch is located on the 
Console and Display Panel of the INTELLEC 8/MOD 80. 
Contacts of the PRGM PROM PWR switch ground the base 
of Q34 when that switch is turned on. This turns Q34 off , 
enabling the regulator. 

The regulator's output remains clamped, however/by 
the conduction of Q32. This transistor is commanded by 
the control and timing section of the Programmer Module. 
The 3.25 millisecond output of the program cycle one-shot 
turns Q32 off at the start of the programming cycle. With 
both Q32 and Q34 disabled, the bias on Q30 rises to the 
stable level established by the characteristics of the regula- 
tor loop. The output of the regulator rises in consequence. 

OUTPUT SWITCHES 

When no program cycle pulse is present, the regula- 
tor's output is at a low level. Diode CR7 is reverse biased, 
and the output voltage on the VrjCS '' ne ' s determined by 
the clamp circuit consisting of Q26 and Q28. Under these 
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conditions, Q26 operates in the reverse beta mode, holding 
V CCS to approximately +4.7 Volts. When the program 
cycle begins, the control and timing section applies a 
negative-going 3.25 millisecond pulse to the base of Q28, 
turning that transistor off. Q26 now operates in a conven- 
tional manner, turned off by the low bias developed across 
R88. With the clamp removed, the VqcS ' me ' s ^ ree t0 
follow the rising output of the regulator section. CR7 
conducts, and the VqcS ,ine rises t0 approximately +47 
Volts. 

Observe that the collectors of both the address drivers 
and the data drivers are returned to the VqcS l* ne / through 
their individual load resistors. Thus the normal 0 to 5 Volt 
logic excursion which prevails under static conditions 
changes to a 0 to 47 Volt excursion during programming. 
This is an accord with the electrical requirements of the 
PROMs. 

As VCCS r ' ses * Q25 goes into conduction, causing the 
level at the CS output to go from 0 Volts to +47 Volts. 

Under static conditions, conduction through R89 
holds the V gg output to approximately -10 Volts. The 15 
Volt drop across VR1 is not sufficient to induce an 
avalanche in the Zener. During programming, however, 
VccS r ' ses to + 47 Volts and the diode goes into conduc- 
tion. As a result, V gg rises to +11 Volts, approximately 36 
Volts below the level on the VqcS '' ne - 

The Vqd output is held to a static level of -10 Volts, 
by conduction through Q36. When programming begins, a 
negative-going program cycle signal is applied to the emitter 
of Q37. The negative-going transition at its collector is 
coupled to the base of Q36, and Q36 turns off. CR8 
conducts, causing Vqd to r,se to about 0.6 Volts. 

Under static conditions, the clamp transistor Q32 is 
conducting, and Q35 is turned off by the low voltage 
applied to its base through diode CR12. The V DD output 
line is tied to VqcS through R87, and the quiescent voltage 
level at this point is approximately +4.7 Volts. When the 
program cycle pulse turns Q32 off, CR5 conducts, and the 
voltage at the base of Q35 rises to the vicinity of +60 Volts. 
The emitter of Q35 follows this excursion, and CR5 
conducts, pulling V DD up to a level of +59 Volts. 

The PRGM line is connected to VccS through R78, 
and the static level at this output is approximately +4.7 
Volts. When VqcS rises to +47 Volts, at the beginning of 



the programming cycle, the PRGM output follows. One 
hundred fifty-five microseconds after the start of the cycle, 
the control and timing section sends a 3 millisecond 
program pulse to the base of Q27. This positive-going pulse 
turns the transistor on, and the voltage at its collector falls 
to approximately +9 Volts. Three milliseconds later, the 
PRGM output returns to +47 Volts, where it remains until 
the end of the programming cycle. 



UTILIZATION 

This section describes the utilization of the imm6-76. 

Installation 

The PROM Programmer Module is designed for plug- 
in installation in the INTELLEC 8/MOD 80. No special 
installation is necessary. 

Plug the printed circuit board into J16 on the 
INTELLEC 8/MOD 80's motherboard. A ribbon cable 
connects J1 at the top of the module to J1 on the 
motherboard. A second ribbon cable connects J2 on the 
module to the programming socket on the front panel of 
the INTELLEC 8/MOD 80. 

An umbilical cable, permanently attached to the 
module, plugs into J34 on the INTELLEC 8/MOD 80's 
motherboard. This connection supplies AC power to the 
Programmer Module. 

Refer to the INTELLEC 8/MOD 80 Operator's 
Manual for instructions on the programming of PROMs 
using the INTELLEC 8/MOD 80 System Monitor. 

Power Requirements 

This module requires power at the following levels: 

a) 50 VAC 

b) +5 ±5% VDC@1.0A (max) 

c) -10 ±5% VDC@0.2A (max) 

The 50 VAC source shares a fuse with the -9 Volts 
supply in the INTELLEC 8/MOD 80. This 0.5 Ampere fuse, 
F2, is located on the INTELLEC 8/MOD 80's rear panel. 

Pin List 

Connector pin allocations on the PROM Programmer 
Module are given in Tables 9-1, 9-2, 9-3, and 9-4. 
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P1 PIN LIST 



PIN 


SIGNAL FUNCTION 


PIN 


SIGNAL FUNCTION 


1 




51 




2 




52 




3 


GROUND 


53 




4 


GROUND 


54 




5 




55 




6 




56 




7 




57 




8 




58 




9 




59 




10 




60 




11 




61 




12 




62 




13 




63 




14 




64 




15 




65 




16 




66 




17 




67 




18 




68 




19 




69 




20 




70 




21 




71 




22 




72 




23 




73 




24 




74 




25 




75 




26 




76 




27 




77 




28 




78 




29 




79 




30 


R/W (1701) 


80 




31 




81 




32 


R/W (1702A) 


82 




33 




83 




34 




84 




35 




85 




36 




86 




37 




87 




38 




88 




39 




89 




40 




90 




41 




91 




42 




92 




43 


-10 VDC 


93 




44 


-10 VDC 


94 




45 








46 




96 




47 




97 




48 




98 




49 




99 


+5 VDC 


50 




100 


+5 VDC 



Table 9-1. 
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J1 PIN LIST 



J2 PIN LIST 



J3PIN LIST 



PIN 


SIGNAL FUNCTION 


1 


DATA 0 IN 


2 


ADDRESS 0 IN 


3 


DATA 1 IN 


4 


ADDRESS 1 IN 


5 


DATA 2 IN 


6 


ADDRESS 2 IN 


7 


DATA 3 IN 


8 


ADDRESS 3 IN 


9 


DATA 4 IN 


10 


ADDRESS 4 IN 


11 


DATA 5 IN 


12 


ADDRESS 5 IN 


13 


DATA 6 IN 


14 


ADDRESS 6 IN 


15 


DATA 7 IN 


16 


ADDRESS 7 IN 


17 
18 


TEST DATA OUT 0 


19 


TEST DATA OUT 1 


20 




21 


TEST DATA OUT 2 


22 




23 


TEST DATA OUT 3 


24 




25 


TEST DATA OUT 4 


26 




27 


TEST DATA OUT 5 


28 




29 


TEST DATA OUT 6 


30 




31 


TEST DATA OUT 7 


32 




33 


+5 VDC 


34 


+5 VDC 


35 


+5 VDC 


36 


+5 VDC 


37 


+5 VDC 


38 


+5 VDC 


39 


+5 VDC 


40 


+5 VDC 


41 




42 




43 




44 




45 




46 




47 




48 




49 




50 





Table 9-2. 



PIN 


SIGNAL FUNCTION 


i 


nnny n ata cw it c\ 
rnUIVI UA 1 A UU 1 U 


o 
Z. 


ddoiv/i Annoccc r\ i it c\ 
rnUIVI AUUnboo UU 1 U 


o 
o 


DDnrji nATA ni it 1 
rnUIVI UA I A UU I I 


A 
H 


DDniV/l ARHDCCC C\\ IT 1 

rnUIVI AUUntob UU I I 


C 
O 


DDm\/i rata ni it o 
rnUIVI UA I A UU I Z 


D 


dqah/i a nnoccc c\ i it o 
rnUM AUUnboo UU I Z 


7 


ODAy RATA C\\ IT O 

rnUIVI UA I A UU I o 


Q 
O 


nnnn/i Annoccc c\\ it o 
rnUIVI AUUnboo UU I 6 


Q 


dd/*mv/i rata r\\ it a 
rnUM UA I A UU I 4 


1 r\ 
\ U 


rROM ADDRESS OUT 4 


1 1 


PROM DATA OUT 5 


1 o 

1 z 


PROM ADDRESS OUT 5 


1 o 
I 6 


o n r\ tin n ata /~\ ■ ■ -r~ r> 

PROM DATA OUT 6 


1 A 

14 


PROM ADDRESS OUT 6 


1 5 


PROM DATA OUT 7 


16 


PROM ADDRESS OUT 7 


1 7 




18 




19 




20 




21 




o n 

22 




oo 

26 




O A 




Zb 




Zb 




Z 1 




Zo 




on 








O 1 
O I 




6Z 




do 




O /I 

J4 




ob 




ob 




0"7 

61 




oo 




OO 

39 




40 




41 




A O 

42 




43 




44 




45 




46 




47 




48 




49 




50 





Table 9-3. 



PIN 


SIGNAL FUNCTION 


1 


50 VAC (01) 


2 




3 


50 VAC (02) 


4 


+80 VDC OUT 


5 


PROGRAM PROM POWER 


6 


GROUND 


7 




8 




9 




10 




11 




12 




13 




14 




15 




16 




17 




18 




19 




20 




21 




22 




23 




24 




25 




26 




27 




28 




29 




30 




31 




32 




33 




34 




35 




36 




37 




38 




39 




40 




41 




42 




43 




44 




45 




46 




47 




48 




49 




50 





Table 9-4. 
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This section gives the information necessary to install 
and operate the INTELLEC 8/MOD 80 system in an 
application. It is divided into four subsections. 

INTELLEC 8/MOD 80 INSTALLATION 

Installation of the INTELLEC 8/MOD 80 is very 
simple, as it is delivered in a ready-to-use condition. Simply 
set it on a convenient surface, plug the 110v supply cord 
into the nearest 110v AC socket, and connect any desired 
peripherals, and it is ready to use. 

The Bare Bones 80 is almost as simple to install, as it 
has been designed to mount in any standard 19-1/2 inch 
RETMA panel. 

SYSTEM I/O INTERFACING 

This section provides the information necessary to 
properly interface external input and output equipment to 
the INTELLEC 8/MOD 80. Since most of the interfacing 
requirements are supplied by the internal Input/Output and 
Output cards, interfacing is not a complex task; however, 
there are certain procedures which must be followed in 
order to assure the proper operation of any external devices 
used. 

The INTELLEC 8/MOD 80 can support up to 16 



*Note that in this configuration none of the output ports 
respond to addresses 4-7. 



input ports and 16 output ports (when four imm8-61 I/O 
Modules are used) or up to 4 input ports and 28 output 
ports (when one imm8-61 I/O Module and three imm8-63 
Output Modules are used). The ports can be assigned to 
specific modules as shown (lower left). 

All of the data ports complement data to and from 
the CPU, and are TTL compatible. Note that the two input 
ports (0 and 1 ) and two output ports (0 and 1 ) used for 
Teletype communications are not available to the user. The 
data from the other ports is brought, via flat cables, to the 
back panel of the INTELLEC 8/MOD 80, where it is made 
available on 37 pin jacks (see Figure 10-1). External devices 
may connect to these jacks using AMP 205210-1 plugs. 

The standard INTELLEC 8/MOD 80 comes equipped 
with only one Input/Output card, providing four input 
ports and four output ports. A table of the data signals 
associated with these ports is given in Table 10-1. 

In order to ensure the proper transmission of data 
through a twisted cable of 12 feet (maximum), the user 
should provide circuitry which will assist in reducing signal 
noise. It is suggested that each output line be provided with 
a filter network and pullup resistors. The filter is made up 
of a 200 ohm resistor and a .001 jiif capacitor, and the 
pullup resistor should be 1K ohm. 

Also, 7404-type drivers are suggested for each input 
data line. These drivers should, preferably, be open- 
collector type devices. If input ports 2 or 3 are used, 
open-collector devices must be used, as these ports are 
shared with the PROM Programmer during programming, 
transfer and compare PROM operations. The user must 
disable his input drivers when PROM programming 
operations are being performed. 

INTELLEC 8/MOD 80 SYSTEM 
OPERATING REQUIREMENTS 

In order to ensure proper performance, certain re- 
quirements must be met in operating the INTELLEC 
8/MOD 80. 



Module- 
Location 


Ports 


I/O #0 


Input ports 0-3; output ports 0-3 


l/0#1 


Input ports 4-7; output ports 4-7 


I/O #2 


Input ports 8-1 1 ; output ports 8-1 1 


I/O #3 


Input ports 12-15; output ports 12-15 


OR 


OR 


* l/O#0 


Input ports 0-3; output ports 0-3 


OUT#1 


Output ports 16-23 


OUT #2 


Output ports 8-15 


OUT #3 


Output ports 24-31 
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3 



2 



1 



C 



B 



3 



2 



1 



I/O Port Assignments-Module I/O 0 



















BACK PANEL 


MODULE 


SIGNAL 


SYMBOL 




COMMENTS 






CONN. PIN # 


PIN # 


















(3) 


J5 


OUTPUT PORT 00, BITO 


OP00, 0 


UART XMIT DATA 0 






(1) 


Z 








1 














o 








2 














4 








3 














5 








4 














O 








5 














7 








6 














o 


OUTPUT PORT 00, BIT 7 


OP00, 7 


UARTXMIT DATA 7 






(1) 


Q 


OUTPUT PORT 01, BITO 


OP01, 0 


RDR ADV-1 






10 


11 




1 




1 


PUNCH COMMAND 






11 


12 




2 




2 


READER COMMAND 






29 


13 




3 




3 


DATA OUT ENBL 






30 


14 




4 




4 


DATA IN 






12 


15 




5 




5 


DATA OUT 






13 


16 




6 




6 


R/W 








31 


17 


OUTPUT PORT 01, BIT 7 


OP01, 7 


R/WA 








32 


18 


OUTPUT PORT 02, BITO 


OP02, 0 


PROM ADR IN 0 






(2) 


20 




1 




1 




1 










21 




2 




2 




2 










22 




3 




3 




3 










23 




4 




4 




4 










24 




5 




5 




5 










25 




6 




6 




6 










26 


OUTPUT PORT 02, BIT 7 


OP02, 7 


PROM ADR IN 7 






(2) 


27 


OUTPUT PORT 03, BITO 


OP03, 0 


PROM DATA IN 0, PUNCH DATA 0 


14 


29 




1 




1 




1, 




1 


15 


on 

SO 




2 




2 




2, 




2 


33 


31 




3 




3 




3, 




3 


34 


32 




4 




4 




4, 




4 


16 


33 




5 




5 




5, 




5 


17 


34 




6 




6 




6, 




6 


35 


35 


OUTPUT PORT 03, BIT 7 


OP03, 7 


PROM DATA IN 7, PUNCH DATA 7 


36 


36 


GROUND 
















1, 18, 19, 20, 37 


37-40 


NOTES: 






















(1) Dedicated to UART/TTY operations and unavailable to user. 












(2) Dedicated to PROM Programming Operation and unavailable to user. 










(3) Back Panel Connector Signals appear at both LOC 3 and LOC 4. 













Table 10-1. 
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I/O Port Assignments-Module I/O 0 

















BACK PANEL 


MODULE 


SIGNAL 


SYMBOL 


COMMENTS 




CONN. PIN# 


PIN # 




















J4 


INPUT PORT 0, BITO 


IPO, 0 


TTY RCV DATA 0 




(1) 


z 




1 




1 




1 








Q 

o 




2 




2 




2 








4 




3 




3 




3 








5 




4 




4 




4 








6 




5 




5 




5 








7 




6 




6 




6 








8 


INPUT PORT 0, BfT7 


IPO, 7 


TTY RCV DATA 7 




(1) 


9 


INPUT PORT 1, BIT 0 


IP1, 0 


DATA AVAILABLE 




2 


1 1 




1 




1 


OVERRUN ERROR 




3 


19 




2 




2 


TRANSMIT BUFFER EMPTY 


21 


13 




3 




3 


FRAMMING ERROR 




22 


14 




4 




4 


PARITY ERROR (INHIBITED) 


4 






5 




5 


DATA AVAILABLE (TAPE READER) 5 


16 




6 




6 


PUNCH READY 




23 


17 


INPUT PORT 1, BIT 7 


IP1, 7 








24 


18 


INPUT PORT 2, BITO 


IP2, 0 


PROM DATA OUT (J3-16) 


(2) 


ZU 




1 




1 




( 


15) 






Z I 




2 




2 




( 


14) 






22 




3 




3 




( 


13) 






23 




4 




4 




( 


12) 






Z4 




5 




5 




( 


11) 






OK 
ZD 




6 




6 




( 


10) 






oo 
ZD 


INPUT PORT 2, BIT 7 


IP2, 7 


PROM DATA OUT (J3- 9) 


(2) 


zt 


INPUT PORT 3, BIT 0 


IP3, 0 


READER DATA 0 




6 


9Q 




1 




1 




1 




7 


oU 




2 




2 




2 




25 


31 




3 




3 




3 




26 


32 




4 




4 




4 




8 


33 




5 




5 




5 




9 


34 




6 




6 




6 




27 


35 


INPUT PORT 3, BIT 7 


IP3, 7 


READER DATA 7 




28 


36 


GROUND 














1, 18, 19, 20, 37 


37-40 


NOTES: 




















(1 ) Dedicated to UART/TTY operations and unavailable to user. 










(2) Dedicated to PROM PGMR and unavailable to user. 










(3) Back Panel CONNECTOR Signals appear at both LOC 3 and LOC 4. 









Table 10-1 (cont.). 
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I/O Module To Back Panel Interface Chart 



SIGNAL/MODULE 


CONNECTOR 






I/O 1 


OUT 2 


OUT 3 












IN 


OUT 


OUT L 


OUT H 


OUT L 


OUT H 


BIT 


BACK PANEL 


MODULE 








(J4) 


(J5) 


(J2) 


(J3) 


(J2) 


(J3) 


No. 


CONN PIN # 


CONN PIN # 




































(Flat Cable) 








LOC3 


LOC1 


LOC8 


LOC6 


LOC9 


LOC7 








































IP4 


OP05 


OP09 


OPOD 


OP11 


OP1C 


0 


2 


2 ! 
































1 


3 


3 
































o 


21 


4 


































22 


5 
































A 
H 


4 


6 
































D 


5 


7 
































D 


23 


8 








IP4 


OP05 


OP09 


OPOD 


OP11 


OP1C 


7 


24 


9 








IP5 


OP06 


OPOA 


OPOE 


OP12 


OP1D 


0 


6 


11 
































1 
1 


7 


12 
































o 
Z 


25 


13 
































J 


26 


14 
































A 

4 


8 


15 
































r- 

b 


9 


16 
































D 


27 


17 








IP5 


OP06 


OPOA 


OPOE 


OP12 


OP1D 


"7 
/ 


28 


18 








IP6 


OP07 


OPOB 


OPOF 


OP1A 


OP1E 


0 


10 


20 
































1 

1 


11 


21 
































c. 


29 


22 
































Q 
O 


30 


23 
































A 
H 


12 


24 
































0 


13 


25 
































R 
D 


31 


26 








IP6 


OP07 


OPOB 


OPOF 


OP1A 


OP1E 


7 


32 


27 








IP7 


OP08 


OPOC 


OP10 


OP1B 


OP1F 


o 


14 


29 
































1 


15 


30 
































2 


33 


31 
































3 


34 


32 
































4 


16 


33 
































5 


17 


34 








IP7 


OP08 


OPOC 


OP10 


OP1B 


OP1F 


6 


35 


35 
































7 


36 


36 
































GND 


1,18,19,20,37 


37-40 



Table 10-2 
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First, never operate the INTEL LEG 8/MOD 80 with 
the cover off. If this is done, the proper flow of air will be 
disrupted, resulting in the burning-out of the internal power 
supplies. 

Second, use extreme care when removing or installing 
individual circuit cards in the INTELLEC 8/MOD 80, 
especially Input/Output board #1. The PROM Programmer 
and Teletype connectors to I/O board 0 are very easily 
damaged, and are located very close to I/O board #1. 



EXTERNAL DEVICE CONTROLLER 
INTERFACING 

The INTELLEC 8 may be used with external devices 
such as disks, etc., which require a Direct Memory Access 
capability. This is accomplished by the TR I -State capability 
of the processor memory address and control buses, which 
can relinquish their control of INTELLEC operations to an 
external device. 
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Data in the 8080 is stored in the form of 8-bit 
binary integers: 



1^ II II II 
D 7 D 6 D 5 D 4 D 3 D 2 D 1 D 0 



DATA WORD 

The 8080 program instructions may be one, two or 
three bytes in length. Multiple byte instructions must be 
stored in successive memory locations; the address of the 
first byte is always used as the address of the instruction. 
The exact instruction format will depend on the particular 
operation to be executed. 



Single Byte Instructions 



Byte One 
Byte Two 

Byte One 
Byte Two 
ByteThree 



D? 


I I I I I 


'Do 


Two-Byte Instructions 


D,' 


I I I I I 


'Do 






I I I I I 
* 


Do 


Three-Byte Instructions 


D 7 ' 


I I III 


'Do 




D 7 ' 


I I III 


'd„ 




D 7 ' 


I I I I I 


'd„ 



Op Code 



Op Code 

Data or 
Address 



Op Code 




Addressing Modes: 

Often the data that is to be operated on is stored in 
memory. When multi-byte numeric data is used, the data, 
like instructions, is stored in successive memory locations, 
with the least significant byte first, followed by increasingly 
significant bytes. The 8080 has four different modes for 
addressing data stored in memory or in registers. 



• Direct — Bytes 2 and 3 of the instruction contain 

the exact memory address of the data 
item (the low-order bits of the address 
are in byte 2, the high-order bits in style 
3). 

• Register — The instruction specifies the register or 

register-pair in which the data is located. 

• Register Indirect — The instruction specifies a 

register-pair which contains the memory 
address where the data is located (the 
high-order bits of the address are in the 
first register of the pair, the low-order 
bits in the second). 

• Immediate — The instruction contains the data it- 

self. This is either an 8-bit quantity or a 
16-bit quantity (least significant byte first, 
most significant byte second). 

Unless directed by an interrupt or branch instruction, 
the execution of instructions proceeds through consecutively 
increasing memory locations. A branch instruction can spec- 
ify the address of the next instruction to be executed in 
one of two ways: 

• Direct — The branch instruction contains the ad- 

dress of the next instruction to be exe- 
cuted. (Except for the 'RST' instruction, 
byte 2 contains the low-order address and 
byte 3 the high-order address.) 

• Register Indirect — The branch instruction indicates 

a register-pair which contains the address 
of the next instruction to be executed. 
(The high-order bits of the address are m 
the first register of the pair, the low-order 
bits in the second.) 

The RST instruction is a special one-byte call instruc- 
tion (usually used during interrupt sequences). RST includes 
a three-bit field; program control is transferred to the in- 
struction whose address is eight times the contents of this 
three-bit field. 
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Condition Flags: 

There are five condition flags associated with the 
execution of instructions on the 8080. They are Zero, 
Sign, Parity, Carry, and Auxiliary Carry, and are each rep- 
resented by a 1-bit register in the CPU. A flag is "set" by 
forcing the bit to 1 ; "reset" by forcing the bit to 0. 

Unless indicated otherwise, when an instruction af- 
fects a flag, it affects it in the following manner: 

Zero: If the result of an instruction has the value 0, 
this flag is set; otherwise it is reset. 

Sign: If the most significant bit of the result of the 
result of the operation has the value 1, this 
flag is set; otherwise it is reset. 

Parity: If the modulo 2 sum of the bits of the result 
of the operation is 0, (i.e., if the result has 
even parity), this flag is set; otherwise it is 
reset (i.e., if the result has odd parity). 

Carry: If the instruction resulted in a carry (from 
addition or incrementation) or a borrow 
(from subtraction, decrementation, or com- 
parison) out of the high-order bit, this flag 
is set; otherwise it is reset. 

Auxiliary Carry: If the instruction caused a carry out 
of bit 3 and into bit 4 of the resulting value, 
the auxiliary carry is set; otherwise it is 
reset. This flag is affected by single precision 
additions: subtractions, increments, decre- 
ments, comparisons, and logical operations, 
but is principally used with additions and 
increments preceding a DAA (Decimal Ad- 
just Accumulator) instruction. 



Symbols and Abbreviations: 

The following symbols and abbreviations are used in 
the subsequent description of the 8080 instructions: 



DDD or SSS REGISTER NAME 



SYMBOL 


MEANING 


Accumulator 


Register A 


addr 


16-bit address quantity 


data 


8-bit data quantity 


data 16 


16-bit data quantity 


byte 2 


The second byte of the instruction 


byte 3 


The third byte of the instruction 


r, r1,r2 


One of the registers A,B,C,D,E,H,L 


DDD,SSS 


The bit pattern for one of registers A,B, 




C,D,E,H,L (DDD = destination, SSS = 



rp 



RP 



rh 



PC 



SP 



Z,S,P,CY,CA 



source): 



( ) 
A 

v- 

V 



000 
001 
010 
011 
100 
101 
110 



A 
B 
C 
D 
E 
H 
L 



One of the register pairs: 

B represents the B,C pair with B as the 
high-order register and C as the low-order 
register; 

D represents the D,E pair with D as the 
high-order register and E as the low-order 
register; 

H represents the H,L pair with H as the 
high-order register and L as the low-order 
register; 

SP represents the 16-bit stack pointer 
register. 

The bit pattern for one of the register 
pairs B,D,H,SP: 

RP REGISTER PAIR 

00 B-C 

01 D-E 

10 H-L 

11 SP 

The first (high-order) register of a desig- 
nated register pair. 

The second (low-order) register of a desig- 
nated register pair. 

16-bit program counter register (PCH and 
PCL are used to refer to the high-order 
and low-order 8 bits respectively). 

16-bit stack pointer register (SPH and SPL 
are used to refer to the high-order and 
low-order 8 bits respectively). 

Bit m of the register r (bits are number 
7 through 0 from left to right). 

The condition flags: 

Zero, 
Sign, 
Parity, 
Carry, 

and Auxiliary Carry, respectively. 

The contents of the memory location or 
registers enclosed in the parentheses. 

"Is transferred to" 

Logical product ("and") 

Exclusive "or" 

Inclusive "or" 
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+ Addition 

Two's complement subtraction 

-« — ► "Is exchanged with" 

— The one's complement 

n The restart number 0 through 7 

NNN The binary representation 000 through 

111 for restart number 0 and 7 re- 
spectively. 

Data Transfer Group: 

This group of instructions transfers data to and from 
registers and memory. Unless otherwise indicated, condi- 
tion flags are not affected by any instructions in this group. 

MOV r1, r2 (Move) 
(r1)-H- (r2) 

The content of register r2 is moved to register r1 . 

o'i'd'd'd's's's 

Cycles: 1 

States: 5 

Addressing: register 

Flags: none 

MOV r,M (Move from memory) 
(r) ( (H) (L) ) 

The content of the memory location, whose address 
is in registers H and L, is moved to register r. 



0 ' 


1 


D 1 


D 1 


D 1 


1 


1 


0 



Cycles: 2 

States: 7 

Addressing: reg. indirect 

Flags: none 



MOV M,r (Move to memory) 
( (H) (L) ) — (r) 

The content of register r is moved to the memory 
location whose address is in registers H and L. 



0 


1/1 


1 


1 


0 ' 


s 


s ' 


s 



Cycles: 2 

States: 7 

Addressing: reg. indirect 

Flags: none 



SPHL (MoveHLtoSP) 
(SP) — (H) (L) 

The contents of registers H and L (16 bits) are moved 
to register SP. 

1 ' 1 ' 1 ' 1 1 1 ' 0 ' 0 ' 1 



MVI r, data 

(r) — (byte 2) 

The content of byte 2 of the instruction is moved to 
register r. 



0 


0 


D ' 


D I D I 


1 


1 


0 


data 



Cycles: 2 

States: 7 

Addressing: register immed. 

Flags: none 



MVI M, data (Move to memory immediate) 
( (H) (L) ) — (byte 2) 

The content of byte 2 of the instruction is moved to 
the memory location whose address is in registers H 
and L. 



o'o'i'i'o'i'i 


0 


data 


Cycles: 3 




States: 10 




Addressing: reg./ind. immed. 




Flags: none 





LXI rp, data 16 (Load register pair immediate) 
(rh) (byte 3), (rl) — (byte 2) 
Byte 3 of the instruction is moved into the high-order 
register (rh) of the register pair rp. Byte 2 of the in- 
struction is moved into the low-order register (r1 ) of 
the register pair rp. 



0 0 R P 0 0 0 1 
low-order data 
high-order data 

Cycles: 3 

States: 10 

Addressing: immediate 

Flags: none 

LDA addr (Load Accumulator direct) 
(A) — ( (byte 3) (byte 2) ) 

The content of the memory location, whose address is 
specified in byte 2 and byte 3 of the instruction, is 
moved to register A. 

o'o'i'i'i'o'i'o 

low-order addr 
high-order addr 



Cycles: 1 Cycles: 4 

States: 5 States: 13 

Addressing: register Addressing: direct 

Flags: none Flags: none 
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STA addr (Store Accumulator direct) 
( (byte 3) (byte 2) ) (A) 

The content of the accumulator is moved to the mem- 
ory location whose address is specified in byte 2 and 
byte 3 of the instruction. 

o'o'i'i'o'o'i'o 

low-order addr 
high-order addr 

Cycles: 4 

States: 13 

Addressing: direct 

Flags: none 

LHLD addr (Load H and L direct) 
(L) — ( (byte 3) (byte 2)) 
(H) — ( (byte 3) (byte 2) + 1) 
The content of the memory location, whose address 
is specified in byte 2 and byte 3 of the instruction, 
is moved to register L. The content of the memory 
location at the succeeding address is moved to register 
H. 



low-order addr 
high-order addr 

Cycles: 5 

States: 16 

Addressing: direct 

Flags: none 

SHLD addr (Store H and L direct) 
((byte 3) (byte 2) ) -< — ( L) 
((byte 3) (byte 2) +1) (H) 
The content of register L is moved to the memory lo- 
cation whose address is specified in byte 2 and byte 
3. The content of register H is moved to the succeed- 
ing memory location. 

0 ' 0 ' 1 ' 0 ' 0 1 0 1 1 ' 0 
low-order addr 
high-order addr 

Cycles: 5 

States: 16 

Addressing: direct 

Flags: none 



LDAX rp (Load accumulator indirect) 
(A) ^- ( (rp) ) 

The content of the memory location, whose address 
is in the register pair rp, is moved to register A. Note: 
only register pairs rp=B (registers B and C) or rp=D 



(registers D and E) may be specified. 



0 1 


0 1 


R 1 


P ' 


1 


1 0 


1 


0 



Cycles: 2 

States: 7 

Addressing: reg. indirect 

Flags: none 



STAX rp (Store accumulator indirect) 
( (rp) ) (A) 

The content of register A is moved to the memory 
location whose address is in the register pair rp. Note: 
only register pairs rp=B (registers B and C) or rp=D 
(registers D and E) may be specified. 

0 ' 0 ' R 1 P 1 0 1 0 1 1 1 0 

Cycles: 2 

States: 7 

Addressing: reg. indirect 

Flags: none 

XCHG (Exchange H and L with D and E) 
(H)-h^(D) 
(U -^(E) 

The contents of registers H and L are exchanged with 
the contents of registers D and E. 
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Cycles: 1 

States: 4 

Addressing: register 

Flags: none 



Arithmetic Group: 

This group of instructions performs arithmetic opera- 
tions on data in registers and memory. 

Unless indicated otherwise, all instructions in this 
group affect the Zero, Sign, Parity, and Carry flags accord- 
ing to the standard rules. 

All subtraction operations are performed via two's 
complement arithmetic and set the carry flag to one to 
indicate a borrow and clear it to indicate no borrow. 

ADD r (Add) 

(A) (A) + (r) 

The content of register r is added to the content of 
the accumulator. The result if placed in the accumu- 
lator. 

~ 'o'o'o'o's's's 

Cycles: 1 

States: 4 

Addressing: register 

Flags: Z,S,P,CY,AC 



X 



ADD M (Add from memory) 
(A)-*— (A) + ((H)(L)) 

The content of the memory location whose address is 
contained in the H and L registers is added to the 
content of the accumulator. The result is placed in 
the accumulator. 
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Cycles: 2 

States: 7 

Addressing: reg. indirect 

Flags: Z,S,P,CY,AC 



AD I data (Add immediate) 
(A) (A) + (byte 2) 

The content of the second byte of the instruction is 
added to the content of the accumulator. The result 
is placed in the accumulator. 
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Cycles: 2 

States: 7 

Addressing: immediate 

Flags: Z,S,P,CY,AC 



ADC r (Add with carry) 

(A) (A) + (r) + (CY) 

The content of register r and the content of the carry 
bit are added to the content of the accumulator. The 
result is placed in the accumulator. 



1 


0 


0 


0 


1 


1 s 


s 


S 



Cycles: 1 

States: 4 

Addressing: register 

Flags: Z,S,P,CY,AC 



ADC M (Add from memory with carry) 
(A) — (A) + ((H)(L) + (CY)) 
The content of the memory location whose address is 
contained in the H and L registers and the content 
of the CY flag are added to the accumulator. The 
result is placed in the accumulator. 
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Cycles: 2 

States: 7 

Addressing: reg. indirect 

Flags: Z,S,P,CY,AC 



ACI data (Add with carry immediate) 
(A) (A) + (byte 2) + (CY) 

The content of the second byte of the instruction and 
the content of the CY flag are added to the contents 
of the accumulator. The result is placed the accumu- 
lator. 
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i 1 
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data 




Cycles: 2 










States: 7 









Addressing: immediate 

Flags: Z,S,P,CY,AC 



SUB r (Subtract) 

(A) (A) - (r) 

The content of register r is subtracted from the con- 
tent of the accumulator. The result is placed in the 
accumulator. 

1 ' o ' o ' 1 'o's's's 

Cycles: 1 

States: 4 

Addressing: register 

Flags: Z t S,P,CY,AC 



SUB M (Subtract from memory) 
(A)-*- (A) - ( (H) (L) ) 

The content of the memory location whose address 
is contained in the H and L registers is subtracted from 
the content of the accumulator. The result is placed 
in the accumulator. 
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Cycles: 2 

States: 7 

Addressing: reg. indirect 

Flags: Z,S,P,CY,AC 



SUI data (Subtract immediate) 
(A) — (A) - (byte 2) 

The content of the second byte of the instruction is 
subtracted from the content of the accumulator. The 
result is placed in the accumulator. 
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Cycles: 2 
States: 7 
Addressing: immediate 

Flags: Z,S,P,CY,AC 



xi 



SBB r (Subtract with borrow) 
(A)-*-(A)-(r)-(CY) 

The content of register r and the content of the CY 
flag are both subtracted from the accumulator The 
result is placed in the accumulator. 
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Cycles: 1 

States: 4 

Addressing: register 

Flags: Z,S,P,CY,AC 



SBEf M (Subtract from memory with borrow) 
(A) -< — (A) - ( (H) (L) ) - (CY) 
The content of the memory location whose address 
is contained in the H and L registers and the content 
of the CY flag are both subtracted from the accumu- 
lator. The result is placed in the accumulator. 
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Cycles: 2 

States: 7 

Addressing: reg. indirect 

Flags: Z,S,P,CY,AC 



SB I data (Subtract with borrow immediate) 
(A)-*- (A) -(byte 2) - (CY) 

The contents of the second byte of the instruction and 
the contents of the CY flag are both subtracted from 
the accumulator. The result is placed in the accu- 
mulator. 
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Cycles: 2 










States: 7 









Addressing: immediate 
Flags: Z,S,P,CY,AC 



INCr (Increment) 
(r) — (r) + 1 

The content of register r is incremented by one. Note: 
All condition flags except CY are affected. 

0 1 0 1 D 1 D 1 D 1 1 1 0 1 0 



Cycles: 1 

States: 5 

Addressing: register 

Flags: Z,S,P,AC 



INC M (Increment memory) 

((H)(L))*- ((H) (L) ) + 1 

The content of the memory location whose address is 
contained in the H and L registers is decremented by 
one. Note: All condition flags except CY are affected. 
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Cycles: 3 

States: 10 

Addressing: reg. indirect 

Flags: Z,S,P,AC 



DCR r (Decrement) 
(r) — (r) -1 

The content of the memory location whose address is 
contained in the H and L registers is incremented by 
one. Note: All condition flags except CY are affected. 
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Cycles: 1 

States: 5 

Addressing: register 

Flags: Z,S,P,AC 



DCR M (Decrement memory) 
(tH)(L)>-«— ((H)(L))-1 

The content of the memory location whose address is 
contained in the H and L registers is decremented by 
one. Note: All condition flags except CVare affected. 
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Cycles: 3 

States: 10 

Addressing: reg. indirect 

Flags: X,S,P,AC 



INX rp (Increment register pair) 
(rh) (re) (RH) (R1) + 1 

The content of the register pair rp is incremented by 
one. Note: No condition flags are affected. 
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Cycles: 1 

States: 5 

Addressing: register 

Flags: none 



DCX rp (Decrement register pair) 
(rh) (r1)^— (rh) (r1) -1 

The content of the register pair rp is decremented by 
one. Note: No condition flags are affected. 

0 I 0 I R 1 P 1 1 1 0 1 1 ' 1 



Cycles: 1 

States: 5 

Addressing: register 

Flags: none 



xii 



DAD rp (Add register pair to H and L) 
(H) (L) — (H) (L) + (rh) (re) 

The content of the register pair rp is added to the con- 
tent of the register pair H and L. The result is placed 
in the register pair H and L. Note: Only the CY is 
affected. It is set if there is a carry out of the double 
precision add; otherwise it is reset. 

o'o'r'p'i'o'o'i 



Cycles: 3 

States: 10 

Addressing: register 

Flags: CY 



ANA M (And from memory) 
(A)-*— (A) A ((H)(L)) 

The contents of the memory location whose address 
is contained in the H and L registers is logically anded 
with the content of the accumulator. The result is 
placed in the accumulator. The CY and AC flags are 
cleared. 
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Cycles: 2 

States: 7 

Addressing: reg. indirect 

Flags: Z,S,P,CY,AC 



DAA (Decimal Adjust Accumulator) 

The eight-bit number in the accumulator is adjusted 
to form two four-bit binary-coded-decimal digits by 
the following process: 

1. If the value of the least significant 4-bits of the 
accumulator is greater than 9 or if the AC flag is 
set, 6 is added to the accumulator. 

2. If the value of the most significant 4-bits of the 
accumulator is now greater than 9, or if the CY 
flag is set, 6 is added to the most significant 4-bits 
of the accumulator. 

All flags are affected by the additions, if performed, 
otherwise they are reset. 
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Cycles: 1 
States: 4 
Addressing: - 

Flags: Z,S,P,CY,AC 



Logical Group: 

This group of instructions performs logical operations 
on data in registers and memory and on condition flags. 

Unless indicated otherwise, all instructions in this 
group affect the Zero, Sign, Parity, Auxiliary Carry, and 
Carry flags according to the standard rules. 

ANA r (And) 

(A) -H- (A) A (r) 

The content of register r is logically anded with the 
content of the accumulator. The result is placed in the 
accumulator. The CY and AC flags are cleared. 
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Cycles: 


1 




States: 


4 




Addressing: 


register 




Flags: 


Z,S,P,CY,AC 



ANA data (And immediate) 
(A) (A) A (byte 2) 

The content of the second byte of the instruction is 
logically anded with the contents of the accumulator. 
The result is placed in the accumulator. The CY and 
AC flags are cleared. 









I o I 0 
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Cycles: 2 

States: 7 

Addressing: immediate 

Flags: Z,S,P,CY,AC 



XRA r (Exclusive OR) 
(A) (A) V (r) 

The content of register r is exclusive-or'd with the 
content of the accumulator. The result is placed in 
the accumulator. The CY and AC flags are cleared. 
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Cycles: 1 

States: 4 

Addressing: register 

Flags: Z,S,P,CY,AC 



XRA M (Exclusive OR) 

(A) — (A)V((H)(U) 

The content of the memory location whose address is 
contained in the H and L registers is exclusive-OR'd 
with the content of the accumulator. The result is 
placed in the accumulator. The CY and AC flags are 
cleared. 
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Cycles: 2 
States: 7 
Addressing: reg. indirect 
Flags: Z,S,P,CY,AC 



xiii 



XR I data ( Exclusive or immediate) 
(A)-*— (A) Y (byte 2) 

The content of the second byte of the instruction is 
exclusive-or'd with the content of the accumulator. 
The result is placed in the accumulator. The CY and 
AC flags are cleared. 
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Cycles: 2 

States: 7 

Addressing: immediate 

Flags: Z,S,P,CY,AC 



ORAr (OR) 

(A) ^- (A) V (r) 

The content of register r is inclusive-OR'd with the 
content of the accumulator. The result is placed in 
the accumulator. The CY and AC flags are cleared. 
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Cycles: 


1 




States: 


4 




Addressing: 


register 



Flags: Z,S,P,CY,AC 

ORA M (OR from memory) 
(A) — (A) V ((H) (L) ) 

The content of the memory location whose address is 
contained in the H and L registers is inclusive-OR'd 
with the content of the accumulator. The result is 
placed in the accumulator. TheVY and AC flags are 
cleared. 
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Cycles: 


2 






States: 


7 






Addressing: 


reg. indirect 





Flags: Z,S,P,CY,AC 

OR I data (OR Immediate) 
(A) (A) V (byte 2) 

The content of the second byte of the instruction is 
inclusive-OR'd with the content of the accumulator. 
The result is placed in the accumulator. The CY and 
AC flags are cleared. 
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Cycles: 2 

States: 7 

Addressing: immediate 

Flags: Z,S,P,CY,AC 



CMPr (COMPARE) 
(A) - (r) 

The content of register r is subtracted from the accu- 
mulator. The accumulator remains unchanged. The 
condition flags are set as a result of the subtraction. 
The Z flag is set to I if (A), = (r). The CY flag is set 
to 1if(r) t (A). 

Note: The auxiliary carry is affected. 
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Cycles: 1 

States: 4 

Addressing: register 

Flags: Z,S,P,CY,AC 



CMP M (Compare with memory) 
(A) - ( (H) (L) ) 

The content of the memory location whose address is 
contained in the H and L registers is subtracted from 
the accumulator. The accumulator remains unchanged. 
The condition flags are set as a result of the sub- 
traction. The Z flag is set to 1 if (A) = ( (H) (L) ). 
((H)(L))£A. 
Note : The A C flag is affected. 
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Cycles: 2 

States: 7 

Addressing: reg. indirect 

Flags: Z,S r P,CY,AC 



CPI data (Compare immediate) 
(A) - (byte 2) 

The content of the second byte of the instruction is 
subtracted from the accumulator. The accumulator is 
not changed. The condition flags are set by the result 
of the subtraction. The Z flag is set to 1 if (A) = byte 
2). The CY flag is set to 1 if byte 2) £ (A). 
Note: The AC flag is affected. 
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Cycles: 2 

States: 7 

Addressing: immediate 

Flags: Z,S,P,CY,AC 



RLC (Rotate f eft) 

(A n+1 ) -e- (A n ); (Aq) .-«— (Ay); (CY) (A 7) 
The content of the accumulator is rotated right one 
position. The high order bit and the CY flag are both 
set to the value shifted out of the low order bit posi- 
tion. Only the CY flag is affected. 

o'o'o'o'o'i'i'i 



Cycles: 1 
States: 1 
Flags: CY 



xiv 



RRC (Rotate right) 

(A n )^— A n -1); (A 7 H- (A 0 );(CY)^(A 0 ) 
The content of the accumulator is rotated right one 
position. The high order bit and the CY flag are both 
set to the value shifted out of the low order bit posi- 
tion. Only the CY flag is affected. 
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Cycles: 1 
States: 4 
Flags: CY 



RAL (Rotate left through carry) 

(A n +iH-(A n ); (CYH-(A 7 ); (Aq) -h-(CY) 
The content or the accumulator is rotated left one 
position through the carry. The low order bit is set 
equal to the CY flag and the CY flag is set to the 
value shifted out of the high order bit. Only the CY 
flag is affected. 
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Cycles: 1 
States: 4 
Flags: CY 



RAR (Rotate right through carry) 

(A n )^(A n +l); (CY) (A 0 ); (A 7 )^ (CY) 
The content of the accumulator is rotated right one 
position through the CY flag. The high order bit is 
the CY flag. The high-order bit is set equal to the CY 
flag and the CY flag is set to the value shifted out of 
the low order bit. Only the CY flag is affected. 
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Cycles: 1 
States: 4 
Flags: CY 



CMA (Complement accumulator) 
(A)-e-(A) 

The contents of the accumulator are complemented 
(zero bits become 1, one bits become (0). No flags 
are affected. 
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Cycles: 1 
States: 4 
Flags: none 



CMC (Complement carry) 
(CY) -- (CY) 

The CY flag is complemented. No other flags are 
affected. 
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Cycles: 1 
States: 4 
Flags: CY 



STC (Set carry) 
(CY) 1 

The CY flag is complemented. No other flaps are 
affected. 
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Cycles: 1 
States: 4 
Flags: CY 



Branch Group: 

This group of instructions alter normal sequential 
program flow. 

Unless specified otherwise, no condition flags are af- 
fected by any instruction in this group. 

The two types of branch instructions are uncondi- 
tional and conditional. Unconditional transfers simply per- 
form the specified operation on register PC (the program 
counter). Conditional transfers examine the status of one 
of the four processor flags to determine if the specified 
branch is to be executed. The conditions that may be 
specified are as follows: 



CONDITION CCC 

C - carry (CY=1) 000 

Z -zero(Z=1) 001 

M -minus (5=1) 010 

PE - parity even (P=1) 011 

NC- no carry (CY=0) 100 

NZ- not zero (Z=0) 101 

P -plus (5=0) 110 

PO - parity odd (P=0) 111 



JMPaddr (Jump) 

(PC) (byte 3) (byte 2) 

Control is transferred to the instruction whose ad- 
dress is specified in byte 3 and byte 2 of the cur- 
rent instruction. 

i'i'o'o'o'o'i'i 

low-order addr 
high-order addr 

Cycles: 3 

States: 10 

Addressing: direct 

Flags: none 



XV 



Jcondition addr (Conditional jump) 
If (CCC), 

(PC) (byte 3) (byte 2) 
If the specified condition is true, control is trans- 
ferred to the instruction whose address is specified 
in byte 3 and byte 2 of the current instruction; other- 
wise, controf continues sequentially. 

i'i'c'c'c'o'i'o 

low-order addr 
high-order addr 

Cycles: 3 
States: 10 
Addressing: direct 
Flags: none 

CALL addr (Call) 

( (SP) - 1) (PCH) 
( (SP> - 2) (PCL) 

(SP) -*— (SP) -2 

(PC) — (byte 3) (byte 2) 
The high-order eight bits of the next instruction ad- 
dress is one less than the content of register SP. The 
low-order eight bits of the next instruction address 
are moved to the memory location whose address is 
two less than the content of register SP. The content 
of register SP is decremented by 2. Control is trans- 
ferred to the instruction whose address is specified in 
byte 3 and byte 2 of the current instruction. 

1 ' 1 ' 0 ' 0 ' 1 ' 1 1 0 ' 1 
low-order addr 
high-order addr 

Cycles: 5 

States: 17 

Addressing: direct 

Flags: none 

Ccondition addr (Conditional call) 
/f(CC), 

((SP)-1)-«— (PCH) 
( (SP) - 2) — (PCL) 
(SP) — (SP)-2 
(PC) — (byte 3) (byte 2) 
If the specified condition is true, the actions spec- 
ified in the CALL instruction (see above) are per- 
formed; otherwise, control continues sequentially. 

1 I 1 I C ' C ' C I 1 I 0 ' 0 
tow-order addr 
high -order addr 

Cycles: 3/5 

States: 11/17 

Addressing: direct 

Flags: none 



RET (Return) 

(PCL) ( (SP) ) 
(PCH) -«— ( (SP) + 1) 
(SP) (SP) + 2 

The content of the memory location whose address is 
specified in register SP is moved to the low-order eight 
bits of register PC. The content of the memory loca- 
tion whose address is one more than the content of 
register PS is moved to the high-order eight bits of 
register PC. The content of register PC is incremented 
by 2. 
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Cycles: 3 

States: 11 

Addressing: reg. indirect 

Flags: none 



R condition (Conditioned return) 
If (CO, 

(PCL) ^- ( (SP) ) 

(PCH) — ((SP) + 1) 

(SP) (SP) + 2 
If the specified condition is true, the actions spec- 
ified in the RET instruction (see above are per- 
formed; otherwise; control continues sequentially. 

1 . ' 1 ' C ' C ' C ' 0 ' 0 ' 0 

Cycles: 1/3 
States: 5/11 
Addressing: reg. indirect 
Flags: none 

RST n (Restart) 

((SP)-1)— (PCH) 
( (SP>-2) — (PCL) 

(SP) — (SP) - 2 

(PC) — 8* (NNN) 
The high-order eight bits of the next instruction ad- 
dress are moved to the memory location whose ad- 
dress is one less than the content of register SP. The 
low-order eight bits of the next instruction address are 
moved to the memory location whose address is two 
less than the content of register SP. The content of 
register SP is decremented by two. Control is trans- 
ferred to the instruction whose address is eight times 
the content of (NNN). 
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Cycles: 3 

States: It 

Addressing: direct 

Flags: none 
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PCHL (Jump H and L indirect - move H and L to PC) 
(PCH)^- (H) 
(PCL) ^ (L) 

The content of register H is moved to the high-order 
eight bits of register PC. The content of register L is 
moved to the low-order eight bits of register PC. 
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Cycles: 1 

States: 5 

Addressing: register 

Flags: none 



Stack, I/O, and Machine Control Group: 

This group of instructions performs I/O, manipulates 
the "stack", and alters internal control flags. 

Unless otherwise specified, no condition flags are af- 
fected by any instructions in this group. 

PUSH rp (Push) 

((SP) -.!)-■— (rh) 
((SP)-2)^" (r1) 
(SP) (SP) - 2 
The content of the high-order register of register pair 
rp is moved to the memory location whose address is 
one less than the content of register SP. The content 
of register pair rp is moved to the memory location 
whose address is two less than the content of register 
SP. The content of register SP is decremented by 2. 
Note: Register pair rp = SP may not be specified. 



1 


1 1 


R I 


P 


0 


1 


I 0 


1 



Cycles: 3 

States: 11 

Addressing: reg. indirect 

Flags: none 



PUSH PSW (Push processor status word) 
( (SP) - 1) — (A) 

( (SP) - 2) o — (CY), ( (SP) - 2) 1 - — 1 
( (SP) - 2) 2 — (P) , ( (SP) - 2) 3 0 
( (SP) - 2) 4 — (AC), ( (SP) - 2) 5 0 
( (SP) -2) 6 (Z), ( (SP) -2) 7 — (S) 

(SP) (SP) - 2 
The content of register A is moved to the memory lo- 
cation whose address is one less than register SP. The 
contents of the condition flags are assembled into a 
processor status word and the word is moved to the 
memory location whose address is two less than the 
content of register SP. The content of register PS is 
decremented by two. 
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Cycles: 


3 






States: 


11 






Addressing: 


reg. indirect 





Flags: none 



POP rp (Pop) 

(rl) *— ( (SP) ) 
(rh) — ((SP) + 1) 
(SP) (SP) + 2 

The content of the memory location, whose address 
specified by the content of register SP, is moved to 
the content of register SP, is moved to the low-order 
register of register pair rp. The content of the memory 
location, whose address is one more than the content 
of register SP, is moved to the high-order register of 
register pair rp. The content of register PS is incre- 
mented by 2. 

Note: Register pair rp = SP may not be specified. 
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Cycles: 3 

States: 10 

Addressing: reg. indirect 

Flags: none 



POP PSW (Pop processor status word) 
(CY) ( (SP) ) 0 
(P) — ( (SP) ) 2 
(AC) ( (SP) ) 4 
(Z) ^— ( (SP) ) 6 
(S) ( (SP) ) 7 
(A)-*— ( (SP) + 1) 
(SP) — ( (SP + 2) 

The content of the memory location whose address is 
specified by the content of register SP is used to re- 
store the condition flags. The content of the mem- 
ory location whose address is one more than the 
content of register SP is moved to register A. The 
content of register SP is incremented by 2. 
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1 



Cycles: 3 

States: 10 

Addressing: reg. indirect 

Flags: Z,S,P,CY,AC 



XTHL (Exchange stack top with H and L) 
(L) — ( (SP) ) 
(H)— ((SP) + 1) 

The content of the L register is exchanged with the 
content of the memory location whose address is 
specified by the content of register SP. The content 
of the H register is exchanged with the content of the 
memory location whose address is one more than the 
content of register SP. 



1 


1 1 


1 


I 0 


0 


0 


1 


1 



Cycles: 5 

States: 18 

Addressing: reg. indirect 

Flags: none 
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IN port (Input) 
(A) (data) 

The data placed on the eight-bit bi-directional data bus 
by the specified port is moved to register A. 



1 


1 


I o I 


1 


1 


I 0 


1 


1 



port 



Cycles: 3 
States: 10 
Addressing: direct 
Flags: none 

OUT port (Output) 
(data) (A) 

The content of register A is placed on the eight-bit 
bi-directional data bus for transmission to the spec- 
ified port. 

1 1 1 I o I 1 I 0 j o I 1 t 1 

port 

Cycles: 3 
States: 10 
Addressing: direct 
Flags: none 

El (Enable interrupt) 

The interrupt system is enabled folfowing the execu- 
tion of the next instruction. 



1 


1 


I, 


1 


1 


I o I 


1 


1 



Cycles: 1 
States: 4 
Flags: none 



Dl (Disable interrupt) 

The interrupt system is disabled immediately follow- 
ing the execution of the instruction. 



1 


1 


1 1 


1 


1:0 


0 


1 


1 



Cycles: 1 
States: 4 
Flags: none 



HLT (Halt) 

The processor is stopped. The registers and flags are 
unaffected. 



o I 


1 


1 


1 


I 0 


1 


1 


0 



Cycles: 1 
States: 4 
Flags: none 



NOP (No op) 

No operation is performed. The registers and flags are 
unaffected. 

o I 0 1 o I 0 1 0 1 0 1 0 1 0 

Cycles: 1 
States: 4 
Flags: none 
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iliy Silicon Gate MOS 8080 

SINGLE CHIP 8-BIT N-CHANNEL MICROPROCESSOR 



■ 2 ims Instruction Cycle 

■ Powerful Problem Solving 
Instruction Set 

■ Six General Purpose Registers 
and an Accumulator 

■ Sixteen Bit Program Counter for 
Directly Addressing up to 64K Bytes 
of Memory 



Sixteen Bit Stack Pointer and Stack 
Manipulation Instructions for Rapid 
Switching of the Program Environment 

Decimal, Binary and Double 
Precision Arithmetic 

Ability to Provide Priority Vectored 
Interrupts 

512 Directly Addressed I/O Ports 



The Intel 8080 is a complete 8-bit parallel central processing unit (CPU). It is fabricated on a single LSI chip using Intel's n- 
channel silicon gate MOS process. This offers the user a high performance solution to control and processing applications. 
The 8080 contains six 8-bit general purpose working registers and an accumulator. The six general purpose registers may be 
addressed individually or in pairs providing both single and double precision operators. Arithmetic and logical instructions set 
or reset four testable flags. A fifth flag provides decimal arithmetic operation. 

The 8080 has an external stack feature wherein any portion of memory may be used as a last in/first out stack to store/ 
retrieve the contents of the accumulator, flags, program counter and all of the six general purpose registers. The sixteen bit 
stack pointer controls the addressing of this external stack. This stack gives the 8080 the ability to easily handle multiple level 
priority interrupts by rapidly storing and restoring processor status. It also provides almost unlimited subroutine nesting. 
This microcoprocessor has been designed to simplify systems design. Separate 16-line address and 8-line bidirectional data 
busses are used to facilitate easy interface to memory and I/O. Signals to control the interface to memory and I/O are pro- 
vided directly by the 8080. Ultimate control of the address and data busses resides with the HOLD signal. It provides the 
ability to suspend processor operation and force the address and data busses into a high impedance state. This permits OR- 
tying these busses with other controlling devices for (DMA) direct memory access or multi-processor operation. 



8080 CPU FUNCTIONAL 
BLOCK DIAGRAM 



BI-DIRECTIONAL 
DATA BUS 



(8 BIT) 
INTERNAL DATA BUS 
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BUFFER/LATCH 
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WR DBIN INTE INT HOLD HOLD WAIT \ SYNC 01 $2 
ACK READY 



(8 BIT) 
INTERNAL DATA BUS 



MULTIPLEXER 





W (8) 


Z (8) 






TEMP REG. 


TEMP REG. 






B (8) 


C <8) 




O 

LU 


REG. 


REG. 




—J 
LU 


D (8) 


E (8) 




V) 

cc 


REG. 


REG. 




LU 
h- 


H (8) 


L (81 




co 


REG. 


REG. 




CD 

LU 










(16) 




CC 


STACK POINTER 






(16) 

PROGRAM COUNTER 






INCREMENTER/DECREMENTER 






ADDRESS LATCH (16) 





REGISTER 
"ARRAY 



ADDRESS BUFFER 



RESET 



ADDRESS BUS 
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SILICON GATE MOS 8080 




8080 FUNCTIONAL PIN DEFINITION 

The following describes the function of all of the 8080 I/O pins. 
Several of the descriptions refer to internal timing periods. t 1 l 

A 15 .Aq (output three-state) 

ADDRESS BUS; the address bus provides the address to memory 
(up to 64K 8-bit words) or denotes the I/O device number for up 
to 256 input and 256 output devices. Aq is the least significant 
address bit. 

D 7 -Dq (input/output three-state) 

DATA BUS; the data bus provides bidirectional communication 
between the CPU, memory, and I/O devices for instructions and 
data transfers. Dq is the least significant bit. 

SYNC (output) 

SYNCHRONIZING SIGNAL; the SYNC pin provides a signal to 
indicate the beginning of each machine cycle. 

DBIN (output) 

DATA BUS IN; the DBIN signal indicates to external circuits that 
the data bus is in the input mode. This signal should be used to 
enable the gating of data onto the 8080 data bus from memory 
or I/O. 

READY (input) 

READY; the READY signal indicates to the 8080 that valid mem- 
ory or input data is available on the 8080 data bus. This signal is 
used to synchronize the CPU with slower memory or I/O devices. 
If after sending an address out the 8080 does not receive a READY 
input, the 8080 will enter a WAIT state for as long as the READY 
line is low. 

WAIT (output) 

WAIT; the WAIT.signal acknowledges that the CPU is in a WAIT 
state. 

WR (output) 

WRITE; the WR signal is used for memory WRITE or I/O output 
contro l. Th e data on the data bus is stable while the WR signal is 
active (WR = 0). 

HOLD (input) 

HOLD; the HOLD signal requests the CPU to enter the HOLD 
state. The HOLD state allows an external device to gain control 
of the 8080 address and data bus as soon as the 8080 has com- 
pleted its use of these buses for the current machine cycle. It is 
recognized under the following conditions: 

• the CPU is in the HALT state. 

• the CPU is in the T2 or TW state and the READY signal is active. 
As a result of entering the HOLD state the CPU ADDRESS BUS 
(A^-Aq) and DATA BUS (D7-D0) will be in their high impedance 
state. The CPU acknowledges its state with the HOLD AC- 
KNOWLEDGE (HLDA) pin. 

HLDA (output) 

HOLD ACKNOWLEDGE; the HLDA signal appears in response 
to the HOLD signal and indicates that the data and address bus 
will go to the high impedance state. The HLDA signal begins at: 

• T3 for READ memory or input. 

• The Clock Period following T3 for WRITE memory or OUT- 
PUT operation. 



In either case, the HLDA signal appears after the rising edge of 0<j 
and high impedance occurs after the rising edge of 02- 

INTE (output) 

INTERRUPT ENABLE; indicates the content of the internal inter- 
rupt enable flip/flop. This flip/flop may be set or reset by the En- 
able and Disable Interrupt instructions and inhibits interrupts 
from being accepted by the CPU when it is reset. It is auto- 
matically reset (disabling further interrupts) at time T1 of the in- 
struction fetch cycle (M1) when an interrupt is accepted and is 
also reset by the RESET signal. 

INT (input) 

INTERRUPT REQUEST; the CPU recognizes an interrupt re- 
quest on this line at the end of the current instruction or while 
halted. If the CPU is in the HOLD state or if the Interrupt Enable 
flip/flop is reset it will not honor the request. 

RESET (input) 12] 

RESET; while the RESET signal is activated, the content of the 
program counter is cleared and the instruction register is set to 0. 
After RESET, the program will start at location 0 in memory. 
The INTE and HLDA flip/flops are also reset. Note that the 
flags, accumulator, and registers are not cleared. 

Vss Ground Reference. 

+12 ±5% Volts. 

+5 ± 5% Volts. 
V bb -5 ±5% Volts (substrate bias). 

01 , 02 2 externally supplied clock phases, (non TTL compatible) 
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SILICON GATE MOS 8080 



ABSOLUTE MAXIMUM RATINGS* 

Temperature Under Bias . . 0°C to +70° C 

Storage Temperature -65°C to +150°C 

All Input or Output Voltages 

With Respect to V BB -0.3V to +20V 

Vco V DD and V ss With Respect to V BB -0.3V to +20V 
Power Dissipation 1.5W 



"COMMENT: 

Stresses above those listed under "Absolute Maximum Rat- 
ings" may cause permanent damage to the device. This is a 
stress rating only and functional operation of the device at 
these or any other conditions above those indicated in the op- 
erational sections of this specification is not implied. Exposure 
to absolute maximum rating conditions for extended periods 
may affect device reliability. 



D.C. CHARACTERISTICS 

T A = 0°C, to 70°C, V DD = + 12V ± 5%, V cc = +5V ± 5%, V BB = -5V ± 5%, V SS = 0V, Unless Otherwise Noted. 



Symbol 


Parameter 


Min. 


Typ. 


Max. 


Unit 


Test Condition 


V|LC 


Clock Input Low Voltage 


Vss-1 




Vss+0.6 


V 




V IHC 


Clock Input High Voltage 


Vdd-1 




V DD + 1 


V 




V|L 


Input Low Voltage 


Vss-1 




Vss+0.8 


V 




V.H 


Input High Voltage 


3.3 




V CC + 1 


V 




Vol 


Output Low Voltage 






0.45 


V 


Iql = 1.7mA on the Data Bus 
-'OL = -75mA on all other outputs 
_ l 0H = 100mA. 


Vqh 


Output High Voltage 


3.7 






V 


'do (AV) 


Avg. Power Supply Current (V D d) 




40 


67 


mA 


Operation 


•CC (AV) 


Avg. Power Supply Current (Vcc) 




60 


75 


mA 


_T A = 25° C 
Tqy = -48 Msec 


'bb(av) 


Avg. Power Supply Current ( V BB ) 




.01 


1 


mA 


l|L 


Input Leakage 






±10 


M 


Vss ^ < Vcc 


ICL 


Clock Leakage 






±10 


JUA 


Vss < VcLOCK < V DD 


l DL t3] 


Data Bus Leakage in Input Mode 






-100 


MA 


Vss ^ Vj N < Vcc 


"fl 


Address and Data Bus Leakage 
During HOLD 






+ 10 
-100 


i"A 


Vaddr/data = v cc 
Vaddr/data = v ss 



CAPACITANCE 

D c v cc = v DD = v ss = ov, v ss : 



T A = 25° 



-5V +5% 



Symbol 


Parameter 


Typ. 


Max. 


Unit 


Test Condition 




Clock Capacitance 


10 


20 


pf 


f c = 1 MHz 


C IN 


Input Capacitance 


5 


10 


pf 


Unmeasured Pins 


C OUT 


Output Capacitance 


10 


20 


Pf 


Returned to V$s 



NOTES: 

1 . For definitions the user is directed to the following publications: 

A. Programming Manual for the 8080 Microcomputer System. 

B. 8080 Microcomputer Users Manual. 

C. From CPU to Software. 

2. The RESET signal must be active for a minimum of 3 clock cycles. 

3. When DBIN is high and V|(\| > Vjh an active pull up of nominally 2kH 
will be switched onto the Data Bus. 

4. AI supply / AT A = -0.45%/° C. 



TYPICAL SUPPLY CURRENT VS. 
TEMPERATURE, NORMALIZED. 



[4] 




+25 +50 
AMBIENT TEMPERATURE (°C) 
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SILICON GATE MOS 8080 



A.C. CHARACTERISTICS 

T A = 0°C to 70°C, V DD = +12V ± 5%, V cc = +5V ± 5%, V BB = -5V ± 5%, Vss = 0V, Unless Otherwise Noted 



Parameter 



Min. 



Max. 



Unit 



Test Condition 



Clock Period 



0.48 



2.0 



Clock Rise and Fall Time 



0-1 Pulse Width 



60 



02 Pulse Width 



220 



Delay 0<| to 02 



Delay 02 to 0i 



70 



Delay 0j to 02 Leading Edges 



130 



Address Output Delay From 02 



Data Output Delay From 02 



Signal Output Delay From 0 1 , or 0 2 (SYNC, WR WAIT HLDA) 



DBIN Delay From 0 2 



25 



Delay for Input Bus to Enter Input Mode During DBIN 



Data "Setup Time" During 0<| and DBIN 



50 



50 



200 



220 



120 



140 



tDF 



Id sec 



nsec 



nsec 



nsec 



nsec 



R L = 4.5kH, C|_= 100pf 
R L = 2.1kn, C L = 100pf 
R L = 4.5kl2, C L = 50pf 
R L = 2.1kn,C L = 50pf 



TIMING WAVEFORMS 



[12] 



(Note: Timing measurements are made at the following reference voltages: CLOCK "1" = 9.5V, 
"0" = 1.0V; INPUTS "1" = 3.3V, "0" = 0.8V; OUTPUTS "1" = 2.0V, "0" = 0.8V.) 



0 2 - 



WR 



A 



-t^ — o 



A 



-< Y- 

— I <oc h- -H •oe I— 



l DS1 
h-«OS2-* 



"nest 



A. 



3E! 



■J 



A. 



—I «WO 



«ocH- 
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SILICON GATE MOS 8080 



A.C. CHARACTERISTICS (Continued) 

T A = 0°C to 70°C, V DD = +12V ± 5%, V cc = +5V ± 5%, V BB = -5V ± 5%, V ss = 0V, Unless Otherwise Noted 



Symbol 


Parameter 


Min. 


Max. 


Unit 


Test Condition 


tDS2 


Data "Setup Time" to 02 During DBIN 


150 




nsec 




t D H™ 


Data "Hold Time" From 02 During DBIN 


tDF 




nsec 




t, E [2] 


INTE Output Delay From 02 




200 


nsec 


R L = 4.5kft,C L = 50pf 


*RS 


Ready "Setup Time" During 02 


120 




nsec 




tf-fS 


Hold "Setup Time" to 02 


140 




nsec 




t»s 


INT "Setup Time" During 02 (During ^ in Halt Mode) 


180 




nsec 




tH 


"Hold Time" From 0 2 (Read^, INT, Hold) 


0 




nsec 




tFD 


Delay to Float During Hold (Address and DATA BUS) 




120 


nsec 




t WA [2 ] 


Address Stable From WR 


*D3 




nsec 


R L = 4.5kfi,C L = 100pf 


t AW [2J 


Address Stable Prior to WR 


[5] 




nsec 


R L = 4.5kft,C L = 100pf 


tWD [2} 


Output Data Stable From WR 


*D3 




nsec 


R L = 2.1kH, C L = 100pf 


t D W [2] 


Output Data Stable Prior to WR 


(61 




nsec 


R L = 2.1kH, C L = 100pf 



NOTES: 1 . Data input should be enabled with DBIN status. No bus conflict can then occur and data hold time is assured. 
2. Load circuit 



OUTPUT ° 



3- tCY " *D3 + x <t>2 + *D2 + X 1Q2 + *r01 + *f01 > 480ns. 



TYPICAL A OUTPUT DELAY VS. A CAPACITANCE 



+20 

> +10 
< 

ui 

S o 

3 























^SPEC 













-100 -50 0 +50 +100 

.} CAPACITANCE (pf) 
(C ACTUAL ~ C SPEC* 



4. The following are relevant when interfacing the 8080 to devices having Vj^ = 3.3V: 

a) Maximum output rise time from .8V to 3.3V = 140ns @ Cl = SPEC. 

b) Output delay when measured to 3.0V = SPEC + 60ns @ Cj_ ■ SPEC. 

c) If Cl * SPEC add .6ns/pf if Cl > CspeC» subtract .3ns/pf (from modified delay) if Cl < CspeC- 

5. tAW = 2tcY-tD3- t r02- 12 Onsec. 
6- tQw = tcY _t D3 _t r02 -150nsec. 

7. Data in must be stable for this period during DBIN 'T3. Both tpsi and tQS2 mus * De satisfied. 

8. Ready signal must be stable for this period during T2 or Tyy. (Must be externally synchronized.) 

9. Hold signal must be stable for this period during T2 or Tyy when entering hold mode, and during T3, T4, T5 
and TyvH when in hold mode. (Must be externally synchronized.) 

10. Interrupt signal must be stable during this period of the last clock cycle of any instruction to be recognized 
on the following instruction. (External synchronization is not required.) 

1 1 . During halt mode only, timing is with respect to 0-| falling edge. 

12. This timing diagram shows timing relationships only, it does not represent any specific machine cycle. 
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SILICON GATE MOS 8080 



INSTRUCTION SET 

The accumulator group instructions include ARITHMETIC and 
LOGICAL OPERATORS with DIRECT, INDIRECT, AND IM- 
MEDIATE addressing modes. 

MOVE, LOAD, and STORE instruction groups provide the ability 
to move either 8 or 16 bits of data between memory, the six 
working registers and the accumulator using DIRECT, INDIRECT, 
and IMMEDIATE addressing modes. 

The ability to branch to different portions of the program is pro- 
vided with JUMP, JUMP CONDITIONAL, and COMPUTED 
JUMPS. Also the ability to CALL to and RETURN from sub- 
routines is provided both conditionally and unconditionally. The 
RESTART (or single byte call instruction) is useful for interrupt 
vector operation. 

Double precision operators such as STACK manipulation and 
DOUBLE ADD instructions extend both the arithmetic and inter- 
rupt handling capability of the 8080. The ability to INCREMENT 



and DECREMENT memory, the six general registers and the ac- 
cumulator is provided as well as EXTENDED INCREMENT and 
DECREMENT instructions to operate on the register pairs and 
stack pointer. Further capability is provided by the ability to RO- 
TATE the accumulator LEFT or RIGHT through or around the 
carry bit. 

Input and output may be accomplished using memory addresses 
as I/O ports or the directly addressed I/O provided for in the 
8080 instruction set. 

The following special instruction group completes the 8080 in- 
struction set: the NO-OP instruction, HALT to stop processor 
execution and the DAA instructions provide decimal arithmetic 
capability. STC allows the carry flag to be directly set, and the 
CMC instruction allows it to be complemented. CMA comple- 
ments the contents of the accumulator and XCHG exchanges the 
contents of two 16-bit register pairs directly. 



Data and Instruction Formats 

Data in the 8080 is stored in the form of 8-bit binary integers. All data transfers to the system data bus will be in the 
same format. 

D 7 D 6 D 5 D 4 D 3 D 2 D"| D 0 
DATA WORD 

The program instructions may be one, two, or thfee bytes in length. Multiple byte instructions must be stored 
in successive words in program memory. The instruction formats then depend on the particular operation 
executed. 



One Byte Instructions 






TYPICAL INSTRUCTIONS 


D 7 D 6 D 5 D 4 D 3 D 2 Di 


Do 


OP CODE 


Register to register, memory refer- 


Two Byte Instructions 






ence, arithmetic or logical, rotate 
return, PUSH, POP, ENABLE or 

DISABLE 
INTERRUPT INSTRUCTIONS 


D 7 D 6 D 5 D 4 D 3 D 2 Dt 


Do 


OP CODE 




D 7 D 6 D 5 D 4 D 3 D 2 Dv 


D 0 


OPERAND 


Immediate mode or I/O instructions 


Three Byte Instructions 








D 7 D 6 D 5 D 4 D 3 D 2 D 1 


Do 


OP CODE 


JUMP, CALL or DIRECT LOAD 


D 7 D 6 D 5 D 4 D 3 D 2 D<| 


D 0 


LOW ADDRESS OR OPERAND 1 


AND STORE INSTRUCTIONS 


D 7 D 6 D 5 D 4 D 3 D 2 D-| 


D 0 


HIGH ADDRESS OR OPERAND 2 





For the 8080 a logic "1" is defined as a high level and a logic "0" is defined as a low level. 
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SILICON GATE MOS 8080 



INSTRUCTION SET 

Summary of Processor Instructions 



Instruction Cods HI 



Clock (2f 



Mnemonic 


Description 


D7 




D5 


0 4 D 3 


D2 


Dt 


Do 


Cycle 


M0V r1>r2 


Move register to register 


0 


1 


D 


0 D 


s 


s 


s 


5 


MOV M, r 


Move register to memory 


0 


1 


1 


1 0 


s 


s 


s 


7 


MOVr.M 


Move memory to register 


0 


1 


D 


D 0 


1 


1 


0 


7 


HLT 


Halt 


0 


1 


1 


1 0 


1 


1 


0 


7 


MVI r 


Move immediate register 


0 


0 


D 


0 D 


1 


1 


0 


7 


MVI M 


Move immediate memory 


0 


0 


1 


1 0 


1 


1 


0 


10 


INR r 


Increment register 


0 


0 


D 


D 0 


1 


0 


0 


5 


OCR r 


Decrement register 


0 


0 


D 


D D 


1 


0 


1 


5 


INR M 


Increment memory 


0 


0 


1 


1 0 


1 


0 


0 


10 


OCR M 


Decrement memory 


0 


0 


1 


1 0 


1 


0 


1 


10 


ADD r 


Add register to A 


1 


0 


0 


0 0 


s 


s 


s 


4 


ADC r 


Add register to A with carry 


1 


0 


0 


0 1 


s 


s 


s 


4 


SUB r 


Subtract register from A 




0 


0 


1 0 


s 


s 


s 


4 


SBB r 


Subtract register from A 




0 


Q 


1 1 


s 


s 


s 


4 




with borrow 


















ANA r 


And register with A 


1 


0 


1 




s 


s 


s 


4 


XRA r 


Exclusive Or register with A 




0 


1 




s 


s 


s 


4 


ORAr 


Or register with A 


J 


Q 


1 


1 0 


s 


s 


s 


4 


CMPr 


Compare register with A 


1 


0 


1 


1 1 


s 


s 


s 


4 


ADD M 


Add memory to A 


1 


0 


0 




1 


1 


0 


7 


ADC M 


Add memory to A with carry 


1 


0 


0 


0 1 


1 


1 


0 


7 


SUB M 


Subtract memory from A 


1 


0 


0 


1 0 


1 


1 


0 


7 


SBB M 


Subtract memory from A 


1 


0 


0 


1 1 


1 


1 


0 


7 




with borrow 


















ANA M 


And memory with A 




0 


1 




1 


1 


0 


7 


XRA M 


Exclusive Or memory with A 


1 


0 


1 


0 1 


1 


1 


0 


- 7 


ORAM 


Or memory with A 


1 


0 


1 


1 0 


1 


1 


0 


7 


CMPM 


Compare memory with A 


1 


0 


T 


1 1 


1 


1 


0 


7 


ADI 


Add immediate to A 


1 


1 


0 




1 


1 


0 


7 


ACI 


Add immediate to A with 


1 


1 


0 


0 1 


1 


1 


0 


7 




carry 


















SUI 


Subtract immediate from A 


1 


1 


0 


1 0 


1 


1 


0 


7 


SBt 


Subtract immediate from A 




1 


0 


1 1 


1 




0 


7 




with borrow 


















ANI 


And immediate with A 


1 




1 




1 




0 


7 


XRI 


Exclusive Or immediate with 


1 




1 


0 1 


1 


1 


0 


7 


ORI 


A 

Qr immediate with A 






t 


1 0 


1 


1 


0 


7 


CPI 


Compare immediate with A 


1 


1 


1 


1 1 


1 


1 


0 


7 


RLC 


Rotate A left 


0 


0 


0 




1 


1 


1 


4 


RRC 


Rotate A right 


0 


0 


0 


0 1 


1 


1 


1 


4 


RAL 


Rotate A left through carry 


0 


0 


0 


1 0 


1 


1 


1 


4 


RAR 


Rotate A right through 


0 


0 


0 


1 1 


* 


1 


1 


4 




carry 


















J MP 


Jump unconditional 


1 


1 


0 




0 


1 


1 


10 


JC 


Jump on carry 


1 


1 


0 


1 I 


0 


1 


0 


10 


JNC 


Jump on no carry 






u 




Q 




0 


10 


JZ 


Jump on zero 






0 




0 




0 


10 


JNZ 


Jump on no zero 






0 




0 




0 


10 


JP 


Jump on positive 






1 




0 




0 


10 


JM 


Jump on minus 






1 




0 




0 


10 


JPE 


Jump on parity even 






t 




0 




0 


10 


JPO 


Jump on parity odd 






1 




0 




0 


10 


CALL 


Call unconditional 






0 






0 


1 


17 


CC 


Call on carry 






0 






0 


0 


Tt/17 


CNC 


Call on no carry 






0 






0 


0 


11/17 


CZ 


Call on zero 






0 






0 


0 


11/17 


CNZ 


Call on no zero 






0 






0 


0 


11/17 


CP 


Call on positive 






1 






0 


0 


11/17 


CM 


Call on minus 






1 






0 


0 


11/17 


CPE 


Call on parity even 






1 






0 


0 


11/17 


CPO 


Call on parity odd 






1 






0 


0 


11/17 


RET 


Return 






0 




0 


0 


1 


10 


RC 


Return on carry 






0 




0 


0 


0 


5/11 


RNC 


Return on no carry 






0 


1 0 


0 


0 


0 


5/1 r 



Mnemonic Description 



RZ 

RNZ 

RP 

RM 

RPE 

RPO 

RST 

IN 

OUT 
LXI B 

LXID 

LXI H 

LXISP 
PUSH B 

PUSH D 

PUSHH 

PUSH PSW 

POPB 

POPD 

POP H 

POP PSW 

STA 
IDA 
XCHG 

XTHL 

SPHL 

PCHL 

DAD B 

DAD D 

DAD H 

DAD SP 

STAX B 

STAX D 

LDAX& 

LDAXD 

INXB 

INXO 

INX H 

fNXSP 

DCXB 

DCXD 

DCX H 

DCXSP 

CMA 

STC 

CMC 

DAA 

SHLD 

LHLD 

El 

Dl 

NOP 



Instruction Coded] 
D7 Dg 05 040302 D 1 Dq 



Clock [21 
Cycles 



Return on zero 




J 


0 


0 




n 
u 


u 


Q 


K/1 1 


Return on no zero 


J 


• 


o 


o 


o 


o 


Q 


o 


5/1 1 


Return on positive 






1 


J 


n 
u 


u 


0 


ft 

u 


a/ 1 1 


Return on minus 






1 






o 


Q 


o 


5/11 


Return on parity even 




] 


1 




1 


u 


n 
u 


n 
u 


K/1 1 


Return on parity odd 










Q 


o 


o 


o 


5/11 


Restart 






A 


A 


A 


1 


1 


1 


1 1 


Input 


J 




u 




t 
i 


n 
u 


i 




IU 


Output 






0 




0 


0 


1 


1 


10 


Load immediate register 


n 
u 


u 


u 




u 


n 


n 
u 




m 

IU 


Pair B & C 




















Load immediate register 


0 


0 


0 


1 


0 


0 


0 


1 


to 


Pair D & E 




















Load immediate register 


0 


0 


1 




0 


0 


0 


1 


10 


Pair H & L 




















Load immediate stack pointer 


0 


0 


1 


1 


0 


0 


0 


1 


10 


Push register Pair B & C on 


* 


1 


0 




0 


1 


0 


1 


1 1 


stack 




















Push register Pair D & E on 




1 


0 


1 


0 


1 


0 


1 


11 


stack 




















Push register Pair H & L on 


1 


1 


1 




0 


1 


0 


1 


11 


stack 




















Push A and Flags 


1 


1 


1 


1 


0 


1 


0 


1 


11 


on stack 




















Pop register pair B & C off 


1 


1 


0 




0 


0 


0 


1 


10 


stack 




















Pop register pair 0 & E off 


1 


1 


0 


1 


0 


0 


0 


1 


10 


stack 




















Pop register pair H & L off 










0 


u 


u 


1 


10 


stack 




















Pop A and Flags 




1 






0 


0 


0 


1 


10 


off stack 




















Store A direct 










n 
u 


Q 




g 




Load A direct 








: 




u 




o 


ia 














Q 




| 




Registers 




















cxcndngc lup ui Slot*, n a l 










0 


o 




1 


18 


H & L to stack pointer 










1 


o 


o 




: 


H & L to program counter 








n 




Q 


0 






MOO B a I 10 n a L 


u 


n 
u 






j 


n 
u 


n 
u 


1 


in 


ArM n SL C *n u SL 1 
AOO U a t to n a L 


0 


u 






1 


n 
u 


n 
u 




in 


Arlrl U SL 1 ♦« U B. 1 
AOO n fit L tO n fit L 


0 


0 






1 


n 
u 


n 
u 


1 


in 


AHrl ctart nnintftr tn H SL t 


o 


o 






1 


o 


o 


] 


10 


Store A indirect 


0 


0 


0 




0 


0 


1 


0 




Store A indirect 


0 


0 


0 




.0 


0 


1 


0 




Load A indirect 


0 


0 


0 




1 


0 


1 


0 




Load A indirect 


0 


0 


0 




1 


0 


1 


0 




Increment B & C registers 


0 


0 


0 




0 


0 


1 


1 




Increment D & E registers 


0 


0 


0 




0 


0 


1 


1 




Increment H & L registers 


0 


0 


1 




0 


0 


1 


1 




Increment stack pointer 


0 


0 


1 




0 


0 


1 


1 




Decrement B & C 


0 


0 


0 




1 


0 


1 


1 




Decrement D & E 


0 


0 


0 




1 


0 


t 


1 




Decrement H & L 


0 


0 


1 




1 


0 


1 


1 




Decrement stack pointer 


0 


0 


1 




1 


0 


1 


1 




Compliment A 


0 


0 


1 




1 


1 


1 


1 




Set carry 


0 


0 


1 




0 


1 


1 


1 




Compliment carry 


0 


0 


1 




1 


t 


1 


1 




Decimal adjust A 


0 


0 


1 




0 


1 


1 


1 




Store H & L direct 


0 


0 


1 




0 


0 


1 


0 




Load H & L direct 


0 


0 


1 




1 


0 


T 


0 




Enable Interrupts 


1 


1 


1 




1 


0 


1 


1 




Disable interrupt 


t 


1 


1 




0 


0 


t 


1 




No-operation 


0 


0 


0 


0 


0 


0 


0 


0 





NOTES: 1. DDSor SSS - 000 B - 001 C - 010 D - 011 E - 100 H - 101 L - 110 Memory - 111 A. 
2. Two possible cycle times, (5/1 1 ) indicate instruction cycles dependent on condition flags. 
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Silicon Gate MOS 8102-2 

1024 BIT FULLY DECODED STATIC MOS 
RANDOM ACCESS MEMORY 



■ Access Time — 850ns Max. 

■ Single +5 Volts Supply Voltage 

■ Directly TTL Compatible — All Inputs 
and Output 

■ Static MOS — No Clocks or 
Refreshing Required 

■ Low Power — Typically 150 mW 

■ Three-State Output — OR-Tie 
Capability 



Simple Memory Expansion — Chip 
Enable Input 

Fully Decoded — On Chip Address 
Decode 

Inputs Protected — All Inputs Have 
Protection Against Static Charge 

Low Cost Packaging — 16 Pin Plastic 
Dual-ln-Line Configuration 



The Intel 8102-2 is a 1024 word by one bit static random access memory element using normally off 
N-channel MOS devices integrated on a monolithic array. It uses fully DC stable (static) circuitry and 
therefore requires no clocks or refreshing to operate. The data is read out nondestructively and has the 
same polarity as the input data. 

The 8102-2 is designed for microcomputer memory applications where high performance, low cost, large 
bit storage, and simple interfacing are important design objectives. 

It is directly TTL compatible in all respects: inputs, output, and a single +5 volt supply. A separate chip 
enable (CE) lead allows easy selection of an individual package when outputs are OR-tied. 

The Intel 8102-2 is fabricated with N-channel silicon gate technology. This technology allows the design 
and production of high performance, easy-to-use MOS circuits and provides a higher functional density on 
a monolithic chip than either conventional MOS technology or P-channel silicon gate technology. 

Intel's silicon gate technology alsb provides excellent protection against contamination. This permits the 
use of low cost silicone packaging. 




FT 



PIN NAMES 



D| N DATA INPUT 


CE CHIP ENABLE 


Aq- Ag ADDRESS INPUTS 


D 0 UT DATA OUTPUT 


R/W READ/WRITE INPUT 


V C c POWER (+5V) 



BLOCK DIAGRAM 
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SILICON GATE MOS 8102-2 



ABSOLUTE MAXIMUM RATINGS* 

Ambient Temperature Under Bias 0°C to 70°C 

Storage Temperature -65°C to +150°C 

Voltage On Any Pin 

With Respect To Ground -0.5V to +7V 

Power Dissipation 1 Watt 



♦COMMENT: 

Stresses above those listed under "Absolute Maxi- 
mum Rating" may cause permanent damage to the 
device. This is a stress rating only and functional 
operation of the device at these or at any other 
condition above those indicated in the operational 
sections of this specification is not implied. Expo- 
sure to absolute maximum rating conditions for 
extended periods may affect device reliability. 



D.C. AND OPERATING CHARACTERISTICS 



T A = 0°C to +70°C, V cc = 5V ±5% unless otherwise specified 



SYMBOL 


PARAMETER 


LIMITS 


UNIT 


TEST CONDITIONS 


MIN. 


TYP»> 


MAX. 


I LI 


INPUT LOAD CURRENT 
(ALL INPUT PINS) 






10 


/uA 


V, N =0to 5.25V 


•loh 


OUTPUT LEAKAGE CURRENT 






10 


MA 


CE = 2.2V,V OUT = 4.0V 


•lol 


OUTPUT LEAKAGE CURRENT 






-100 


ma 


CE = 2.2V, V 0UT = 0.45V 


•cci 


POWER SUPPLY CURRENT 




30 


60 


mA 


ALL INPUTS = 5.25V 
DATA OUT OPEN 
T A = 25°C 


*CC2 


POWER SUPPLY CURRENT 






70 


mA 


ALL INPUTS = 5.25V 
DATA OUT OPEN 
T A = 0°C 


V »L 


INPUT "LOW" VOLTAGE 


-0.5 




+0.65 


V 




V «H 


INPUT "HIGH" VOLTAGE 


2.2 




Vcc 


V 




V 0L 


OUTPUT "LOW" VOLTAGE 






+0.45 


V 


l QL = 1.9 mA 


V 0 H 


OUTPUT "HIGH" VOLTAGE 


2.2 






V 


I oh =-100mA 



(1) Typical values are for T/\= 25°C and nominal supply voltage. 



TYPICAL D.C. CHARACTERISTICS 



< 

E 



< 



POWER SUPPLY CURRENT VS. 
AMBIENT TEMPERATURE 













5.25V 


















SPEC.' 
POINTS 
































L 



































tO 20 30 40 50 
AMBIENT TEMPERATURE (°C) 



70 



40 



20 



POWER SUPPLY CURRENT VS. 
SUPPLY VOLTAGE 



















AMBIE 


:nt te 


VIPERA 


TURE - 


25°C 






, 1 


' — i 



































































4 5 

V cc (VOLTS! 
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SILICON GATE MOS 8102-2 



A.C. CHARACTERISTICS T A = 0°C to 70°C, V cc = 5V ±5% unless otherwise specified 



SYMBOL 


PARAMETER 


LIMITS 


UNIT 


MIN. 


TYP.< 1 > 


MAX. 


READ CYCLE 


t RC 


READ CYCLE 


850 






ns 




ACCESS TIME 




500 


850 


ns 


t CO 


CHIP ENABLE TO OUTPUT TIME 






500 


ns 


tOHl 


PREVIOUS READ DATA VALID WITH RESPECT 
TO ADDRESS 


50 






ns 


t OH2 


PREVIOUS READ DATA VALID WITH RESPECT 
TO CHIP ENABLE 


0 






ns 


WRITE CYCLE 


t WC 


WRITE CYCLE 


850 






ns 


X A\N 


ADDRESS TO WRITE SETUP TIME 


200 






ns 


t WP 


WRITE PULSE WIDTH 


600 






ns 


t WR 


WRITE RECOVERY TIME 


50 






ns 


t DW 


DATA SETUP TIME 


650 






ns 


t DH 


DATA HOLD TIME 


100 






ns 


t CW 


CHIP ENABLE TO WRITE SETUP TIME 


750 






ns 



(1) Typical values are for Ta=25°C and nominal supply voltage. 

A.C. CONDITIONS OF TEST 

Input Pulse Levels: +0.65 Volt to 2.2 Volt 

Input Pulse Rise and Fall Times: 20nsec 
Timing Measurement Reference Level: 1.5 Volt 
Output Load: 1 TTL Gate and C L = 100 pF 



CAPACITANCE T A = 25°C, f = 1 MHz 



SYMBOL 


TEST 


LIMITS (pF) 


TYP. 


MAX. 


C IN 


INPUT CAPACITANCE 
(ALL INPUT PINS) V |N = 0V 


3 


5 


C OUT 


OUTPUT CAPACITANCE 
Vqut = 0V 


7 


10 



WAVEFORMS 
READ CYCLE 



WRITE CYCLE 



ADDRESS 



CHIP 
ENABLE 



DATA 
OUT 



-tRC- 



-tco- 



t OH 2 
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SILICON GATE MOS 8102-2 



TYPICAL D.C. CHARACTERISTICS 




OUTPUT SOURCE CURRENT VS. 
OUTPUT VOLTAGE 







I 

AMBIENT TE 

rO°C- j 

-25°C | 
-70°C j 


t 

MPERATURE 




-f- 










i 


















\ V cc = 4 
OUTPU 


! 

75V 

T "HIGH" TYPICAL 













2 3 
V 0H (VOLTS) 



OUTPUT CURRENT VS. OUTPUT 
VOLTAGE WITH CHIP DISABLED 



< - 5 

E 

















f 




TYPICA 

I 

! 


L 




























C 

v 


: = 2.2 
CC=5.C 


V 













♦1 +2 +3 +4 +5 +6 
V nilT (VOLTS) 



RELATIONSHIP BETWEEN OUTPUT 
SINK CURRENT, NUMBER OF OR-TIES, 
AND OUTPUT VOLTAGE 



! 1 

V cc = 4.75V 


















— -~Jr~ 1 












/ hU— 

/ — | — ■■ H- f — i 


' I i , 1 



.40 .45 .50 .55 .60 .65 70 
V QL (VOLTS) 



TYPICAL A.C. CHARACTERISTICS 



ACCESS TIME VS. 
LOAD CAPACITANCE 




100 150 200 250 300 350 
LOAD CAPACITANCE (pF) 



ACCESS TIME VS. 
AMBIENT TEMPERATURE 



1400 

1200 

1000 

» 800 
< 

H 600 
400 

200 











! ! 

V CC = 475V 
1TTL LOAD 












D L = 10 


OpF 




SP 


1 — 1 

EC. POt 
• 



































































20 30 40 50 60 
AMBIENT TEMPERATURE (°C) 
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irrtel 



Schottky Bipolar 8205 



HIGH SPEED 1 OUT OF 8 BINARY DECODER 



I/O Port or Memory Selector 

Simple Expansion — Enable Inputs 

High Speed Schottky Bipolar 
Technology — 18ns Max. Delay 

Directly Compatible with TTL Logic 
Circuits 



Low Input Load Current — .25 mA 
max., 1/6 Standard TTL Input Load 

Minimum Line Reflection — Low 
Voltage Diode Input Clamp 

Outputs Sink 10 mA min. 

16-Pin Dual-ln-Line Ceramic or 
Plastic Package 



The 8205 decoder can be used for expansion of systems which utilize input ports, output ports, and mem- 
ory components with active low chip select input. When the 8205 is enabled, one of its eight outputs goes 
"low", thus a single row of a memory system is selected. The 3 chip enable inputs on the 8205 allow easy 
system expansion. For very large systems, 8205 decoders can be cascaded such that each decoder can drive 
eight other decoders for arbitrary memory expansions. 

The Intel 8205 is packaged in a standard 16 pin dual-in-line package; and its performance is specified over 
the temperature range of 0°C to +75°C, ambient. The use of Schottky barrier diode clamped transistors to 
obtain fast switching speeds results in higher performance than equivalent devices made with a gold diffu- 
sion process. 



PIN CONFIGURATION 



LOGIC SYMBOL 




A 0 


O 0 


Ai 


o t 


A 2 


0 2 




o 3 




8205 




o 4 


Ei 


o 5 


E2 


o 6 


E 3 


o 7 



PIN NAMES 



A 0 - A 2 ADDRESS INPUTS 



E r E 3 ENABLE INPUTS 



O 0 - 0 7 DECODED OUTPUTS 



ADDRESS 


ENABLE 


OUTPUTS 


A 0 At 


A 2 




E 2 


E 3 


0 


1 


2 


3 


4 


5 


6 


7 


L L 


L 


L 


L 


H 


L 


H 


H 


H 


H 


H 


H 


H 


H L 


L 


L 


L 


H 


H 


L 


H 


H 


H 


H 


H 


H 


L H 


L 


L 


L 


H 


H 


H 


L 


H 


H 


H 


H 


H 


H H 


L 


L 


L 


H 


H 


H 


H 


L 


H 


H 


H 


H 


L L 


H 


L 


L 


H 


H 


H 


H 


H 


L 


H 


H 


H 


H L 


H 


L 


L 


H 


H 


H 


H 


H 


H 


L 


H 


H 


L H 


H 


L 


L 


H 


H 


H 


H 


H 


H 


H 


L 


H 


H H 


H 


L 


L 


H 


H 


H 


H 


H 


H 


H 


H 


L 


X X 


X 


L 


L 


L 


H 


H 


H 


H 


H 


H 


H 


H 


X X 


X 


H 


L 


L 


H 


H 


H 


H 


H 


H 


H 


H 


X X 


X 


L 


H 


L 


H 


H 


H 


H 


H 


H 


H 


H 


X X 


X 


H 


H 


L 


H 


H 


H 


H 


H 


H 


H 


H 


X X 


X 


H 


L 


H 


H 


H 


H 


H 


H 


H 


H 


H 


X X 


X 


L 


H 


H 


H 


H 


H 


H 


H 


H 


H 


H 


X X 


X 


H 


H 


H 


H 


H 


H 


H 


H 


H 


H 


H 
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SCHOTTKY BIPOLAR 8205 



ABSOLUTE MAXIMUM RATINGS* 

Temperature Under Bias 



Ceramic 
Plastic 



Storage Temperature 
All Output or Supply Voltages 
All Input Voltages 
Output Currents 



-65°C to +125°C 
-65°C to +75°C 

-65°C to+160°C 

-0.5 to +7 Volts 

-1.0 to +5.5 Volts 

125 mA 



'COMMENT 

Stresses above those listed under "Absolute Maximum Rat- 
ing" may cause permanent damage to the device. This is a stress 
rating only and functional operation of the device at these or at 
any other condition above those indicated in the operational 
sections of this specification is not implied. Exposure to absolute 
maximum rating conditions for extended periods may affect 
device reliability. 



DC CHARACTERISTICS T A = 0°C to +75°C, V cc = 5.0V ±5% 



8205 



SYMBOL 


PARAMETER 


LIMIT 


UNIT 


TEST CONDITIONS 


MIN. 


MAX. 


'f 


INPUT LOAD CURRENT 




-0.25 


mA 


V cc = 5.25V, V p = 0.45V 


'r 


INPUT LEAKAGE CURRENT 




10 


M A 


V cc = 5.25V, V R = 5.25V 


v c 


INPUT FORWARD CLAMP VOLTAGE 




-1.0 


V 


V cc = 4.75V, l c = -5.0 mA 


V OL 


OUTPUT "LOW" VOLTAGE 




0.45 


V 


V CC = 475V « ' 0 L = 10 0 mA 




OUTPUT HIGH VOLTAGE 


2.4 




V 


V cc =4.75V,l OH = -1.5 mA 


V 


INPUT "LOW" VOLTAGE 




0.85 


V 


V CC =5.0V 




INPUT "HIGH" VOLTAGE 


2.0 




V 


V CC =5.0V 


'sc 


OUTPUT HIGH SHORT 
CIRCUIT CURRENT 


-40 


-120 


mA 


V cc =5.0V,V OUT = 0V 


v ox 


OUTPUT "LOW" VOLTAGE 
@ HIGH CURRENT 




0.8 


V 


V CC =5.0V, l ox -40mA 


'cc 


POWER SUPPLY CURRENT 




70 


mA 


V cc = 5.25V 



TYPICAL CHARACTERISTICS 
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SCHOTTKY BIPOLAR 8205 



8205 SWITCHING CHARACTERISTICS 



CONDITIONS OF TEST: 

Input pulse amplitudes: 2.5V 

Input rise and fall times: 5 nsec 
between 1V and 2V 

Measurements are made at 1.5V 



v cc 



TEST LOAD: 



390 Q 



C, ± 



; 2K 



All Transistors 2N2369 or Equivalent. C L = 30 pF 



TEST WAVEFORMS 

ADDRESS OR ENABLE 
INPUT PULSE 



OUTPUT 





A.C. CHARACTERISTICS T A = 0°C to +75°C, V cc = 5.0V ±5% unless otherwise specified. 



SYMBOL 


PARAMETER 


MAX. LIMIT 


UNIT 


TEST CONDITIONS 


t++ 


ADDRESS OR ENABLE TO 
OUTPUT DELAY 


18 


ns 




t_ + 


18 


ns 




t + _ 


18 


ns 




t 


18 


ns 




Hn 


INPUT CAPACITANCE P8205 


4(typ.) 


pF 


f = 1 MHz, V C c = ov 
V B IAS =2.0V.T A =25OC 


C8205 


5(typ.) 





t. This parameter is periodically sampled and is not 100% tested. 



TYPICAL CHARACTERISTICS 



ADDRESS OR ENABLE TO OUTPUT 
DELAY VS. LOAD CAPACITANCE 




50 100 150 

LOAD CAPACITANCE (pF) 



200 



ADDRESS OR ENABLE TO OUTPUT 
DELAY VS. AMBIENT TEMPERATURE 



20 





v cc - 
<a - 


5.0V 
30 pF 




t*_.t__ 
t_ + 





























25 50 
AM&IENT TEMPERATURE (°C) 
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Iliy Silicon Gate MOS 8702A 

2048 BIT ERASABLE AND ELECTRICALLY 
REPROGRAMMABLE READ ONLY MEMORY 



■ Access Time — 1.3 /xsec 
Max. 

■ Fast Programming — 2 Minutes for 
All 2048 Bits 

■ Fully Decoded, 256 x 8 Organization 

■ Static MOS — No Clocks Required 



Inputs and Outputs TTL Compatible 

Three-State Output — OR-Tie 
Capability 

Simple Memory Expansion Chip 
Select Input Lead 



The 8702A is a 256 word by 8 bit electrically programmable ROM ideally suited for microcomputer system 
development where fast turn-around and pattern experimentation are important. The 8702A undergoes 
complete programming and functional testing on each bjt position prior to shipment, thus insuring 100% 
programmability. 

The8702A is packaged in a 24 pin dual-in line package with a transparent quartz lid. The transparent quartz 
lid allows the user to expose the chip to ultraviolet light to erase the bit pattern. A new pattern can then be 
written into the device. This procedure can be repeated as many times as required. 

The circuitry of the 8702A is entirely static; no clocks are required. 

A pin-for-pin metal mask programmed ROM, the Intel 8302, is ideal for large volume production runs of 
systems initially using the 8702A. 

The 8702A is fabricated with silicon gate technology. This low threshold technology allows the design and 
production of higher performance MOS circuits and provides a higher functional density on a monolithic 
chip than conventional MOS technologies. 



PIN CONFIGURATION 



A 2 C 




24 




Aid 


2 


23 






3 


22 




♦DATA OUT 1 [~ 


4 (LSB) 


21 


□ A3 


•DATA OUT 


5 


20 


□ a 4 


•DATA OUT 3^ 


6 


19 


□ A s 




8702A 






•DATA OUT 4 Q 




18 


□ A e 


•DATA OUT 5 Q 


8 


17 




•DATA OUT 


9 


16 




•DATA OUT 7^ 


10 


15 


□ V BB 


•DATA OUT 8^ 


11 (MSB) 


14 


□cs 


Vcc □ 


12 


13 


□ program 



BLOCK DIAGRAM 

DATA OUT 1 DATA OUT 8 

t 1 



CS- 



PROGRAM - 



OUTPUT 
BUFFERS 



2048 BIT 
PROM MATRIX 

(256 X 8) 



DECODER 



INPUT 
DRIVERS 



t t— — t 

Ao Ai A7 



♦THIS PIN IS THE DATA INPUT LEAD DURING PROGRAMMING. 

PIN NAMES 



A0-A7 


ADDRESS INPUTS 


cs 


CHIP SELECT INPUT 


DO-i • DO2 


DATA OUTPUTS 
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SILICON GATE MOS 8702A 



PIN CONNECTIONS 

The external lead connections to the 8702A differ, depending on whether the device is being programmed or used in read 
mode. (See following table.) 

^^^^___PIN 12 13 14 15 16 22 23 

MODE ^ (V cc ) (Program) (CS) (V BB ) (V GG ) (V cc ) (V cc ) 

Read V CC v cc ~GN[T V cc Vqg v cc v cc 

Programming GND Program Pulse GND V BB Pulsed V GG (V, L4P ) GND GND 



ABSOLUTE MAXIMUM RATINGS* 



Ambient Temperature Under Bias 0°C to +70°C 

Storage Temperature -65°C to +125°C 

Soldering Temperature of Leads (10 sec) +300°C 

Power Dissipation 2 Watts 

Read Operation: Input Voltages and Supply 

Voltages with respect to V cc .+0.5V to -20V 

Program Operation: Input Voltages and Supply 

Voltages with respect to V cc -48V 



"COMMENT 

Stresses above those listed under "Absolute Maximum Rat- 
ings" may cause permanent damage to the device. This is a 
stress rating only and functional operation of the device at 
these or at any other condition above those indicated in 
the operational sections of this specification is not implied. 
Exposure to Absolute Maximum Rating conditions for ex- 
tended periods may affect device reliability. 



READ OPERATION 

D.C. AND OPERATING CHARACTERISTICS 

T A = 0°C to 70°C, V cc = +5V±5%, V DD = -9V±5%, Vqq = -9V±5%, unless otherwise noted. 



SYMBOL 


TEST 


MIN. TYP< 3 > MAX. 


UNIT 


CONDITIONS 


■l. 


Address and Chip Select 
Input Load Current 


10 


uA 


v IN = o.ov 


•lo 


Output Leakage Current 


10 


uA 


V OUT = 0.0V,CS = V cc -2 


'ddo 


Power Supply Current 


5 10 


mA 


V GG =v CC<CS =V CC-2 
l OL = 0.0mA, T A = 25°C 


•ddi 


Power Supply Current 


35 50 


mA 


CS=V CC -2 

l 0L =0.0mA,T A = 25°C 


Continuous 
Operation 


'dD2 


Power Supply Current 


32 46 


mA 


CS=0.0 

l OL =0.0mA,T A =25°C 


! DD3 


Power Supply Current 


38.5 60 


mA 


CS=V cr -2 

l OL =0.0mA , T A = 0°C 


! CF1 


Output Clamp Current 


8 14 


mA 


V QUT = -1.0V,T A =0°C 


f CF2 


Output Clamp Current 


13 


mA 


V OUT = -1.0V,T A = 25°C J 


'gg 


Gate Supply Current 


10 


uA 




V,L1 


Input Low Voltage for 
TTL Interface 


-1.0 0.65 


V 




V,L2 


Input Low Voltage for 
MOS Interface 


Vqd v cc —6 


V 




V .H 


Address and Chip Select 
Input High Voltage 


v cc- 2 v cc + 0-3 


V 




! OL 


Output Sink Current 


1.6 4 


mA 


V QUT = 0.45V 


V OL 


Output Low Voltage 


-.7 0.45 


V 


l 0L = 1.6mA 


V OH 


Output High Voltage 


3.5 


V 


l 0H = -200 juA 



Note 1 : In the programming mode, the data inputs 1 -8 are pins 4-1 1 respectively. CS = GND. 

Note 2: Vqq may be clocked to reduce power dissipation. In this mode average Idd increases in proportion to Vqq duty cycle. (See p. 5) 
Note 3: Typical values are at nominal voltages and = 25° C. 



XX XV 



SILICON GATE MOS 8702A 



A.C. CHARACTERISTICS 

T A = 0° C to +70°C, V cr = +5V ±5%, V DD = -9V ±5%, V GG = -9V ±5% unless otherwise noted 



SYMBOL 


TEST 


MINIMUM 


TYPICAL 


MAXIMUM 


UNIT 


Freq. 


Repetition Rate 






1 


MHz 


t OH 


Previous read data valid 






100 


ns 


t ACC 


Address to output delay 






1.3 


Ms 


t DVGG 


Clocked V GG set up 


1.0 






Ms 


t CS 


Chip select delay 






400 


ns 


t CO 


Output delay from CS 






900 


ns 


t OD 


Output deselect 






400 


ns 


t OHC 


Data out hold in clocked V GG mode (Note 1) 






5 


Ms 



Note 1. The output will remain valid for tQHC as lon 9 as clocked Vqg is at V CC An address change may occur as soon as the output is sensed 
(clocked Vqg may still be at V C c>. Data becomes invalid for the old address when clocked Vqq is returned to Vqq. 

CAPACITANCE* 



T A = 25 °C 



SYMBOL 


TEST 


MINIMUM 


TYPICAL 


MAXIMUM 


UNIT 


CONDITIONS 


C IN 


Input Capacitance 




8 


15 


pF 


Mn= v cc " 
cs = v cc 

V OUT " V CC 

V GG =v cc _ 


All 

unused pins 
are at A.C. 
ground 


C OUT 


Output Capacitance 




10 


15 


pF 


C v GG 


V GG Capacitance 
(Clocked V GG Mode) 






30 


pF 



This parameter is periodically sampled and is not 100% tested. 

SWITCHING CHARACTERISTICS 

Conditions of Test: 

Input pulse amplitudes: 0 to 4V; t R , t F <50 ns 
Output load is 1 TTL gate; measurements made 
at output of TTL gate (t PD < 15 ns) 

A) Constant V GG Operation 



CYCLE TIME 1/FREQ 




X 




>RESS Y 

V J W> 



DATA OUT 
INVALID 



DESELECTION OF DATA OUTPUT IN OR TIE OPERATION 




X 



CS 



DATA 
OUT 




Clocked V rr Operation 




NOTE 1 The output will remain valid tor t Q HC as ,on 9 as c,ocked V GG 
is at Vqq. An address change may occur as soon as the output is sensed 
(clocked Vqq may still be at Vcc>- Data becomes invalid for the old 
address when clocked Vqq is returned to Vqq. 

NOTE 2 It CS makes a transition from V| L to V iH while clocked Vqq 
is at Vqq, then deselection of output occurs at tQQ as shown in static 
operation with constant Vqq. 
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SILICON GATE MOS 8702A 



TYPICAL CHARACTERISTICS 



I DO CURRENT VS. TEMPERATURE 





38 




37 




36 




35 






! 


34 


»- 
z 


33 


a 
a 


32 






u 


31 


o 




_Q 


30 




29 




28 




27 




0 































v cc - +5V 
Vdd--9 v 












































INPUTS = V cc 
















OU 


TPU 


TS ^ 


VRE 


OPE 


N 








































\i 


5s = 


v CC 








































































CS 


= 0.0V^ 

































































20 40 60 80 100 
AMBIENT TEMPERATURE (°C) 



OUTPUT CURRENT VS. 
V DD SUPPLY VOLTAGE 



— r~ 

v cc 

V GG 



= +.45V 
• 25°C> 



Specified 

Operating Range . 



, SUPPLY VOLTAGE (V) 



I 



v cc 

V GG 



♦5V 
-9V . 
0.0V 
25°C 



OUTPUT CURRENT VS. 
TEMPERATURE 




OUTPUT SINK CURRENT 
VS. OUTPUT VOLTAGE 




45 
40 

«001 35 

1 30 
J » 

UJ 

g 20 

s 

2 15 
< 

10 

'ODO 5 



AVERAGE CURRENT VS. DUTY 
CYCLE FOR CLOCKED V GG 









! ! 1 i 

CLOCKED V GG ' -9\ 
CS = v tH 
































■ H 

/ — 
































































T A 


= 25° 


C 

































































































































































































































OUTPUT VOLTAGE (VOLTS) 



40 50 6 

DUTY CYCLE (%) 



ACCESS TIME VS. 
LOAD CAPACITANCE 



1 TTL LOAD 

V cc - + 5V 
V DD - " 9V 

T. = 25° C 



20 30 40 50 60 70 80 90 100 
LOAD CAPACITANCE (pF) 



ACCESS TIME VS. 
TEMPERATURE 



1400 
1300 






















1200 
_ 1100 
f 1000 

s 

t— onn 


















































































:ess 






















* 










1 1 


FTL L 


OAD 


- 20 


Pf 




700 
600 










v cc = +5V 
_ V nrv = -9V 




500 












G = 


-9V 








«1 























AMBIENT TEMPERATURE (°C) 
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SILICON GATE MOS 8702A 



PROGRAMMING OPERATION 

D.C. AND OPERATING CHARACTERISTICS FOR PROGRAMMING OPERATION 

T A = 25°C, V cc = OV, Vg g = +12V ± 10%, CS = OV unless otherwise noted 



SYMBOL 


TEST 


MIN. 


TYP. 


MAX. 


UNIT 


CONDITIONS 


'lup 


Address and Data Input 
Load Current 






10 


mA 


V 1N =-48V 


'|_I2P 


Program and V GG 
Load Current 






10 


mA 


V IN = -48V 


'bb 


V 8B Supply Load Current 




.05 




mA 




Up' 11 


Peak l DD Supply 
Load Current 




200 




mA 


V DD = V pr09 =-48V 
V GG = -35V 


V|HP 


Input High Voltage 






0.3 


V 




^IL1P 


Pulsed Data Input 
Low Voltage 


-46 




-48 


V 




^IL2P 


Address Input Low 
Voltage 


-40 




-48 


V 




^IL3P 


Pulsed Input Low V DD 
and Program Voltage 


-46 




-48 


V 




V,L4P 


Pulsed Input Low 
V GG Voltage 


-35 




-40 


V 





Note 1 : IqdP flows only during Vdd> Vqq on time. IqDP should not be allowed to exceed 300mA for greater than 100;usec. Average power 
supply current IpDP ,s typically 40mA at 20% duty cycle. 



A C. CHARACTERISTICS FOR PROGRAMMING OPERATION 

"■"ambient = 25 ° c < v cc = ov - v bb = + 12V ± 10% ' CS = 0V unless otherwise noted 



SYMBOL 


TEST 


MIN. 


TYP. 


MAX. 


UNIT 


CONDITIONS 




Duty Cycle (V DD ,. V GG ) 






20 


% 




t<£PW 


Program Pulse Width 






3 


ms 


v GG = -35V, v DD = 

Vprog =-48V 


l DW 


Data Set Up Time 


25 






MS 






Data Hold Time 


10 






MS 




tvw 


V DD . Vqg Set U P 


100 






MS 




*vd 


V DD ,V GG Hold 


10 




100 


MS 




tACW ,2) 


Address Complement 
Set Up 


25 






MS 




tACH <2 ' 


Address Complement 
Hold 


25 






MS 




* ATW 


Address True Set Up 


10 






MS 




t ATH 


Address True Hold 


10 






MS 





Note 2. Afl 8 address bits must be in the complement state when pulsed V DD and Vq G move to their negative levels. The addresses (0 through 
255} must be programmed as shown in the timing diagram for a minimum of 32 times. 
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SILICON GATE MOS 8702A 



SWITCHING CHARACTERISTICS FOR PROGRAMMING OPERATION 

PROGRAM OPERATION 

Conditions of Test: 

Input pulse rise and fall times <1jusec 
CS = OV 

PROGRAM WAVEFORMS 



PULSED V DD 
POWER SUPPLY 




PULSED V GG 
POWER SUPPLY 



PROGRAMMING 
PULSE 



DATA INPUT 
(DEVICE 
OUTPUT 
LINES) 
-46 to -48 



PROGRAMMING OPERATION OF THE 8702A 



When the Data 1 nput for 


Then the Data Output 


the Program Mode is: 


during the Read Mode is: 


V ILIP = ~-48V pulsed 


Logic 1 = Vqh = ' p ' on taDe 


V|HP = ~OV 


Logic 0 = Vql = 'N' on tape 











ADDRESS 








WORD 


Ay 


A 6 


A 5 


A 4 


A 3 


A 2 


A1 


A 0 


0 


0 


0 


0 


0 


0 


0 


0 


0 


1 

I 


0 

I 


0 

I 


0 

I 


0 

I 


0 

I 


0 

I 


0 

I 


1 

I 


I 

255 


I 
1 


I 

1 


I 

1 


I 

1 


I 

1 


I 

1 


t 

1 


I 

1 



Address Logic Level During Read Mode: 
Address Logic Level During Program Mode : 



Logic 0 = V, L (~.3V) Logic 1 =V, H (~3V) 

Logic 0 = V| L2 P ( ~-40V) Logic 1 = V !H P (~0V) 
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SILICON GATE MOS 8702A 



PROGRAMMING INSTRUCTIONS 
FOR THE 8702A 

I. Operation of the 8702A in 
Program Mode 

Initially, all 2048 bits of the ROM are in 
the "0" state (output low). Information 
is introduced by selectively program- 
ming "1"s (output high) in the proper 
bit locations. 

Word address selection is done by the 
same decoding circuitry used in the 
READ mode (see table on page 6 for 
logic levels). All 8 address bits must be 
in the binary complement state when 
pulsed V DD and V GG move to their nega- 
tive levels. The addresses must be held 
in their binary complement state for a 
minimum of 25 /(.sec after V DD and V GG 
have moved to their negative levels. 
The addresses must then make the 
transition to their true state a minimum 
of 10 ^sec before the program pulse 
is applied. The addresses should be 
programmed in the sequence 0 through 
255 for a minimum of 32 times. The 
eight output terminals are used as data 
inputs to determine the information 
pattern in the eight bits of each word. 
A low data input level (-48V) will pro- 
gram a "1" and a high data input level 
(ground) will leave a "0" (see table on 
page 6). All eight bits of one word are 
programmed simultaneously by setting 
the desired bit information patterns on 
the data input terminals. 

During the programming, V GG , V DD and 
the Program Pulse are pulsed signals. 



II. Programming of the 8702A Using 
Intel Microcomputers 

Intel provides low cost program devel- 
opment systems which may be used to 
program its electrically programmable 
ROMs. Note that the programming 
specifications that apply to the 8702A 
are identical to those for Intel's 1702A. 

A. Intellec 8 

The Intellec series of program de- 
velopment systems, the Intellec 
8/Mod 8 and Intellec 8/Mod 80, are 
used as program development tools 
for the 8008 and 8080 microproces- 
sors respectively. As such, they are 
equipped with a PROM programmer 
card and may be used to program 
Intel's electrically programmable 
and ultraviolet erasable ROMs. 

An ASR-33 teletype terminal is used 
as the input device. Through use of 
the Intellec software system monitor, 
programs to be loaded into PROM 
may be typed in directly or loaded 
through the paper tape reader. The 
system monitor allows the program 
to be reviewed or altered at will 
prior to actually programming the 
PROM. For more complete informa- 
tion on these program development 
systems, refer to the Intel Micro- 
computer Catalog or the Intellec 
Specifications. 

B. Users of the SIM8 microcomputer 
programming systems may also 
program the 8702A using the 
MP7-03 programmer card and the 
appropriate control ROMs: 

SIM8 system — Control ROMs 
A0860, A0861 and A0863. 



III. 8702A Erasing Procedure 

The 8702A may be erased by expo- 
sure to high intensity short-wave ultra- 
violet light at a wavelength of 2537A. 
The recommended integrated dose (i.e., 
UV intensity x exposure time) is 
6W-sec/cm 2 . Examples of ultraviolet 
sources which can erase the 8702A 
in 10 to 20 minutes are the Model 
UVS-54 and Model S-52 short-wave 
ultraviolet lamps manufactured by 
Ultra-Violet Products, Inc. (5114 Walnut 
Grove Avenue, San Gabriel, California). 
The lamps should be used without 
short-wave filters, and the 8702A to 
be erased should be placed about one 
inch away from the lamp tubes. 
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The INTELLEC 8 uses a seven-bit ASCII code, which is the normal 8 bit ASCII code with the parity (high order) bit 
always reset. 



GRAPHIC OR CONTROL ASCII (HEXADECIMAL) 



NULL 


00 


SOM 


01 


EOA 


02 


EOM 


03 


EOT 


04 


WRU 


05 


RU 


06 


BELL 


07 


FE 


08 


H.Tab 


09 


Line Feed 


OA 


V.Tab 


0B 


Form 


0C 


Return 


OD 


SO 


OE 


SI 


OF 


DCO 


10 


X-On 


11 


Tape Aux. On 


12 


X-Off 


13 


Tape Aux. Off 


14 


Error 


15 


Sync 


16 


LEM 


17 


SO 


18 


S1 


19 


S2 


1A 


S3 


1B 


S4 


1C 


S5 


1D 


S6 


1E 


S7 


1F 



GRAPHIC OR CONTROL ASCII (HEXADECIMAL) 



ACK 


7C 


Alt. Mode 


7D 


Rubout 


7F 




21 




22 


# 


23 


$ 


24 


% 


25 


& 


26 




27 


( 


28 


) 


29 


* 


2A 


+ 


2B 




2C 




2D 




2E 


i 


2F 




3A 




3B 


< 


3C 




3D 


> 


3E 


? 


3F 


[ 


5B 


i 


5C 


) 


5D 


t 


5E 




5F 


@ 


40 


blank 


20 


0 


30 
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GRAPHIC OR CONTROL ASCII (HEXADECIMAL) 



1 

1 


O 1 


o 

mm 


?9 
o& 


3 


jj 


4 


34 


5 


35 


5 


36 


7 


o / 


8 


38 


g 


39 


A 


41 


B 


42 


c 


43 


D 


44 


E 


45 


p 


46 


G 


47 


H 


48 


1 


49 


j 


4A 


IN 




1 

L_ 


AC 


M 

IVI 




N 


4F 

tc 


n 


*+r 


p 


ou 


o 


R1 

O I 


R 


52 


c 
o 


Oo 


T 


54 


U 


55 


V 


56 


w 


57 


X 


58 


Y 


59 


z 


5A 
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HEXADECIMAL ARITHMETIC 



ADDITION TABLE 



0 


1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


1 


02 


03 


04 


05 


06 


07 


08 


09 


OA 


OB 


OC 


OD 


OE 


OF 


10 


2 


03 


04 


05 


06* 


07 


08 


09 


OA 


OB 


OC 


OD 


OE 


OF 


10 


11 


3 


04 


05 


06 


07 


08 


09 


OA 


OB 


OC 


OD 


OE 


OF 


10 


11 


12 


4 


05 


06 


07 


08 


09 


OA 


OB 


OC 


OD 


OE 


OF 


10 


11 


12 


13 


5 


06 


07 


08 


09 


OA 


OB 


OC 


OD 


OE 


OF 


10 


11 


12 


13 


14 


6 


07 


08 


09 


OA 


OB 


OC 


OD 


OE 


OF 


10 


11 


12 


13 


14 


15 


7 


08 


09 


OA 


OB 


OC 


OD 


OE 


OF 


10 


11 


12 


13 


14 


15 


16 


8 


09 


OA 


OB 


OC 


OD 


OE 


OF 


10 


11 


12 


13 


14 


15 


16 


17 


9 


OA 


OB 


OC 


OD 


OE 


OF 


10 


11 


12 


13 


14 


15 


16 


17 


18 


A 


OB 


OC 


OD 


OE 


OF 


10 


11 


12 


13 


14 


15 


16 


17 


18 


19 


B 


OC 


OD 


OE 


OF 


10 


11 


12 


13 


14 


15 


16 


17 


18 


19 


1A 


C 


OD 


OE 


OF 


10 


11 


12 


13 


14 


15 


16 


17 


18 


19 


1A 


1B 


D 


OE 


OF 


10 


11 


12 


13 


14 


15 


16 


17 


18 


19 


1A 


1B 


1C 


E 


OF 


10 


11 


12 


13 


14 


15 


16 


17 


18 


19 


1A 


1B 


1C 


1D 


F 


10 


11 


12 


13 


14 


15 


16 


17 


18 


19 


1A 


1B 


1C 


1D 


1E 



MULTIPLICATION TABLE 



1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


2 


04 


06 


08 


OA 


OC 


OE 


10 


12 


14 


16 


18 


1A 


1C 


1E 


3 


06 


09 


OC 


OF 


12 


15 


18 


1B 


1E 


21 


24 


27 


2A 


2D 


4 


08 


OC 


10 


14 


18 


1C 


20 


24 


28 


2C 


30 


34 


38 


3C 


5 


OA 


OF 


14 


19 


1E 


23 


28 


2D 


32 


37 


3C 


41 


46 


4B 


6 


OC 


12 


18 


1E 


24 


2A 


30 


36 


3C 


42 


48 


4E 


54 


5A 


7 


OE 


15 


1C 


23 


2A 


31 


38 


3F 


46 


4D 


54 


5B 


62 


69 


8 


10 


18 


20 


28 


30 


38 


40 


48 


50 


58 


60 


68 


70 


78 


9 


12 


1B 


24 


2D 


36 


3F 


48 


51 


5A 


63 


6C 


75 


7E 


87 


A 


14 


1E 


28 


32 


3C 


46 


50 


5A 


64 


6E 


78 


82 


8C 


96 


B 


16 


21 


2C 


37 


42 


4D 


58 


63 


6E 


79 


84 


8F 


9A 


A5 


C 


18 


24 


30 


3C 


48 


54 


60 


6C 


78 


84 


90 


9C 


A8 


B4 


D 


1A 


27 


34 


41 


4E 


5B 


68 


75 


82 


8F 


9C 


A9 


B6 


C3 


E 


1C 


2A 


38 


46 


54 


62 


70 


7E 


8C 


9A 


A8 


B6 


C4 


D2 


F 


1E 


2D 


3C 


48 


5A 


69 


78 


87 


96 


A5 


B4 


C3 


D2 


E1 
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POWERS OF TWO 



2° 


n 


2" n 






1 


0 


1.0 






Z 


1 
i 


u.o 






A 


Z 


n or 






Q 
O 


o 
o 


u. tzo 






16 


4 


0.062 


5 




32 


5 


0.031 


25 




64 


6 


0.015 


625 




128 


7 


0.007 


812 


5 


256 


8 


0.003 


906 


25 


512 


9 


0.001 


953 


125 


024 


10 


0.000 


976 


562 


048 


11 


0.000 


488 


281 



4 096 
8 192 
16 384 
32 768 



12 0.000 

13 0.000 

14 0.000 

15 0.000 



244 140 
122 070 
061 035 
030 517 



625 
312 5 
156 25 
578 125 





65 


536 


16 


0.000 


015 


258 


789 


062 


5 








131 


072 


17 


0.000 


007 


629 


394 


531 


25 








262 


144 


18 


0.000 


003 


814 


697 


265 


625 








524 


288 


19 


0.000 


001 


907 


348 


632 


812 


5 




1 


048 


576 


20 


0.000 


000 


953 


674 


316 


406 


25 




2 


097 


152 


21 


0.000 


000 


476 


837 


158 


203 


125 




4 


194 


304 


22 


0.000 


000 


238 


418 


579 


101 


562 


5 


8 


388 


608 


23 


0.000 


000 


119 


209 


289 


550 


781 


25 











1 R 
I O 


777 
III 


Z I D 


OA 
Zh 


n nnn 


nnn 
uuu 


nRQ 




RAA 


77R 












33 


554 


432 


25 


0.000 


000 


029 


802 


322 


387 


695 










67 


108 


864 


26 


0.000 


000 


014 


901 


161 


193 


847 










134 


217 


728 


27 


0.000 


000 


007 


450 


580 


596 


923 










268 


435 


456 


28 


0.000 


000 


003 


725 


290 


298 


461 










536 


870 


912 


29 


0.000 


000 


001 


862 


645 


149 


230 








1 


073 


741 


824 


30 


0.000 


000 


000 


931 


322 


574 


615 








2 


147 


483 


648 


31 


0.000 


000 


000 


465 


661 


287 


307 








4 


294 


967 


296 


32 


0.000 


000 


000 


232 


830 


643 


653 








8 


589 


934 


592 


33 


0.000 


000 


000 


116 


415 


321 


826 








17 


179 


869 


184 


34 


0.000 


000 


000 


058 


207 


660 


913 








34 


359 


738 


368 


35 


0.000 


000 


000 


029 


103 


830 


456 








68 


719 


476 


736 


36 


0.000 


000 


000 


014 


551 


915 


228 








137 


438 


953 


472 


37 


0.000 


000 


000 


007 


275 


957 


614 








274 


877 


906 


944 


38 


0.000 


000 


000 


003 


637 


978 


807 








549 


755 


813 


888 


39 


0.000 


000 


000 


001 


818 


989 


403 






1 


099 


511 


627 


776 


40 


0.000 


000 


000 


000 


909 


494 


701 






2 


199 


023 


255 


552 


41 


0.000 


000 


000 


000 


454 


747 


350 






4 


398 


046 


511 


104 


42 


0.000 


000 


000 


000 


227 


373 


675 






8 


796 


093 


022 


208 


43 


0.000 


000 


000 


000 


113 


686 


837 






17 


592 


186 


044 


416 


44 


0.000 


000 


000 


000 


056 


843 


418 






35 


184 


372 


088 


832 


45 


0.000 


000 


000 


000 


028 


421 


709 






70 


368 


744 


177 


664 


46 


0.000 


000 


000 


000 


014 


210 


854 






140 


737 


488 


355 


328 


47 


0.000 


000 


000 


000 


007 


105 


427 






281 


474 


976 


710 


656 


48 


0.000 


000 


000 


000 


003 


552 


713 






562 


949 


953 


421 


312 


49 


0.000 


000 


000 


000 


001 


776 


356 




1 


125 


899 


906 


842 


624 


50 


0.000 


000 


000 


000 


000 


888 


178 




2 


251 


799 


813 


685 


248 


51 


0.000 


000 


000 


000 


000 


444 


089 




4 


503 


599 


627 


370 


496 


52 


0.000 


000 


000 


000 


000 


222 


044 




9 


007 


199 


254 


740 


992 


53 


0.000 


000 


000 


000 


000 


111 


022 




18 


014 


398 


509 


481 


984 


54 


0.000 


000 


000 


000 


000 


055 


511 




36 


028 


797 


018 


963 


968 


55 


0.000 


000 


000 


000 


000 


027 


755 




72 


057 


594 


037 


927 


936 


56 


0.000 


000 


000 


000 


000 


013 


877 




144 


115 


188 


075 


855 


872 


57 


0.000 


000 


000 


000 


000 


006 


938 




288 


230 


376 


151 


711 


744 


58 


0.000 


000 


000 


000 


000 


003 


469 




576 


460 


752 


303 


423 


488 


59 


0.000 


000 


000 


000 


000 


001 


734 


1 


152 


921 


504 


606 


846 


976 


60 


0.000 


000 


000 


000 


000 


000 


867 


2 


305 


843 


009 


213 


693 


952 


61 


0.000 


000 


000 


000 


000 


000 


433 


4 


611 


686 


018 


427 


387 


904 


62 


0.000 


000 


000 


000 


000 


000 


216 


9 


223 


372 


036 


854 


775 


808 


63 


0.000 


000 


000 


000 


000 


000 


108 



625 
312 5 
656 25 
828 125 

914 062 5 
957 031 25 
478 515 625 
739 257 812 5 

869 628 906 25 
934 814 453 125 
467 407 226 562 5 
733 703 613 281 25 

366 851 806 640 625 



183 


425 


903 


320 


312 


5 


















091 


712 


951 


660 


156 


25 


















545 


856 


475 


830 


078 


125 


















772 


928 


237 


915 


039 


062 


5 
















886 


464 


118 


957 


519 


531 


25 
















443 


232 


059 


478 


759 


765 


625 
















721 


616 


029 


739 


379 


882 


812 


5 














860 


808 


014 


869 


689 


941 


406 


25 














430 


404 


007 


434 


844 


970 


703 


125 














715 


202 


003 


717 


422 


485 


351 


562 


5 












357 


601 


001 


858 


711 


242 


675 


781 


25 












678 


800 


500 


929 


355 


621 


337 


890 


625 












839 


400 


250 


464 


677 


810 


668 


945 


312 


5 










419 


700 


125 


232 


338 


905 


334 


472 


656 


25 










209 


850 


062 


616 


169 


452 


667 


236 


328 


125 










604 


925 


031 


308 


084 


726 


333 


618 


164 


062 


5 








302 


462 


515 


654 


042 


363 


166 


809 


082 


031 


25 








151 


231 


257 


827 


021 


181 


583 


404 


541 


015 


625 








575 


615 


628 


913 


510 


590 


791 


702 


270 


507 


812 


5 






787 


807 


814 


456 


755 


295 


395 


851 


135 


253 


906 


25 






893 


903 


907 


228 


377 


647 


697 


925 


567 


676 


950 


125 






446 


951 


953 


614 


188 


823 


848 


962 


783 


813 


476 


562 


5 




723 


475 


976 


807 


094 


411 


924 


481 


391 


906 


738 


281 


25 




361 


737 


988 


403 


547 


205 


962 


240 


695 


953 


369 


140 


625 




680 


868 


994 


201 


773 


602 


981 


120 


347 


976 


684 


570 


312 


5 


840 


434 


497 


100 


886 


801 


490 


560 


173 


988 


342 


285 


156 


25 


420 


217 


248 


550 


443 


400 


745 


280 


086 


994 


171 


142 


578 


125 



xxxxiv 



TABLE OF POWERS OF SIXTEEN 10 

16 P n 16" n 











1 


0 


0.10000 


00000 


00000 


00000 


X 


10 










16 


1 


0.62500 


00000 


00000 


00000 


X 


10" 1 










256 


2 


0.39062 


50000 


00000 


00000 


X 


10" 2 








4 


096 


3 


0.24414 


06250 


00000 


00000 


X 


10~ 3 








65 


536 


4 


0.15258 


78906 


25000 


00000 


X 


10" 4 






1 


048 


576 


5 


0.95367 


43164 


06250 


00000 


X 


10" 6 






16 


777 


216 


6 


0.59604 


64477 


53906 


25000 


X 


10- 7 






268 


435 


456 


7 


0.37252 


90298 


46191 


40625 


X 


10~ 8 




4 


294 


967 


296 


8 


0.23283 


06436 


53869 


62891 


X 


10" 9 




68 


719 


476 


736 


9 


0.14551 


91522 


83668 


51807 


X 


10 -io 


1 


099 


511 


627 


776 


10 


0.90949 


47017 


72928 


23792 


X 


10" 12 


17 


592 


186 


044 


416 


11 


0.56843 


41886 


08080 


14870 


X 


10' 13 


281 


474 


976 


710 


656 


12 


0.35527 


13678 


80050 


09294 


X 


10~ 14 


503 


599 


627 


370 


496 


13 


0.22204 


46049 


25031 


30808 


X 


10" 15 


057 


594 


037 


927 


936 


14 


0.13877 


78780 


78144 


56755 


X 


10" 16 


921 


504 


606 


846 


976 


15 


0.86736 


17379 


88403 


54721 


X 


10~ 18 



TABLE OF POWERS OF 10 









10 n 


n 




10 


n 














1 


0 


1 .0000 


0000 


0000 


0000 












A 


1 


0.1999 


9999 


9999 


999 A 












64 


2 


0.28F5 


C28F 


5C28 


F5G3 


X 


16" 1 








3E8 


3 


0.4189 


374B 


C6A7 


EF9E 


X 


16" 2 








2710 


4 


0.68DB 


8BAC 


710C 


B296 


X 


16" 3 






1 


86 AO 


5 


0.A7C5 


AC47 


1B47 


8423 


X 


16" 4 






F 


4240 


6 


0.1 0C6 


F7A0 


B5ED 


8D37 


X 


16- 4 






98 


9680 


7 


0.1 AD7 


F29A 


BCAF 


4858 


X 


16" 5 






5F5 


E100 


8 


0.2AF3 


1DC4 


6118 


73BF 


X 


16" 6 






3B9A 


CAOO 


9 


0.44B8 


2FA0 


9B5A 


52CC 


X 


16" 7 




2 


540B 


E400 


10 


0.6DF3 


7F67 


SEF6 


EADF 


X 


16" 8 




17 


4876 


E800 


11 


O.AFEB 


FFOB 


CB24 


AAFF 


X 


16~ 9 




E8 


D4A5 


1000 


12 


0.1197 


9981 


2DEA 


1119 


X 


16" 9 




918 


4E72 


A000 


13 


0.1 C25 


C268 


4976 


81 C2 


X 


16~ 10 




5AF3 


107A 


4000 


14 


0.2D09 


370D 


4257 


3604 


X 


16~ n 


3 


8D7E 


A4C6 


8000 


15 


0.480E 


BE7B 


9D58 


566 D 


X 


16" 12 


23 


8652 


6FC1 


0000 


16 


0.734A 


CA5F 


6226 


FOAE 


X 


16' 13 


163 


4578 


5D8A 


0000 


17 


0.B877 


AA32 


36A4 


B449 


X 


16" 14 


DEO 


B6B3 


A764 


0000 


18 


0.1272 


5DD1 


D243 


ABA1 


X 


16" 14 


8AC7 


2304 


89E8 


0000 


19 


0.1 D83 


C94F 


B6D2 


AC35 


X 


16" 15 



xxxxv 



HEXADECIMAL-DECIMAL INTEGER CONVERSION 



The table below provides for direct conversions between hexadecimal integers in the range 0-FFF and decimal integers in the 
range 0-4095. For conversion of larger integers, the table values may be added to the following figures: 













Hexadecimal 


Decimal 


Hexadecimal 


Decimal 




















01 000 


4 096 


20 000 


131 072 




















02 000 


8 192 


30 000 


196 608 




















03 000 


12 288 


40 000 


262 144 




















04 000 


16 384 


50 000 


327 680 




















05 000 


20 480 


60 000 


393 216 




















06 000 


24 576 


70 000 


458 752 




















07 000 


28 672 


80 000 


524 288 




















08 000 


32 768 


90 000 


589 824 




















09 000 


36 864 


AO 000 


655 360 




















OA 000 


40 960 


B0 000 


720 896 




















0B 000 


45 056 


CO 000 


786 432 




















OC 000 


49 152 


DO 000 


851 968 




















OD 000 


53 248 


E0 000 


917 504 




















OE 000 


57 344 


F0 000 


983 040 




















OF 000 


61 440 


100 000 


1 048 576 




















10 000 


65 536 


200 000 


2 097 152 




















11 000 


69 632 


300 000 


3 145 728 




















12 000 


73 728 


400 000 


4 1 94 304 




















13 000 


77 824 


500 000 


5 242 880 




















14 000 


81 920 


600 000 


6 291 456 




















15 000 


86 016 


700 000 


7 340 032 




















16 000 


90 1 12 


800 000 


8 388 608 




















17 000 


94 208 


900 000 


9 437 184 




















18 000 


98 304 


A00 000 


10 485 760 




















19 000 


102 400 


BOO 000 


1 1 534 336 




















1A000 


106 496 


COO 000 


12 582 912 




















1 B 000 


110 592 


D00 000 


13 631 488 




















1C000 


114 688 


E00 000 


14 680 064 




















1 n ooo 

1 \J uuu 


1 18 784 


FOO OOO 
ruu uuu 


1 R 798 R40 




















1 E 000 


122 880 


1 000 000 


16 777 216 




















1F000 


126 976 


2 000 000 


33 554 432 












0 


1 


2 


3 


4 5 


6 7 


8 9 


A B 


C 


D 


E 


F 


000 


0000 


0001 


0002 


0003 


0004 0005 


0006 0007 


0008 0009 


0010 0011 


0012 


0013 


0014 


0015 


01 o 

U 1 u 


001 fi 


001 7 


001R 
UU 1 o 


001 Q 

UU I u 


0090 0091 

UUZU UUZ 1 


0099 009? 

UUZ(C UUZO 


0094 009 R 


009fi 0097 

UUZU UUt / 


0028 


0029 


0030 


0031 


090 
uzu 


00?9 

UUOZ 


00?? 
uuoo 


00?4 

UUOH 


00? R 
uuou 


00?fi 00?7 
uuou uuo / 


00?8 00?Q 
uuoo uuoo 


0040 004 1 

UUtu UU*t 1 


0049 004? 

UU*r<t. UU*tO 


0044 


0045 


0046 


0047 


0?0 
uou 


004ft 

UU'tO 


004 Q 

UU*+ U 


OORO 

UuUU 


00R1 

UUU 1 


OOR9 OOR? 

UU «J £- UUUO 


00 R4 00 RR 

Uujn UUOU 


0056 0057 

uuou uuu / 


0058 0059 

\J\J kJKJ uuuu 


0060 


0061 


0062 


0063 


040 


0064 


0065 


0066 


0067 


0068 0069 


0070 0071 


0072 0073 


0074 0075 


0076 


0077 


0078 


0079 


050 


0080 


0081 


0082 


0083 


0084 0085 

UUU" UUU J 


0086 0087 

uuuu uuu / 


0088 0089 

uuuu uuuu 


0090 0091 


0092 


0093 


0094 


0095 


060 


0096 


0097 


0098 


0099 


0100 0101 


0102 0103 

\J 1 \J £m W 1 WW 


0104 0105 

W 1 \Jj W 1 W w 


0106 0107 

\J 1 WW W 1 W ' 


0108 


0109 


0110 


0111 


070 


0112 


01 13 


01 14 


01 1 5 


0116 0117 


0118 0119 

w 1 1 w w 1 lv-/ 


0120 0121 

W 1 £-\J W \ Cm. 1 


0122 0123 

W \ t- 4L. W I £- w 


0124 


0125 


0126 


0127 


080 


0128 


0129 


0130 


0131 


0132 0133 


0134 0135 


0136 0137 


0138 0139 


0140 


0141 


0142 


0143 


090 


0144 


0145 


0146 


0147 


0148 0149 


0150 0151 


0152 0153 


0154 0155 


0156 


0157 


0158 


0159 


0A0 


0T60 


0161 


0162 


0163 


0164 0165 


0166 0167 


0168 0169 


0170 0171 


0172 


0173 


0174 


0175 


0B0 


0176 


0177 


0178 


0179 


0180 0181 


0182 0183 


0184 0185 


0186 0187 


0188 


0189 


0190 


0191 


OCO 


0192 


0193 


0194 


0195 


0196 0197 


0198 0199 


0200 0201 


0202 0203 


0204 


0205 


0206 


0207 


0D0 


0208 


0209 


0210 


0211 


0212 0213 


0214 0215 


0216 0217 


0218 0219 


0220 


0221 


0222 


0223 


0E0 


0224 


0225 


0226 


0227 


0228 0229 


0230 0231 


0232 0233 


0234 0235 


0236 


0237 


0238 


0239 


0F0 


0240 


0241 


0242 


0243 


0244 0245 


0246 0247 


0248 0249 


0250 0251 


0252 


0253 


0254 


0255 



xxxxvi 



HEXADECIMAL-DECIMAL INTEGER CONVERSION (Cont'd) 





0 


1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


100 


0256 


0257 


0258 


0259 


0260 


0261 


0262 


0263 


09R4 


09RR 

UZUO 


09RR 


09R7 

UZU / 


09RR 
uzuo 


09RQ 
uzoy 


0970 
UZ / U 


no7 1 
uz / I 


1 10 


0272 


0273 


0274 


0275 


0276 


0277 


0278 


0279 


09R0 

UZOU 


09R1 

UZO 1 


09R9 

UZOZ 


09R? 
u^oo 


09R4 

UZ04 


09RR 


09RR 
UZOO 


uzo / 


120 


0288 


0289 


0290 


0291 


0292 


0293 


0294 


0295 


0296 


0297 


0298 


0299 


0300 


0301 


0302 


0303 


130 


0304 


0305 


0306 


0307 


0308 


0309 


0310 


0311 


0312 


0313 


0314 


0315 


0316 


0317 


0318 


0319 


140 


0320 


0321 


0322 


0323 


0324 


0325 


0326 


0327 


0328 


0329 


0330 


0331 


0??1 

UOO 1 


uooo 


OT34 

UOOH 


O^R 
UOOO 


150 


0336 


0337 


0338 


0339 


0340 


0341 


0342 


0343 


0344 


0^4 R 




0?47 


0?4R 

UOHO 


0?4Q 


O^RO 
uoou 


0?R1 
UoO I 


160 


0352 


0353 


0354 


0355 


0356 


0357 


0358 


0359 


0360 


0361 


0362 


0363 


0364 


0365 


0366 


0367 


170 


0368 


0369 


0370 


0371 


0372 


0373 


0374 


0375 


0376 


0377 


0378 


0379 


0380 


0381 


0382 


0383 


180 


0384 


0385 


0386 


0387 


0388 


0389 


0390 


0391 


0392 


0393 


0394 


O^QR 


0?QR 


0?Q7 

UOC7 / 


O^QR 
UOJ70 


O^QQ 
uoyy 


190 


0400 


0401 


0402 


0403 


0404 


0405 


0406 


0407 


0408 


040Q 


0410 


041 1 


041 9 

U4 1 Z 


041? 

U*+ 1 O 


041 4 
UH I *4 


ha 1 p; 

U*t I 0 


1A0 


0416 


0417 


0418 


0419 


0420 


0421 


0422 


0423 


0424 


0425 


0426 


0427 


0428 


0429 


0430 


0431 


1B0 


0432 


0433 


0434 


0435 


0436 


0437 


0438 


0439 


0440 


0441 


0442 


0443 


0444 


0445 


0446 


0447 


1C0 


0448 


0449 


0450 


0451 


0452 


0453 


0454 


0455 


0456 


0457 


0458 


0459 


0460 


0461 


0462 


0463 


1D0 


0464 


0465 


0466 


0467 


0468 


0469 


0470 


0471 


0472 


0473 


0474 


0475 


0476 


0477 


0478 


0479 


1E0 


0480 


0481 


0482 


0483 


0484 


0485 


0486 


0487 


0488 


0489 


0490 


0491 


0492 


0493 


0494 


0495 


1F0 


0496 


0497 


0498 


0499 


0500 


0501 


0502 


0503 


0504 


0505 


0506 


0507 


0508 


0509 


0510 


0511 


200 


0512 


0513 


0514 


0515 


0516 


0517 


0518 


0R1Q 

UJ 1 ZJ 


0R90 

UOZU 


0R91 

UOZ 1 


0R99 


0R9? 


OR94 


0R9R 
UOZO 


UozO 


Uoz / 


210 


0S28 


0R9Q 


05?0 


U JvJ 1 


0R?9 


ORT3 


0R?4 


OR?R 

UOOO 


OR?R 


OR?7 
UOO / 


OR^R 
UOOO 


UDoy 




U04 I 


Uo4z 


nc a 0 
Uo4o 


220 


0544 


0545 


0546 


0547 


0548 


0549 


0550 


0551 


0552 


0553 


0554 


0555 


0556 


0557 


0558 


0559 


230 


0560 


0561 


0562 


0563 


0564 


0565 


0566 


0567 


0568 


0569 


0570 


0571 


0572 


0573 


0574 


0575 


940 


0R7R 


0R77 


0R7R 


0R7Q 
\JsJ 1 zj 


ORRO 

UOOU 


0RR1 


0RR9 


ORR? 


0RR4 


ORRR 


ORRR 
UOOO 


UOo / 


UOoo 


uooy 


neon 

uoyu 


Ubyl 


9R0 


0RQ9 


ORQ? 


0RQ4 


ORQR 


ORQR 


0RQ7 


ORQR 


ORQQ 

\J\JZJZJ 


OROO 


OR01 


OR 09 
UOUZ 


UOUO 


UOU't 


UDUO 


UoUO 


UoU/ 


260 


0608 


0609 


0610 


0611 


0612 


0613 


0614 


0615 


0616 


0617 


0618 


0619 


0620 


0621 


0622 


0623 


270 


0624 


0625 


0626 


0627 


0628 


0629 


0630 


0631 


0632 


0633 


0634 


0635 


0636 


0637 


0638 


0639 


280 


0640 


0641 


0642 


0643 


0644 


0645 


0646 


0647 


0648 


0R4Q 


ORRO 
uuou 


ORR1 


0RR9 

UOOZ 


ORR? 
UOOO 


UOOM- 


UOOO 


290 


0656 


0657 


0658 


0659 


0660 


0661 


0662 


0663 


0664 


OfifiR 

UUUO 


ORRR 
uuuu 


0RR7 


ORRR 

UDDO 


ORRQ 
uooy 


UO / U 


n£7 1 
UO / I 


2A0 


0672 


0673 


0674 


0675 


0676 


0677 


0678 


0679 


0680 


0681 


0682 


0683 


0684 


0685 


0686 


0687 


2B0 


0688 


0689 


0690 


0691 


0692 


0693 


0694 


0695 


0696 


0697 


0698 


0699 


0700 


0701 


0702 


0703 


2C0 


0704 


0705 


0706 


0707 


0708 


0709 


0710 


0711 


0712 


0713 


0714 


0715 


0716 


0717 


0718 


0719 


2D0 


0720 


0721 


0722 


0723 


0724 


0725 


0726 


0727 


0728 


0729 


0730 


0731 


0732 


0733 


0734 


0735 


2E0 


0736 


0737 


0738 


0739 


0740 


0741 


0742 


0743 


0744 


0745 


0746 


0747 


0748 


0749 


0750 


0751 


2F0 


0752 


0753 


0754 


0755 


0756 


0757 


0758 


0759 


0760 


0761 


0762 


0763 


0764 


0765 


0766 


0767 


300 


0768 


0769 


0770 


0771 


0772 


0773 


0774 


0775 


0776 


0777 


0778 


0779 


07 RO 

U / OU 


07R1 

u / O 1 


07R9 


U/oo 


310 


0784 


0785 


0786 


0787 


0788 


0789 


0790 


0791 


0792 


0793 


0794 


0795 


07QR 


07Q7 

\J 1 ZJ 1 


07QR 
u / zjo 


07 QQ 

u/ yy 


320 


0800 


0301 


0802 


0803 


0804 


0805 


0806 


0807 


0808 


0809 


0810 


0811 


0812 


0813 


0814 


0815 


330 


0816 


0817 


0818 


0819 


0820 


0821 


0822 


0823 


0824 


0825 


0826 


0827 


0828 


0829 


0830 


0831 


340 


0832 


0833 


0834 


0835 


0836 


0837 


0838 


0839 


0840 


0841 


0842 


0843 


0R44 


0R4R 

UOH3 


0R4R 

UOHO 


OR47 
Uo^t / 


350 


0848 


0849 


0850 


0851 


0852 


0853 


0854 


0855 


0856 


0857 


0858 


ORRQ 


ORRO 

UODU 


ORR1 

UOO 1 


0RR9 
uooz 


U0O0 


360 


0864 


0865 


0866 


0867 


0868 


0869 


0870 


0871 


0872 


0873 


0874 


0875 


0876 


0877 


0878 


0879 


370 


0880 


0881 


0882 


0883 


0884 


0885 


0886 


0887 


0888 


0889 


0890 


0891 


0892 


0893 


0894 


0895 


380 


0896 


0897 


0898 


0899 


0900 


0901 


0902 


0903 


0Q04 


OQOR 


OQOR 

UI7UU 


OQ07 


uyuo 


OQOQ 

\JZJ\JZJ 


noi n 
uy I u 


no 1 1 

uy 1 1 


?qo 


0919 

UZ 1 Z 


0Q1? 

\JZJ 1 O 


0Q14 


OQ1R 

\JZJ 1 O 


OQ1R 


0Q17 

\JZJ I 1 


0Q1R 

\JZJ 1 O 


0Q1Q 

\JZJ 1 ZJ 


0Q90 

UI7ZU 


0Q91 

U53Z \ 


0Q99 
uyzz 


0Q9? 
U3ZO 


KJZJZ** 


uyzo 


nnoc 

uyzo 


uyz/ 


3A0 


0928 


0929 


0930 


0931 


0932 


0933 


0934 


0935 


0936 


0937 


0938 


0939 


0940 


0941 


0942 


0943 


3B0 


0944 


0945 


0946 


0947 


0948 


0949 


0950 


0951 


0952 


0953 


0954 


0955 


0956 


0957 


0958 


0959 


3C0 


0960 


0961 


0962 


0963 


0964 


0965 


0966 


0967 


0968 


0969 


0970 


0971 


0972 


0973 


0974 


0975 


3D0 


0976 


0977 


0978 


0979 


0980 


0981 


0982 


0983 


0984 


0985 


0986 


0987 


0988 


0989 


0990 


0991 


3E0 


0992 


0993 


0994 


0995 


0996 


0997 


0998 


0999 


1000 


1001 


1002 


1003 


1004 


1005 


1006 


1007 


3F0 


1008 


1009 


1010 


1011 


1012 


1013 


1014 


1015 


1016 


1017 


1018 


1019 


1020 


1021 


1022 


1023 



xxxxvii 



HEXADECIMAL-DECIMAL INTEGER CONVERSION (Cont'd) 





0 


1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


400 


1024 


1025 


1026 


m?7 


109R 


109Q 


1 o?o 

1 UOU 


10?1 


1 0?9 
1 uoz 


1 0?? 


1 0?4 
I Uot 


1 0?R 
I UoO 


1 UoO 


1 HQ7 
I Uo / 


1 HQQ 

I Uoo 


1 noo 
TUoy 


410 


1040 


1041 




104? 
I uto 


1044 


104R 

1 Ut U 


104R 


1047 


1 04R 

1 UtO 


1 040 


1 oro 
I uou 


1 OR1 
I UO i 


1 HRO 
I UOZ 


I UOO 


1 U04 


1 ncc 
I UOO 


420 


1056 


1057 


1058 


1059 


1060 


1061 


1062 


1063 


1064 


1065 


1066 


1067 


1068 


1069 


1070 


1071 


430 


1072 


1073 


1074 


1075 


1076 


1077 


1078 


1079 


1080 


1081 


1082 


1083 


1084 


1085 


1086 


1087 


440 


1088 


1089 


1090 


1091 


1092 


1093 


1094 


1095 


10QR 

1 UI7U 


1097 


10QR 


10QQ 


1 1 00 


1101 
I I U I 


1 1 no 
I i uz 


1 1 no 
I I Uo 


450 


1 104 


1 105 


1 106 


1107 


1 108 


1 109 


1 110 


1111 


1112 


1113 


1114 


1 1 1 R 
1 1 1 o 


1 1 1 R 

1 I I U 


1117 

Ml/ 


1 1 1 p 

I I I o 


1 1 1 Q 

I I I y 


460 


1120 


1121 


1122 


1123 


1124 


1125 


1126 


1127 


1128 


1129 


1130 


1131 


1132 


1133 


1134 


1135 


470 


1136 


1137 


1138 


1139 


1140 


1141 


1142 


1143 


1144 


1145 


1146 


1147 


1148 


1149 


1150 


1151 


480 


1152 


1 153 


1 154 


1155 


1 156 


1 1 57 


1 158 


1 1 59 


1 160 


1161 


1 162 


116? 

1 1 uo 


1 1R4 
1 1 ut 


1 1 RR 
I I uo 


1 1 RR 
I I oo 


1 1 R7 
MO/ 


490 


1 168 


1169 


1170 


1171 


1 172 


1 173 


1 1 74 


1 175 


1 176 


1 177 


1 1 7R 

1 1 / o 


1 1 7Q 


1 1 RO 

I 1 OU 


1 1 R1 
I I o I 


1 1 R9 
1 1 OZ 


1 1 QO 
I I Oo 


4A0 


1184 


1185 


1186 


1187 


1188 


1189 


1190 


1191 


1192 


1193 


1194 


1195 


1196 


1197 


1198 


1199 


4B0 


1200 


1201 


1202 


1203 


1204 


1205 


1206 


1207 


1208 


1209 


1210 


1211 


1212 


1213 


1214 


1215 


4C0 


1216 


1217 


1218 


1219 


1220 


1221 


1222 


1223 


1224 


1225 


1226 


1227 


1228 


1229 


1230 


1231 


4D0 


1232 


1233 


1234 


1235 


1236 


1237 


1238 


1239 


1240 


1241 


1242 


1243 


1244 


1245 


1246 


1247 


4E0 


1248 


1249 


1250 


1251 


1252 


1253 


1254 


1255 


1256 


1257 


1258 


1259 


1260 


1261 


1262 


1263 


4F0 


1264 


1265 


1266 


1267 


1268 


1269 


1270 


1271 


1272 


1273 


1274 


1275 


1276 


1277 


1278 


1279 


500 


1280 


1281 


1282 


1283 


1284 


1285 


1286 


1287 


19RR 


1 9RQ 


1 9Q0 


1 9Q1 

1 ZvJ 1 


1 9Q9 
i zyz 


190? 
r Zc7o 


i zyt 


1 OQC 

I zyo 


510 


1296 


1297 


1298 


1299 


i?oo 


1 ?01 

1 OU 1 


1?09 


1?0? 


1?04 
i out 


1 ?OR 


1 one 
I ouo 


1 0H7 
I OU / 


1 QHQ 
I ouo 


1 QflQ 

i ouy 


1 o 1 r» 
lo I U 


1 O 1 1 

loll 


520 


1312 


1313 


1314 


1315 


1316 


1317 


1318 


1319 


1320 


1321 


1322 


1323 


1324 


1325 


1326 


1327 


530 


1328 


1329 


1330 


1331 


1332 


1333 


1334 


1335 


1336 


1337 


1338 


1339 


1340 


1341 


1342 


1343 


540 


1344 


1345 


1346 


1347 


1?4R 
1 oto 


1 ?4Q 

1 Ot 17 


1?R0 

1 O UU 


1 ?R1 


1 ?R9 
I OUZ 


1 ?R? 
I OOo 


1 OOt 


I OOO 


I OOO 


loo/ 


1 O CO 

looo 


looy 


550 


1360 


1 ?R1 
i ou i 


1?R9 

1 OU<£ 


1?R? 

1 ouo 


1?R4 
i out 


1 ?RR 


1 ?RR 


1 ?R7 


1 ?RR 
I OOO 


1 ORQ 

i vjoy 


I o /U 


1 07 1 
I O / I 


I O /z 


I O /o 


IO/4 


1 0"7 C 

lo/o 


560 


1376 


1377 


1378 


1379 


1380 


1381 


1382 


1383 


1384 


1385 


1386 


1387 


1388 


1389 


1390 


1391 


570 


1392 


1393 


1394 


1395 


1396 


1397 


1398 


1399 


1400 


1401 


1402 


1403 


1404 


1405 


1406 


1407 


580 


1408 


1409 


1410 


141 1 


1412 


1413 


1414 


141 R 
it u 


141R 

It IU 


1417 
1 1 i / 


141 R 
1 1 I o 


141 Q 
1 1 I y 


1 AOCl 

I tzu 


I tZ I 


I tZZ 


1 A OO 

l4zo 


590 


1424 


1425 


1426 


1427 


1428 


149Q 


i4?o 


14?1 


14?9 
I toz 


14?? 

I tsJO 


14?4 
I tot 


I too 


1 toO 


1 A Q7 
I to / 


1 A OQ 

I too 


1 a on 
14oy 


5A0 


1440 


1441 


1442 


1443 


1444 


1445 


1446 


1447 


1448 


1449 


1450 


1451 


1452 


1453 


1454 


1455 


5B0 


1456 


1457 


1458 


1459 


1460 


1461 


1462 


1463 


1464 


1465 


1466 


1467 


1468 


1469 


1470 


1471 


5C0 


1472 


1473 


1474 


1475 


1476 


1477 


1478 


1479 


1480 


1481 


1482 


1483 


1484 


1485 


1486 


1487 


5D0 


1488 


1489 


1490 


1491 


1492 


1493 


1494 


1495 


1496 


1497 


1498 


1499 


1500 


1501 


1502 


1503 


5E0 


1504 


1505 


1506 


1507 


1508 


1509 


1510 


1511 


1512 


1513 


1514 


1515 


1516 


1517 


1518 


1519 


5F0 


1520 


1521 


1522 


1523 


1524 


1525 


1526 


1527 


1528 


1529 


1530 


1531 


1532 


1533 


1534 


1535 


600 


1536 


1537 


1538 


1539 


1540 


1541 


1542 


1543 


1 544 


1 545 

1 Jt o 


1 R4R 

1 JtU 


1 R47 
1 ot / 


1R4R 
I oto 


1 R4Q 
i oty 


1 RRO 
I OOU 


1 RR1 
I 00 I 


610 


1552 


1553 


1554 


1555 


1556 


1557 


1558 


1559 


1 560 


1 RR1 


1RR9 
1 ouz 


1 RR? 
1 ouo 


1 RR4 

I OOt 


1 RRR 
I OOO 


1 RRR 
I OOO 


1 RC7 
I 00/ 


620 


1568 


1569 


1570 


1571 


1572 


1573 


1574 


1575 


1576 


1577 


1578 


1579 


1580 


1581 


1582 


1583 


630 


1584 


1585 


1586 


1587 


1588 


1589 


1590 


1591 


1592 


1593 


1594 


1595 


1596 


1597 


1598 


1599 


640 


1600 


1601 


1602 


1603 


1604 


1605 


1606 


1607 


1608 


1609 


1R10 


1R1 1 

1 U 1 1 


1R1 9 
I O I z 


1R1? 
I O I o 


1 R14 
I O It 


1 C 1 c 
10 I 0 


650 


1616 


1617 


1618 


1619 


1620 


1621 


1622 


1623 


1694 


1R9R 


1R9R 
1 uzu 


1R97 
I oz / 


1 £9P 

I ozo 


I ozy 


1 con 
I Oou 


1 CO 1 

I bo I 


660 


1632 


1633 


1634 


1635 


1636 


1637 


1638 


1639 


1640 


1641 


1642 


1643 


1644 


1645 


1646 


1647 


670 


1648 


1649 


1650 


1651 


1652 


1653 


1654 


1655 


1656 


1657 


1658 


1659 


1660 


1661 


1662 


1663 


680 


1664 


1665 


1666 


1667 


1668 


1669 


1670 


1671 


1R79 


1R7? 
i u / o 


1R74 
ID/4 


1R7R 
1 0 /O 


I0/O 


lu// 


1 C"7Q 


16/9 


690 


1680 


1681 


1RR? 


1683 


1RR4 

1 UOt 


1RRR 

1 UOJ 


1RRR 

1 UOU 


1RR7 
I uo / 


1 OOO 


1 RRQ 

i ooy 


1 CQH 

i oyu 


1 CQ1 

loy i 


1 coo 

loyz 


i.oyJ 


1 694 


1695 


6A0 


1696 


1697 


1698 


1699 


1700 


1701 


1702 


1703 


1704 


1705 


1706 


1707 


1708 


1709 


1710 


1711 


6B0 


1712 


1713 


1714 


1715 


1716 


1717 


1718 


1719 


1720 


1721 


1722 


1723 


1724 


1725 


1726 


1727 


6C0 


1728 


1729 


1730 


1731 


1732 


1733 


1734 


1735 


1736 


1737 


1738 


1739 


1740 


1741 


1742 


1743 


6D0 


1744 


1745 


1746 


1747 


1748 


1749 


1750 


1751 


1752 


1753 


1754 


1755 


1756 


1757 


1758 


1759 


6E0 


1760 


1761 


1762 


1763 


1764 


1765 


1766 


1767 


1768 


1769 


1770 


1771 


1772 


1773 


1774 


1775 


6F0 


1776 


1777 


1778 


1779 


1780 


1781 


1782 


1783 


1784 


1785 


1786 


1787 


1788 


1789 


1790 


1791 



xxxxviii 



HEXADECIMAL-DECIMAL INTEGER CONVERSION (Cont'd) 





0 


1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


onn 
/OO 


1 onO 

I 792 


1 ~7 no 

1 /yJ 


1 /y4 


1 7QR 

i /yo 


1 7Qft 

i /yo 


1 797 


17Q8 

1 / «70 


1 7QQ 


1 8nn 

I ouu 


1 roi 

I OU I 


1 QH9 
I OUZ 


1 QOO 
I OUO 


1 Qf\A 

I oU4 


1 one 
1 oUb 


1 one 
I oOo 


1807 


710 


1808 


1 809 


1 o 1 n 

1 810 


1 Q1 1 
I O I I 


1 Q1 9 
I O I z 


181*3 

1 O 1 o 


1814 

IO It 


181 R 
I O 1 o 


1 R1 ft 
I O I o 


1 Q1 7 
I o I / 


1 Q 1 Q 
I O I O 


1 Q 1 Q 

i o i y 


1 oon 
lozU 


1 QO 1 
I OZ I 


1 OOO 

lozz 


1823 


720 


1824 


1825 


1826 


1827 


1828 


1829 


1830 


1831 


1832 


1833 


1834 


1835 


1836 


1837 


1838 


1839 


730 


1840 


1841 


1842 


1843 


1844 


1845 


1846 


1847 


1848 


1849 


1850 


1851 


1852 


1853 


1854 


1855 


740 


l8oo 


1 oco 

loo/ 


looo 


1 qf;q 
i ooy 


1 Qcn 

I OOU 


1 8fi1 

1 OU 1 


18fi9 
1 ouz 


18fi*3 
1 OOO 


1 Rft4 
I oo*+ 


I OOO 


1 QCC 

I oOO 


1 OC7 
1 OO / 


1 oc o 

looo 


1 oco 

i ooy 


1 oon 

lo/O 


1871 


/bu 


1 OO O 

lo/z 


1 Q"70 


1 OO/I 

i 8/4 


1 87R 
1 o/ o 


1 R7ft 
I 0 /o 


1877 


1878 
1 o / o 


187Q 


1880 

1 OOU 


1 881 
I OO I 


1 QQ9 
I OOZ 


1 QRO 
I OOO 


1 QQA 
I OO^ 


1 QQC 

I oob 


1 QQC 
1 OOO 


188/ 


760 


1888 


1889 


1890 


1891 


1892 


1893 


1894 


1895 


1896 


1897 


1898 


1899 


1900 


1901 


1902 


1903 


770 


1904 


1905 


1906 


1907 


1908 


1909 


1910 


1911 


1912 


1913 


1914 


1915 


1916 


1917 


1918 


1919 


"7 Of\ 

/oU 


iyzo 


1 QO 1 

i yzi 


1 QOO 

lyzz 


1 Q9*3 
i yzo 


1 Q94 

i yz*t 


1925 


1Q9fi 


1Q97 
1 iJ z / 


1 098 
i yzo 


1 Q9Q 
i yzy 


1 QOO 

i you 


1 Q0 1 

i yo i 


1 QOO 

i yoz 


1 QOO 

i yoo 


1 QO/l 

i yo4 


1 noc 

1 9ob 


/yu 


i yjo 


1 QQ7 

i yj / 


1 QOQ 

iyjo 


1Q*3Q 


1 Q40 


1941 


1942 




1Q44 


1Q4R 


1 Q4R 

i y*+o 


1 Q47 

i y*+ / 


1 QAQ 

i y^o 


1 QAQ 

i y^ y 


1 QRH 

i you 


1 yb i 


7 AO 


1952 


1953 


1954 


1955 


1956 


1957 


1958 


1959 


1960 


1961 


1962 


1963 


1964 


1965 


1966 


1967 


7 B0 


1968 


1969 


1970 


1971 


1972 


1973 


1974 


1975 


1976 


1977 


1978 


1979 


1980 


1981 


1982 


1983 


7C0 


1984 


1985 


1986 


1987 


1988 


1989 


1990 


1991 


1992 


1993 


1994 


1995 


1996 


1997 


1998 


1999 


7 DO 


2000 


2001 


2002 


2003 


2004 


2005 


2006 


2007 


2008 


2009 


2010 


201 1 


2012 


2013 


2014 


2015 


7E0 


2016 


2017 


2018 


2019 


2020 


2021 


2022 


2023 


2024 


2025 


2026 


2027 


2028 


2029 


2030 


2031 


7F0 


2032 


2033 


2034 


2035 


2036 


2037 


2038 


2039 


2040 


2041 


2042 


2043 


2044 


2045 


2046 


2047 


roo 
ouu 


9H/1Q 
ZU4o 


zU4y 


onc;n 
zuou 


90R1 

ZUO 1 


90R9 
zuuz 


2053 


2054 


2055 


90R6 


9PIR7 

ZUO / 


90 R8 

ZUOO 


90RQ 
zuoy 


90R0 
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